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Abstract

Nanotechnology, the manipulation of matter at the scale of 1� 100 nm, is present in
everyday life and continues extending into new areas of application. Aerosol synthesis
routes, the production of nanoparticles in the gas phase, are known to be continuous,
highly controllable, and even suitable for fabricating di�erent types of nanostructured
metamaterials�materials with properties not found in nature. In this thesis, single
and multicomponent engineered aerosol nanoparticles with di�erent morphologies were
synthesized for applications involving interactions between light and matter. The syn-
thesized nanoparticles included spherical silver particles, titania-encapsulated iron oxide
particles, silver-decorated silica particles, and silver � titania composite doublet particles.
Furthermore, the studied applications for the nanoparticles were magnetically separable
photocatalyst nanopowders and nanostructured metal � dielectric metamaterials with lin-
ear and nonlinear optical properties, more speci�cally, localized surface plasmon resonance
and second-harmonic generation, respectively.

The aerosol synthesis techniques utilized for the nanoparticle production in this thesis
included particle size selection, sintering, encapsulation, and coating. The sintering of the
size-selected silver agglomerates to spheres continued the trends found from the literature.
In the simple encapsulation process, liquid precursor containing solid particles was sprayed
into a tubular furnace where the precursor thermally decomposed on the surface of the
solid particles, forming multicomponent particles. This approach was demonstrated by
synthesizing titania-encapsulated iron oxide particles. As titania and iron oxide are known
to be photocatalytic and magnetic, respectively, the produced nanopowder could �nd
use as a magnetically separable photocatalyst. The silver coatings on the silica and
titania carrier particles, accomplished by physical vapor condensation, were found to form
di�erent types of morphologies due to the migration of the silver on the carrier particles.

The wavelength of the localized surface plasmon resonance of spherical silver particles
deposited on glass substrates was tuned between400� 450 nm with the particle size. Due
to the random deposition process, particle �particle contacts on the substrate caused
broadening of the extinction spectrum with higher area fractions. On the other hand, the
silver-decorated silica nanoparticles maintained the narrow plasmon resonance band even
with high particle number densities. This enabled the fabrication of thicker bulk-type
optical materials. The nonlinear optical properties of bulk-type multilayer nanostructures
consisting of alternating layers of silver-decorated silica nanoparticles and pure silica were
investigated. It was proposed that the porous particle layers were in a key role in the
formation of the required non-centrosymmetric structure. Furthermore, both the silver
particles and the multilayer structure were important for the second-harmonic generation,
whose intensity increased with the number of layers. The fabricated structures could
be further optimized in order to increase the conversion e�ciency of the second-order
nonlinear optical process.
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Tiivistelmä

Nanoteknologia, aineen manipulointi 1� 100 nm mittakaavassa, hyödyttää ihmisiä arjessa
ja tuottaa jatkuvasti uusia keksintöjä. Aerosolisynteesimenetelmillä nanohiukkasia voi-
daan tuottaa kaasufaasissa jatkuvasti ja hallitusti. Lisäksi aerosolimenetelmiä voidaan
hyödyntää nanorakenteisten metamateriaalien valmistuksessa. Metamateriaalit ovat
keinotekoisia materiaaleja, joiden ominaisuudet eroavat luonnonmateriaaleista. Tässä
työssä tuotettiin yksi- ja monikomponenttisia aerosolinanohiukkasia erilaisilla morfolo-
gioilla sovelluskohteisiin, jotka liittyvät valon ja aineen vuorovaikutukseen. Tuotetut
nanohiukkaset olivat pallomaisia hopeahiukkasia, titaanidioksidilla koteloituja rauta-
oksidihiukkasia, hopeakoristeltuja silikahiukkasia ja hopea � titaanidioksidikaksoishiuk-
kasia. Tutkittuja sovelluskohteita olivat magneettisesti eroteltavat fotokatalyyttiset
nanojauheet ja nanorakenteiset metalli � dielektriset metamateriaalit, joilla on lineaarisia
ja epälineaarisia optisia ominaisuuksia kuten hiukkasten pintaplasmoniresonanssi ja taa-
juuden kahdennus.

Tässä työssä käytettyjä aerosolisynteesimenetelmiä olivat hiukkaskoon valitseminen, sint-
raus, kotelointi ja päällystäminen. Tulokset kokovalikoitujen hopea-agglomerattien sint-
raamisesta pallomaisiksi olivat yhdenmukaisia kirjallisuudesta löytyvien tulosten kanssa.
Yksinkertaisessa kotelointiprosessissa nestemäinen prekursori, joka sisälsi kiinteitä hiuk-
kasia, pirskotettiin putkiuuniin. Uunissa prekursori hajosi termisesti koteloiden kiinteän
hiukkasen sisäänsä. Tällä menetelmällä tuotettiin titaanidioksidilla koteloituja rautaoksi-
dihiukkasia. Koska titaanidioksidilla tiedetään olevan fotokatalyyttisiä ja rautaoksidilla
magneettisia ominaisuuksia, valmistettua nanojauhetta voidaan mahdollisesti hyödyn-
tää magneettisesti eroteltavana fotokatalyyttinä. Fysikaalisella höyryn kondensaatiolla
tuotettujen hopeapäällysteiden havaittiin muodostavan erilaisia morfologioita silika- ja
titaanidioksidihiukkasten päälle. Tämä johtui muodostuneiden hopeahiukkasten liikkeestä
kantajahiukkasten päällä.

Lasialustalle kerättyjen hopeahiukkasten plasmoniresonanssin aallonpituutta säädettiin
400� 450 nm välillä muuttamalla hiukkasten kokoa. Sattumanvaraisen keräysprosessin
vuoksi hiukkasten väliset kontaktit levensivät ekstinktiospektriä, kun hiukkasten luku-
määrä pinnalla kasvoi. Sen sijaan hopeakoristellut silikahiukkaset säilyttivät kapean
resonanssikaistan jopa suurilla hiukkastiheyksillä. Näin ollen hiukkasista oli mahdollista
rakentaa paksumpia optisia näytteitä. Tässä työssä tutkittiin monikerroksisten nanora-
kenteiden, jotka koostuivat vuorottelevista kerroksista hopeakoristeltuja silikahiukkasia ja
puhdasta silikaa, epälineaarisia optisia ominaisuuksia. Hiukkaskerrosten huokoisuudella
ajateltiin olevan suuri merkitys tarvittavan epäkeskussymmetrisen rakenteen muodostu-
misessa. Tämän lisäksi sekä hopeahiukkaset että kerrosrakenne olivat tärkeitä taajuuden
kahdentumisessa, jonka voimakkuus riippui kerrosten lukumäärästä. Valmistettuja raken-
teita voidaan vielä optimoida epälineaarisen optisen prosessin vahvistamiseksi.
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1 Introduction

�There's plenty of room at the bottom�, a lecture given by Richard Feynman in 1959
(Feynman, 1992), is considered the conceptual launch for nanotechnology, a term later
coined in the mid-1970s (Taniguchi, 1974). Nanotechnology can be understood as the
manipulation of matter in the scale of 1� 100 nanometer, one billionth of a meter. Even
though such dimensions are a few orders of magnitude larger than the size of a single
atom, they are still beyond the scope of optical microscopy. Thus, the nanoworld began to
truly unravel just a few decades ago, after the enormous progress in the characterization
and manipulation of nano-sized features. Nowadays, the products of nanotechnology are
an invisible but inseparable part of the everyday life, not to mention what nanotechnology
has to o�er for the future. Nanoparticles and -structures can be found from building
materials, health products, textiles, food supplies, and sports equipment, to mention
but a few. Moreover, current state-of-the-art nanotechnology enables the fabrication of
metamaterials�arti�cial materials with properties novel even to nature.

The properties of nanoparticles di�er from the corresponding bulk material due to their
extremely small dimensions. For instance, the interaction between light and a nanoparticle
is highly localized, enabling the fabrication of smaller optical devices. Furthermore, the
increased surface area with decreased particle size, as volume stays constant, is relevant
for catalytic reactions taking place on the material surfaces. Besides the particle size, also
the shape of the particles determines many of their properties. Nanosized spheres, cubes,
rods, and tubes, all have their own distinct properties and areas of application. Even
more complex particle structures can be achieved when di�erent materials are combined
at the nanoscale. This gives the opportunity to engineer multicomponent nanoparticles
with either enhanced or multiple unique properties. In order to take full advantage of
these multicomponent nanoparticles, the control over the morphology of the produced
particles is highly important.

Several di�erent techniques, utilizing solid, liquid, and gas phase processes, have been
used in the production of nanomaterials. These techniques can be roughly divided into
two categories, top-down and bottom-up. In the former approach, larger bulk pieces are
reduced in size, until the nanoscale is reached. Examples of techniques that follow the
top-down principle are, for example, mechanical grinding and lithography, which can be
used for fabricating arrays of di�erent shaped nanostructures on a substrate (Haynes and
Van Duyne, 2001). In the latter approach, nanoparticles are assembled from individual
atoms or molecules. The bottom-up techniques include, for instance, the production
of nanoparticle colloids through chemical reactions in a solution. These wet chemistry
techniques have been used for synthesizing both single and multicomponent nanoparticles
with various di�erent shapes (Liz-Marzán, 2004).

Besides solid and liquid phase, nanoparticles can also be synthesized in the gas phase
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2 Chapter 1. Introduction

through both physical and chemical reactions. In the aerosol-based production of nanoma-
terials, the generation, as well as, the tailoring of the particle size, shape, and morphology
can be realized in the gas phase. Several upsides follow from this, such as, the synthesis
processes are highly controllable, pure, continuous, inexpensive, and scalable (Kruis
et al., 1998; Strobel and Pratsinis, 2007; Swihart, 2003). Moreover, the particles can be
monitored in situ during the synthesis processes with aerosol measurement instruments
that give information regarding, for example, the particle size, density, chemical composi-
tion, and concentration (Hinds, 1999; Kulkarni et al., 2011). In addition, the individual
nanoparticles can be deposited on a desired substrate directly from the gas phase, thus,
aerosol nanoparticles can be used in the fabrication of nanostructured metamaterials.

Currently, aerosol-synthesized nanoparticles, such as, carbon black, fumed silica, and
pigmentary titania, are produced annually several million metric tons (Skillas et al., 2011)
for everyday products, including, car tires, paints, foods, toothpastes, sunscreens, and
many others (Elvers, 2009). Moreover, an ongoing European project aims to scale-up the
aerosol-production of metal nanoparticles by physical synthesis methods to100 kg=day
(BUONAPART-E, 2014). Recent advances in the synthesis of engineered nanoparticles
by aerosol methods have included the introduction of, for example, crumpled graphene
particles (Luo et al., 2011), coated Janus-like hybrid particles (Sotiriou et al., 2011a), and
semiconductor nanowires (Heurlin et al., 2012), any of which that could very well be the
next success stories in the �eld of nanotechnology.

Evidently, the products of nanotechnology are utilized at ever increasing rate. Thus,
in order to build improved and novel nanosystems, it is important to increase the
understanding in the manipulation of the engineered nanoparticles. In this thesis, di�erent
methods for the synthesis of single and multicomponent aerosol nanoparticles are presented
and studied, with the emphasis on the size, shape, and morphology tailoring of the particles
for applications involving interactions between light and matter. The engineered aerosol
nanoparticles synthesized in this thesis include spherical silver particles (Paper I ), titania-
encapsulated iron oxide particles (Paper II ), silver-decorated silica particles (Paper III
and IV ), and silver � titania composite doublet particles ( Paper III ). Furthermore, the
applications for the engineered nanoparticles include magnetically separable photocatalyst
nanopowders (Paper II ), as well as, nanostructured metamaterials with linear and
nonlinear optical properties, more speci�cally, localized surface plasmon resonance (Paper
I and IV ) and second-harmonic generation, respectively (Paper IV ).

In Chapter 2 of this thesis, relevant aerosol processes for the synthesis of engineered
nanoparticles are reviewed. They include the generation of aerosol nanoparticles via the
gas-to-particle and the liquid-to-particle conversion, as well as, methods for tailoring
the size, shape, and morphology of single and multicomponent aerosol nanoparticles.
Furthermore, the aerosol-assisted fabrication of metamaterials is brie�y discussed. The
applications for the fabricated nanostructured metamaterials explored in this thesis involve
interaction between light and matter. These applications, localized surface plasmon
resonance, second-harmonic generation, and photocatalysis, are introduced in Chapter 3.
The experimental methods, including synthesis, deposition, and characterization of the
engineered aerosol nanoparticles and fabricated metamaterials, as well as, the obtained
results are reviewed in Chapter 4 and 5, respectively. The introductory review of this
thesis concludes with the �nal remarks presented in Chapter 6. The publications included
in this thesis are appended in the end of the thesis.



1.1. Aim and scope 3

1.1 Aim and scope

This doctoral thesis aims to provide new information on the synthesis and applications of
engineered single and multicomponent nanoparticles produced with aerosol techniques.
The size, shape and morphology of the particles are tailored in the gas phase using methods,
such as, sintering, encapsulation, and coating. Furthermore, the synthesized nanoparticles
are incorporated into metamaterials with linear and nonlinear optical properties. The
main objectives of this thesis are formulated below.

ˆ Develop and study processes for tailoring the size, shape, and morphology of single
and multicomponent engineered aerosol nanoparticles

ˆ Incorporate the engineered aerosol nanoparticles into metamaterials by a direct
deposition from the gas phase

ˆ Investigate the linear and nonlinear optical properties of the metamaterials fabricated
by the aerosol-assisted methods

The �rst objective was realized in all publications of this thesis. More speci�cally, size-
selected spherical silver nanoparticles were produced by sintering inPaper I , whereas, in
Paper III , a physical vapor coating process was used to produce silver-decorated silica
nanoparticles, as well as, rather surprisingly silver � titania composite doublet particles.
Moreover, in Paper II , a simple particle encapsulation method was introduced, and the
technique was demonstrated by synthesizing titania-encapsulated iron oxide nanoparticles.

The second objective was realized inPaper II , where the produced particles were collected
into a nanopowder with photocatalytic and magnetic properties. Furthermore, in Paper
I and IV , the synthesized nanoparticles were deposited on glass substrates in order to
fabricate quasilayer and multilayer nanostructures, respectively. Moreover, the linear and
nonlinear optical properties of these metamaterials were characterized, connecting to the
�nal objective of this thesis. A linear optical property of metal nanoparticles, localized
surface plasmon resonance, was studied inPaper I and revisited again in Paper IV . In
Paper IV , aerosol techniques were used, for the �rst time, in the fabrication of nonlinear
optical metamaterials. More speci�cally, the used techniques allowed the fabrication of
novel bulk-type structures with second-order nonlinear optical properties.





2 Engineered aerosol nanoparticles

2.1 Generation of nanoparticles

The synthesis routes for aerosol nanoparticles can be roughly divided into two categories,
gas-to-particle and droplet-to-particle (Gurav et al., 1993; Skillas et al., 2011), as depicted
in Figure 2.1. In the former synthesis route, the particles are formed from the individual
atoms or molecules of the gas via a nucleation process. The required supersaturation for
the nucleation is achieved by either cooling the vapor or by generating atoms or molecules
from gaseous precursors through chemical reactions. The nucleated particles grow by
condensation of the vapor atoms or molecules, and coagulation with other particles. As
this is a bottom-up approach, the obtained particle sizes can be extremely small. However,
the gas-to-particle route usually leads to highly agglomerated nanoparticles.
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Figure 2.1: A schematic of the basic physical and chemical processes involved in the particle
formation and growth by the gas-to-particle and the droplet-to-particle conversion.

In the droplet-to-particle route (or the spray process), a liquid precursor solution is
atomized into a gas �ow. First, the solvent evaporates from the sprayed droplets, after
which solid particles are formed from the liquid precursor through chemical reactions, such
as thermal decomposition or hydrolysis. The generated particles are usually spherical,
as they are formed directly from the liquid droplets. Furthermore, the particle size can
be controlled with the concentration of the solution. The di�culty of �nding suitable
precursors is a major drawback of the droplet-to-particle route.
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6 Chapter 2. Engineered aerosol nanoparticles

High temperatures are usually required in order to provide the necessary energy for the
physical and chemical aerosol processes, such as, evaporation of materials and thermal
decomposition of precursors, respectively. Energy sources utilized in the nanoparticle
production include, for example, �ames (Pratsinis, 1998), furnaces (Scheibel and Pors-
tendörfer, 1983), sparks (Schwyn et al., 1988), and lasers (El-Shall et al., 1994). Although,
in this thesis, �ames are used to produce powders of nanoparticles (Paper II and III ),
mainly tubular �ow furnaces are utilized in the nanoparticle production. Compared
to many other energy sources, in furnaces, the whole gas �ow is heated, making the
process rather energy ine�cient. On the other hand, more controllable temperatures and
temperature gradients are achieved.

The gas-to-particle conversion was utilized in the nanoparticle generation inPaper I ,
where bulk silver was heated at temperatures above its melting point (961:78 � C, Haynes,
2016), and the particles were formed by a physical evaporation �condensation (EC)
process. A di�erent type of a gas-to-particle route, chemical vapor synthesis (CVS) (Heel
and Kasper, 2005), was exploited inPaper IV , where the thermal decomposition of
tetraethyl orthosilicate ( TEOS) vapor led to the nanoparticle formation. The droplet-to-
particle conversion was utilized in Paper II by thermally decomposing liquid titanium
isopropoxide (TTIP ) particles in a spray pyrolysis process. The thermal decomposition
of TEOS and TTIP leads to silica and titania nanoparticles, respectively, according to
the following reactions (Okuyama et al., 1986):

Si(OC2H5)4 ! SiO2 + 4C2H4 + 2H2O (2.1)

Ti (OC3H7)4 ! TiO 2 + 4C3H6 + 2H2O; (2.2)

where the by-products are water vapor, as well as, gaseous ethane and propene, respectively.
Furthermore, the formed water can result in the simultaneous hydrolysis of the precursors.
The thermal decomposition of TTIP has been reported to occur already at temperatures
above100� C (Moravec et al., 2001), whereas, the decomposition ofTEOS requires higher
temperatures; over700� C according to Okuyama et al. (1986).

2.2 Particle size, shape, and morphology

Particle size-selection

Many of the properties of nanoparticles are determined by their size. Although, the
process parameters, such as temperatures, �ow rates, and concentrations, allow to tailor
the particle size to some extent, the size distributions of aerosol nanoparticles are often
quite polydisperse. In some applications, such as coatings and catalysts, this is usually
not a major issue. However, for example, electronic and optical applications often require
rather strict monodispersity from the nanoparticles.

A standard aerosol instrument, a di�erential mobility analyzer ( DMA ) (Knutson and
Whitby, 1975), can be used to select a narrow particle size distribution from the aerosol.
In brief, an applied voltage between two coaxial cylinders generates an electric �eld which
will change the path of charged aerosol particles, allowing particles with a certain mobility
to exit the instrument through a gap in the center cylinder. As for the particle mobility, it
depends on the particle charge, which often can be assumed to be one elementary charge,
and the mobility diameter. This equivalent diameter corresponds to the geometrical
diameter for spherical particles, whereas, for agglomerates the mobility diameter is larger
than the volume equivalent diameter. As only a small portion of the nanoparticles
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passes theDMA , a great amount of nanomaterial is lost in the size-selection process.
On the other hand, a very narrow particle size distribution, with a geometric standard
deviation (GSD) less than 1:1, can be achieved. The particle size-selection by theDMA
was utilized in Paper I and III .

Spherical particles by sintering

As an individual aerosol particle collides with another particle in the gas phase, they stick
to form agglomerates. This coagulation process depends on the particle size, concentration,
temperature, and residence time (Hinds, 1999). The formed agglomerates are fractal-like
structures consisting of several spherical primary particles. Such structures are optimal
building blocks, for example, for �llers and gas sensors. However, as many applications
require spherical particles, the ability to tailor the particle morphology is extremely vital.
Consequently, spherical aerosol nanoparticles can be obtained by sintering the formed
agglomerates in a heated gas �ow.

During the sintering, necks starts to develop between the adjacent primary particles of the
agglomerate. By increasing the residence time or temperature, the diameter of the primary
particles increases by fusioning with each other. Meanwhile, the mobility diameter of the
agglomerate decreases, eventually becoming identical to the primary particle diameter for
a fully sintered sphere (Eggersdorfer and Pratsinis, 2014). Di�erent sintering mechanisms
can be broadly dived into surface transport (e.g. evaporation/condensation, surface
di�usion) and bulk transport processes (e.g. grain boundary di�usion, viscous/plastic
�ow) (Karlsson et al., 2005). The actual dominant sintering mechanisms depend on
the particle material and process conditions. Furthermore, particle sintering at elevated
temperatures can lead to higher degree of crystallinity (Magnusson et al., 1999), as well
as, phase transformations (Ahonen et al., 2001). In this thesis, sintering was used to
obtain spherical silver nanoparticles (Paper I ), as well as, silica and titania nanoparticles
(Paper III and IV ).

Morphology of multicomponent particles

Besides the particle size and shape, the morphology of multicomponent nanoparticles
strongly a�ects their properties. For example, the catalytic material needs to be on
the surface of a particle, whereas, potentially harmful materials can be coated with
a protective layer. Several aerosol methods can be used to produce multicomponent
nanoparticles, either by mixing di�erent materials before the particle generation or by
adding new materials further in the production process. Generally, the morphology of
the produced particles can be tuned to some extent by the process parameters, such
as, relative amounts of the materials, temperatures, and residence times. However, the
material properties, such as, saturation vapor pressures, surface energies, and chemical
properties, determine the morphology of the end product.

In Figure 2.2, examples of di�erent morphologies for spherical multicomponent particles are
presented. Here, the morphologies are roughly divided into two categories, internally and
externally structured. The internal structure can be, for example, a metal alloy (Zihlmann
et al., 2014) or a Janus-like particle (Sotiriou et al., 2011a), containing segregated
parts of di�erent materials. More relevant to this thesis are the externally structured
multicomponent nanoparticles: core � shell/encapsulated (Paper II ), decorated (Paper
III and IV ), and composite doublet (Paper III ).
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Figure 2.2: Examples of di�erent types of morphologies for spherical composite particles divided
into two categories.

Ceramic nanoparticles, such as silica, titania, and alumina, coated with noble metals
(palladium, silver, platinum, and gold) can be utilized as gas sensors (Mädler et al., 2006),
catalysts (Keskinen et al., 2006), antibacterials (Sotiriou et al., 2011b), and in optical
applications (Paper IV ; Boies et al., 2011). Aerosol techniques, both chemical and
physical routes, have been used for the coating process. The chemical routes include �ame
synthesis (Keskinen et al., 2006) and chemical vapor deposition (Binder et al., 2007),
whereas, physical routes usually rely on the coagulation of smaller metal particles and
larger ceramic carrier particles (Boies et al., 2011; Pfei�er et al., 2015; Sigmund et al.,
2014a).

Due to the small amount of the coating material, as well as, the surface energies between
the metal and ceramic materials (Pfei�er et al., 2015), typically, the decorated morphology,
consisting of small metal nanodots on a ceramic particle, is obtained. Especially in optical
applications, a ceramic core �noble metal shell structure could be desirable (Oldenburg
et al., 1998). However, to the best knowledge of the author, such morphology has not
been produced by aerosol synthesis methods. On the other hand, core � shell structures
with other types of materials have been successfully synthesized (Karlsson et al., 2004;
Sigmund et al., 2014b; Teleki et al., 2008). InPaper III , silica and titania nanoparticles
were coated with silver by vapor condensation, obtaining decorated and composite doublet
morphologies, respectively.

2.3 Aerosol-assisted fabrication of metamaterials

Aerosol-synthesized nanoparticles can be collected on a desired substrate directly from
the gas phase by di�erent deposition methods, such as, thermophoresis, impaction, and
electrostatic force. This opens up the possibility to incorporate or utilize aerosol particles
in various types of nanostructured metamaterials with unusual properties not found in
nature, such as, electrical, optical, magnetic, and catalytic (Kruis et al., 1998; Magnusson
et al., 2014). The deposition of nanoparticles from the gas phase typically leads to
quasilayers of randomly positioned particles. As the deposition time is increased, highly
porous structures of nanoparticle layers begin to emerge.

In �ame synthesis, the temperature di�erence between the hot �ame and the cold
substrate allows direct particle deposition, mainly due to the thermophoretic forces. The
agglomerated particles generated in the �ame can be used as di�erent types of functional
coatings with properties, such as, photoactivity and hydrophobicity (Aromaa et al., 2012;
Keskinen et al., 2006). In addition, the porous nanostructures of deposited particles have
been utilized as gas and biosensors (Mädler et al., 2006; Sotiriou et al., 2010). Furthermore,
gas sensors composed of macroscopic conical structures of size-selected �ame-synthesized
agglomerates have been fabricated by impaction collection (Keskinen et al., 2009).
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Quasilayers of electrostatically deposited aerosol nanoparticles have been used in the
fabrication of semiconductor nanomaterials, such as quantum dots (Deppert et al.,
1994) and nanowires (Messing et al., 2009). InPaper I , the optical properties of
quasilayers of spherical silver nanoparticles on glass substrates were explored. Furthermore,
electrostatic deposition of nanoparticles allows the patterning of surfaces with a resolution
of approximately 100 nm (Kim et al., 2006), and even the assembly of three-dimensional
structures (Lee et al., 2011).

In order to build bulk-type metamaterials, di�erent nanocoating techniques, such as spin
coating, atomic layer deposition, thermal evaporation, and electron beam evaporation,
can be utilized. For instance, after particle deposition on a substrate, spin coating has
been used to embed nanoparticles in a �exible polymer �lm (Blattmann et al., 2015;
Sotiriou et al., 2013). Such �lms can have, for example, magnetic, optical, and conductive
properties, depending on the material of the nanoparticle �llers. Atomic layer deposition
and vacuum thermal evaporation are techniques that have been used to grow ultrathin
�lms on deposited nanoparticles for water splitting (Valenti et al., 2015) and solar cell
(Jung et al., 2014) applications, respectively. Furthermore, inPaper IV of this thesis,
electron beam evaporation was used in the fabrication of multilayer nanostructured
metamaterials with linear and nonlinear optical properties.





3 Light and nanostructures

3.1 Localized surface plasmon resonance

The absorption and scattering of light, that is, the linear optical properties of metal
nanoparticles immersed in a dielectric environment are dominated by a phenomenon
known as the localized surface plasmon resonance (LSPR) or particle plasmons (Kreibig
and Vollmer, 1995). These particle plasmons rise from the coherent oscillations of the
conduction electrons as a response to the oscillating electric �eld of the incident light, as
schematically illustrated in Figure 3.1. The resonance wavelength (� ) depends on the size,
shape, and material of the particles, as well as, on the refractive index of the dielectric
environment (Kelly et al., 2003).
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Figure 3.1: An illustration of the plasmon oscillations for spherical metal nanoparticles in
a dielectric environment, showing the displacement of the electron cloud in response to the
oscillating electric �eld of the light.

In everyday life, the LSPR of nano-sized silver and gold particles manifests as intense
colors (Liz-Marzán, 2004), most commonly yellow and red, respectively. Thus, these
small metal particles have been used as decorative pigments in glass coloring, already
since the time of the Romans (Freestone et al., 2007; Gross et al., 1999). Besides art
coloring, the plasmonic nanoparticles have found use in a variety of di�erent applications.
Most notably, as the resonance wavelength is sensitive to the changes in the dielectric
environment, LSPR-based devices have been used for chemical and biological sensing
(Anker et al., 2008; Willets and Van Duyne, 2007). Other interesting applications include,
for example, solar cells (Atwater and Polman, 2010), data storages (O'Connor and Zayats,
2010), cancer treatment (Hirsch et al., 2003), and nonlinear optical devices (Kauranen
and Zayats, 2012).

During the recent years, theLSPRs of aerosol-synthesized metal nanoparticles have been
utilized in ever-increasing rate. The plasmon resonances have been characterized from
the extinction spectra of nanoparticles consisting of silver (Paper I ; Pfei�er et al., 2014),
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silver/silica ( Paper IV ; Sotiriou and Pratsinis, 2010; Sotiriou et al., 2011b), silver/titania
(Gunawan et al., 2009), gold (Svensson et al., 2013; Thimsen, 2011), gold/silica (Boies
et al., 2011; Sotiriou et al., 2014a), gold/titania (Chiarello et al., 2008; Mädler et al.,
2003), and silver � gold/silica (Sotiriou et al., 2014b). This has given information about the
presence of metal particles, the particle size, concentration, morphology, agglomeration,
interparticle distance, and oxidation state. Furthermore, Sotiriou et al. have succesfully
employed �ame-synthesized silver/silica particles in plasmonic biosensing and bioimaging
(Sotiriou et al., 2010, 2011a, 2013), as well as, gold/silica particles in photothermal cancer
treatment (Sotiriou et al., 2014a). Other applications for aerosol-synthesized plasmonic
nanoparticles have included, for example, solar cells (Jung et al., 2014; Pfei�er et al.,
2014), photoelectrochemical water splitting (Thimsen et al., 2011; Valenti et al., 2015),
and surface-enhanced spectroscopy (Du et al., 2015; Saarinen et al., 2014).

3.2 Second-harmonic generation

When a material is irradiated with high-intensity light, the response of the material
polarization to the electric �eld of the light can become nonlinear. Thus, the oscillating
polarization of a material with a nonlinear optical response generates light at new
frequencies di�ering from the frequency of the incident light. In other words, the color
of the light changes as it passes through the material. A lowest-order nonlinear optical
process, second-harmonic generation (SHG) or frequency doubling, was �rst experimentally
demonstrated by Franken et al. (1961), soon after the invention of the laser. InSHG,
light at the doubled frequency and half the wavelength compared to the incident light is
generated. E�ectively, two photons at the frequency of the incident light are destroyed
and a photon at the second-harmonic frequency is generated, as depicted by a photon
diagram in Figure 3.2.
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Figure 3.2: Second-harmonic generation depicted with a photon diagram. Two photons from
the incident light with a wavelength of � 0 are destroyed and a photon of the second-harmonic
light at a wavelength of � 0=2 is generated.

Only non-centrosymmetric materials, which are lacking inversion symmetry, can give
rise to SHG (Boyd, 2008). Typical nonlinear materials are non-centrosymmetric crystals,
such as potassium titanyl phosphate (KTP) (Zumsteg et al., 1976) and lithium triborate
(LBO) (Chen et al., 1989), which are extensively used by the laser industry for the
nonlinear frequency upconversion of infrared light, in order to obtain green and blue
lasers (Risk et al., 2003). Furthermore,SHG techniques have been used for studying non-
centrosymmetric structures found, for example, from biological materials (Campagnola
and Loew, 2003) and nano-sized metal objects (Bautista et al., 2012). Also, as the
inversion symmetry is necessarily broken at material interfaces,SHG techniques can be
used to probe surface properties of materials (Shen, 1989).
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In recent decades, enormous e�orts have been made in the fabrication of various types of
di�erent metal � dielectric nanostructures for nanoscale optical devices. The research has
been boosted by the rapid development of novel nano-fabrication techniques. However,
due to the symmetry constraints, the observation of the second-harmonic signal from
metal nanostructures has been mainly limited to surface geometries, such as rough metal
surfaces (Chen et al., 1981), arrays of nanostructures fabricated by lithographic methods
(Aouani et al., 2012; Grinblat et al., 2014; Klein et al., 2006; Kontio et al., 2009; Tuovinen
et al., 2002), and quasilayers of nanoparticles deposited on dielectric substrates (Belardini
et al., 2009; Zhang et al., 2011). Until the current research presented in this thesis
(Paper IV ), no e�orts have been made to incorporate aerosol synthesis techniques in the
fabrication of nonlinear optical metal � dielectric nanomaterials. In this thesis, aerosol-
assisted fabrication was utilized in the fabrication of bulk-type second-order nonlinear
optical materials.

3.3 Photocatalysis on titania

As incident light interacts with a semiconductor material, a photon with energy equal to
or greater than the band gap (3:2 eV for anatase titania) of the material is absorbed. From
this follows the excitation of an electron from the valence band of the semiconductor to
the conduction band, generating a positive hole in the valence band. Through oxidation �
reduction, the electron �hole pair reacts with oxygen and water molecules, generating
hydroxyl radicals, which are highly oxidative. These radicals can further oxidize organic
compounds forming carbon dioxide and water, for example, in air and water puri�cation
applications (Chong et al., 2010; Fujishima et al., 2000). Figure 3.3 shows a schematic
presentation of the decomposition of organic material by the photocatalytic reaction on
titania.
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Figure 3.3: A schematic of the decomposition of organic material by the photocatalytic reaction
on titania.

Due to the larger surface-to-volume ratio compared to bulk materials, nanoparticles
are excellent candidates for photocatalytic applications. However, the recovery of these
small particles with conventional methods, such as �ltration, is not very e�cient. In
order to overcome this issue, magnetic recovery of the photocatalytic nanoparticles has
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been introduced (Polshettiwar et al., 2011; Yao et al., 2015). Magnetically separable
photocatalytic nanoparticles compose usually of photocatalytic titania and magnetic iron
oxide, synthesized with wet-chemical methods (Álvarez et al., 2010; Gao et al., 2003;
Watson et al., 2002). Within a few recent years, also aerosol synthesis techniques, �ames
(Buyukhatipoglu and Morss Clyne, 2010) and spraying processes (Costa et al., 2012;
Jiang et al., 2014; Li et al., 2011), have been utilized in the production of such composite
nanoparticles for magnetically separable photocatalyst nanopowders. InPaper II of this
thesis, a novel approach to the synthesis of iron oxide � titania composite nanoparticles is
taken by combining the advantages of the two aerosol techniques, the high-production
rate of the �ame, as well as, the controllability of the spraying process.



4 Experimental methods

This thesis consists of experimental work performed in several di�erent research laborato-
ries. The aerosol synthesis, measurements, and nanomaterial fabrication was conducted
in the Aerosol Physics Laboratory of the Department of Physics at Tampere University of
Technology (TUT). In addition, a part of the nanomaterial fabrication process, electron
beam evaporation, was performed in the Optoelectronics Research Centre at TUT. The
produced nanomaterials were characterized in the Department of Materials Science and
Optoelectronics Research Centre at TUT, and in the Center of Microscopy and Nanotech-
nology at University of Oulu. Morever, the optical and photocatalytic measurements were
conducted in the Optics Laboratory of the Department of Physics, and in the Department
of Materials Science at TUT, respectively.

4.1 Synthesis

The nanoparticles produced in this thesis were synthesized using aerosol processes in
closed �ow systems at atmospheric pressures. In all publications, high-temperature
tubular furnace reactors provided the thermal energy required for the physical and
chemical processes, such as evaporation, chemical decomposition, and sintering. The
furnaces were equipped with either quartz, at temperatures below1000� C, or alumina
worktubes. The source materials and precursors for the synthesized nanoparticles were
bulk silver (Ag) (purity 99:9 %) (Paper I , III , and IV ); TTIP (97 %) (Paper II ); TEOS
(98 %) (Paper IV ); and nanopowders of iron oxide (Fe2O3) (Paper II ), titanium dioxide
(a.k.a. titania) ( TiO 2), and silicon dioxide (a.k.a. silica) (SiO2) (Paper III ).

A �ame synthesis method called the liquid �ame spray (LFS) (Tikkanen et al., 1997)
was used to produce the nanopowders of iron oxide, silica, and titania, used as source
materials in the subsequent synthesis processes. In brief, in theLFS, a liquid precursor is
sprayed into a high-temperature hydrogen �oxygen �ame. Ideally, the sprayed droplets
evaporate, after which the vapor undergoes chemical reactions, leading to the gas-to-
particle conversion. The formed particles grow from condensation and coagulation, usually
resulting into a highly agglomerated end product (Eggersdorfer and Pratsinis, 2014). The
properties of the produced nanoparticles can be tuned with the operation parameters,
such as precursor concentration and feed rate, as well as, the gas �ow rates and the
particle collection distance from the burner. A more detailed description of theLFS can
be found from the literature (Aromaa et al., 2007; Haapanen et al., 2015; Mäkelä et al.,
2004).

Figure 4.1 shows a schematic illustration of the experimental setups, with the most
relevant components, used in this thesis. The setups are divided into three parts: particle
generation, size selection and sintering, and coating. Note that not all of these parts are
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used in every experimental setup. Furthermore, the source materials and the furnace
temperatures are listed in the �gure. In all setups, nitrogen (N2) was used as a carrier
gas.
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Figure 4.1: A schematic illustration showing the main components of the aerosol synthesis
setups used in this thesis (Paper I � IV ). The setups are divided into three parts: particle
generation, size selection and sintering, and coating. The used materials and furnace temperatures
are listed in the �gure.

In Paper I , spherical and monodisperse silver particles with diameters of50� 130 nmwere
generated using anEC method (Scheibel and Porstendörfer, 1983) followed by particle
size selection and sintering in the aerosol phase. First, silver was evaporated from a small
piece of bulk silver situated in the center of a tubular furnace. Due to the temperature
drop after the furnace, the silver vapor condenses into nanoparticles. As the goal was to
produce relatively large nanoparticles, the agglomeration of the particles was enhanced
by increasing the residence time with a coagulation chamber. Monodispersity of the
particles was accomplished with aDMA , after which the silver agglomerates were sintered
to spherical particles. Here, theDMA was placed before the sintering furnace in order to
study the sintering process of the monodisperse particles.

Iron oxide agglomerates encapsulated by titania were produced inPaper II . A sus-
pension containingLFS-generated iron oxide nanopowder and liquidTTIP in isopropyl
alcohol (IPA ) was sprayed into a tubular furnace with an atomizer aerosol generator.
In the furnace, �rst the IPA solution evaporated from the droplets, and then the TTIP
thermally decomposed to titania on the surface of the iron oxide agglomerates via the
liquid-to-particle route, thus, encapsulating an iron oxide agglomerate inside a spherical
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titania particle. Similar type of processes, spraying of nanoparticles suspensed in a
liquid precursor, have been used to synthesize multicomponent particles. The produced
particles have been, for example, zinc oxide nanoparticles embedded in a sub-micron silica
sphere (Abdullah et al., 2004), and sub-micron mesoporous sphere composed of silver-
decorated titania particles (Zhao et al., 2012), in contrast to the core � shell/encapsulated
nanoparticles obtained in this thesis.

The coating process of spherical ceramic nanoparticles of silica and titania using silver
vapor condensation was studied inPaper III . Aqueous suspensions of eitherLFS-
generated silica or titania nanopowder was sprayed into a sintering furnace in order to
obtain spherical carrier particles. These particles were then coated with silver in a furnace
system containing three separate heating zones, with the bulk silver in the �rst furnace.
The coating process resulted in silver-decorated silica particles or titania � silver composite
doublets. A DMA between the sintering and the coating furnaces was used to study the
e�ect of the particle size and the concentration to the acheived silver coating.

In the �nal publication of this thesis ( Paper IV ), silver-decorated silica nanoparticles
were produced using a similar coating setup than inPaper III . The silica particles were
synthesized using aCVS method (Heel and Kasper, 2005).TEOS vapor was introduced
into a tubular furnace by bubbling nitrogen through liquid TEOS. After the decomposition
of the TEOS vapor to silica via the gas-to-particle route, the formed nanoparticles were
sintered to spherical. Finally, the silica particles were coated with silver in a single furnace
containing a bulk piece of silver.

4.2 Deposition

The LFS-generated iron oxide, silica, and titania nanoparticles were collected into a
nanopowder directly after the �ame with an electrostatic precipitator ( ESP) consisting of
two parallel metal plates separated by a distance of approximately60 mm. High voltage
was applied to the plate that contained several corona wires used to charge the aerosol
particles which were then collected on the grounded plate.

Nanoparticle deposition in the closed �ow systems for electron microscopy characterization
and on glass substrates was accomplished with anESP preceded by a small corona charger.
The charger used in this thesis was introduced by Harra (2010) and later utilized by
Ar�man et al. (2014) in the electrical detection of aerosol particles with a high-resolution
low-pressure cascade impactor, whereas, the usedESP was similar to the one introduced
by Krinke et al. (2002). In this thesis, the 5 mm inlet of the cylinder shaped ESP widened
to 100 mm inside the device, leading to a decrease in the particle velocity. Inside theESP,
a perpendicular electric �eld of 2:5� 4:0 kV cm� 1 was applied between the ceiling and the
round collection electrode with a diameter of20 mm. The charged aerosol particles were
deposited on the desired substrates placed on top of the collection electrode. Figure 4.2
shows a schematic illustration of the particle charging and subsequent deposition with an
ESP. With the knowledge of the particle size and concentration obtained from aerosol
measurements, it was possible to estimate the obtained area fraction of the deposited
particles on the substrate.

Illustrations of the two di�erent types of metamaterial nanostructures studied in this thesis,
(a) a surface sample, and (b) a bulk-type sample, are shown in Figure 4.3, along with
electron microscopy images. The studied surface sample was a quasilayer of spherical and
monodisperse silver nanoparticles (Paper I ), and the bulk-type sample was a multilayer
structure with alternating layers of silver-decorated silica nanoparticles and pure silica
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Figure 4.2: A schematic illustration of the particle charging and subsequent deposition on a
substrate with an electrostatic precipitator (ESP).

(Paper IV ). In the latter structure, the porous nanoparticle layers were covered with
silica layers with an electron-beam dielectric coater. Due to the porosity, it was suggested
that the silica partially penetrates the particle layer, as also illustrated in Figure 4.3b.

Figure 4.3: Illustrations and electron microscopy images of the two di�erent types of metal �
dielectric metamaterial nanostructures studied in this thesis: (a) a surface sample with a
quasilayer of silver nanoparticles (Paper I ), and (b) a bulk-type multilayer sample with porous
layers of silver-decorated silica nanoparticles separated by layers of pure silica (Paper IV ). The
inset shows the proposed structure of the layers.
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4.3 Characterization

Several characterization techniques were used to study the properties of the produced
nanomaterials, both during the nanoparticle synthesis process and after the particle
deposition. Table 4.1 lists the instruments and methods used in the publications of this
thesis. The aerosol measurements refer to the instruments used to detect the aerosol
particles during the synthesis process, whereas, the deposited particles were studied
with electron microscopy imaging, and elemental and phase analysis. Other studied
properties of the produced nanomaterials included optical, both linear and nonlinear, and
photocatalytic properties.

Table 4.1: A list of the instruments and methods used for the characterization of the produced
nanomaterials.

Paper Particle Aerosol Electron Elemental and Other studied
materials measurements microscopy phase analysis properties

I Ag SMPS TEM � Linear optical
CPC SEM

II Fe2O3 SMPS TEM EDS Photocatalytic
TiO 2 XRD (Magnetic)

Raman

III SiO2 SMPS TEM EDS �
TiO 2 CPC SAED
Ag ELPI+

IV SiO2 SMPS TEM � Linear optical
Ag FIB Nonlinear optical

Aerosol measurements

Aerosol instruments were used to measure the particle number size distributions and
monitor the nanoparticle production in the gas phase in all of the publications. Mainly,
a scanning mobility particle sizer (SMPS) (Wang and Flagan, 1990) composed of a
radioactive neutralizer (Krypton-85), a DMA , and a condensation particle counter (CPC)
measured the size distribution of the generated particles at di�erent stages of the synthesis
processes. The number concentration of the nanoparticles in the gas phase was measured
using a CPC with a cut point of 3 nm in Paper I and III . In addition, the total current
measured by an electrical low pressure impactor (ELPI ) (Järvinen et al., 2014; Keskinen
et al., 1992) was utilized in Paper III , as the total current is directly proportional to the
total condensation sink (CS) of the aerosol particles (Järvinen et al., 2015; Kuuluvainen
et al., 2010). Moreover, theCS is the attachment rate of the condensing atoms and
molecules onto the aerosol particles.

Electron microscopy imaging

Electron microscopy imaging is the most reliable method used in this thesis in order
to obtain information about the nanoparticle morphology and the structure of the
nanomaterials. A transmission electron microscope (TEM ) was used to image individual
particles deposited on carbon coated metal grids in all of the publications. Furthermore,
an image processing and analysis software ImageJ (Schneider et al., 2012) was used to
calculate the particle number size distributions from the obtained TEM micrographs
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in Paper I . Moreover, a scanning electron microscope (SEM) was used to image the
glass substrates containing the deposited nanoparticles shown in Figure 4.3a. The cross
section of the multilayer nanostucture in Paper IV was fabricated using the focused ion
beam (FIB) technique and imaged with a TEM (Figure 4.3b).

Elemental and phase analysis

The elemental composition of the nanoparticles produced inPaper II and III were
studied with an analytical TEM equipped with an energy-dispersive X-ray spectroscopy
(EDS) instrument. The measured EDS spectra were analyzed both qualitatively and
quantitatively. For the latter, a commercial software was used to calculate the mass
percents of the di�erent elements.

The phase of the produced nanoparticles was analyzed in detail inPaper II and III . In
Paper II , X-ray di�raction ( XRD ) was used to determine the phase of the both materials,
titania and iron oxide, in the composite particles. As magnetite and maghemite phases
of iron oxide have nearly identical XRD patterns (see e.g. Pinna et al., 2005), Raman
spectroscopy was successfully used to distinguish the crystal structure of the produced
nanoparticles. The crystallinity of the ceramic particles generated inPaper III was
studied using the selected area electron di�raction (SAED) mode of the TEM.

Linear and nonlinear optical properties

Both linear and nonlinear optical properties of the nanoparticles deposited on glass
substrates were studied in this thesis. Simpli�ed schematic illustrations of the experimental
setups are presented in Figure 4.4. The linear optical properties of the samples fabricated
in Paper I and IV were studied by measuring their extinction spectra with ultraviolet �
visible spectroscopy (UV �Vis ) at wavelengths of approximately 300� 1000 nm (Figure
4.4a). A clean glass substrate was used as a reference, and thus, only the contribution of
the nanomaterial to the optical extinction was included in further analyses.

Figure 4.4: A schematic illustration of the experimental setup used to measure (a) the linear
(Paper I and IV ) and (b) the nonlinear optical properties ( Paper IV ) of the fabricated samples.
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Besides optical extinction, also the second-harmonic generation of the fabricated multilayer
nanomaterials was determined inPaper IV . This nonlinear optical response was measured
as a function of the angle of incidence (� ) in a Maker-fringe setup (Maker et al., 1962)
(Figure 4.4b). A fundamental beam of laser light with a wavelength of 1064 nm was
focused on the sample plain resulting in the generation of the second-harmonic signal at
a wavelength of532 nm. The fundamental beam was �ltered out after the sample, and
the SHG signal was detected by a photomultiplier tube. A more detailed description
of the measurement setups used to determine the optical properties of the fabricated
metamaterials are presented in the doctoral dissertation of Mariusz Zdanowicz (2014).

Photocatalytic properties

In Paper II , the photocatalytic properties of the encapsulated iron oxide � titania
nanopowder were measured by the discoloration of methylene blue (MB) under a UV
lamp. The concentration of the MB in an aqueous solution was monitored at one hour
intervals by �rst separating the powder particles from a small amount of the solution, and
then measuring the absorbance of theMB at a wavelength of665 nmwith an experimental
setup similar to the one presented in Figure 4.4a. These measurements were meant to
demonstrate the photocatalytic activity of the produced nanopowder. As no reference
nanopowders were used, the results must be treated qualitatively.





5 Results and discussion

5.1 Tailoring the particle morphology

Figure 5.1 shows a compilation of the di�erent particle sizes, materials, and morphologies
synthesized in this thesis. Illustrations of the particles are placed on a graph were the
horizontal axis indicates the geometric mean diameter (GMD), and the vertical axis
shows the geometric standard deviation (GSD), both measured in the aerosol phase with
an SMPS. The measuredGMDs are between approximately50 and 150 nm, and the
GSDs range from less than1:1 to approximately 1:9. The narrow distributions with the
lowest GSDs (shaded area in Figure 5.1) were accomplished with the particle size-selection
through a DMA (Paper I and III ), while the broader distributions obtained in Paper
II are a result of the used air-blast atomizer (Chen et al., 2011).

Figure 5.1: The range of particle sizes, materials, and morphologies synthesized in this thesis
(Paper I�IV ). The geometric mean diameter (GMD ) and the geometric standard deviation
(GSD) of the particles is presented on the horizontal and vertical axis, respectively. The shaded
area (GSD < 1:1) corresponds to the nanoparticles size-selected with a di�erential mobility
analyzer (DMA).

As seen from Figure 5.1, the synthesized nanoparticles compose of four materials, metallic
silver, as well as, oxides of silicon, titanium, and iron. In the end products, silica had an
amorphous structure and iron oxide was crystalline maghemite. With titania, both crys-
talline anatase and rutile were produced. Furthermore, the di�erent particle morphologies
synthesized in this thesis include both single and two-component nanoparticles: spherical
(Paper I ), encapsulated (Paper II ), decorated (Paper III � IV ), and composite doublet
(Paper III ). These morphologies were accomplished mainly using aerosol techniques of
particle sintering (Paper I ), coating (Paper III � IV ), and encapsulation (Paper II ).

23
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Sintering of silver nanoparticles

Spherical silver particles in the size range of approximately from1 nm (Alanen et al., 2015;
Kangasluoma et al., 2013) to200 nm (Ar�man et al., 2015) have been produced with
aerosol synthesis techniques in the recent years, mostly for test aerosols. InPaper I , fairly
large spherical silver particles (dsphere � 50� 130 nm) were produced by sinteringDMA
size-selected silver agglomerates (daggl. � 70� 200 nm) in a heated �ow. The sintering
process was investigated by measuring the mobility diameter of the particles as a function
of the sintering temperature with an SMPS.

Figure 5.2 shows the mobility diameter for three di�erent size-selections as a function
of the sintering temperature, along with schematic illustrations of a silver particle at
di�erent stages of the sintering process. Three processes typical to the particle sintering
can be distinguished from the �gure: the compaction, the internal restructuring, and the
evaporation. Starting from the room temperature, at �rst the mobility diameter of the
agglomerates decreased fairly linearly due to the compaction, until a certain temperature,
the compacting temperature (Tc), introduced by Karlsson et al. (2005), is reached. Even
though, the mobility diameter stays constant after this temperature, internal restructuring
shapes the particles from a spheroid-like to more spherical. According to e.g. Ashby
(1974), Shimada et al. (1994), and Weber and Friedlander (1997), the dominant sintering
mechanism for silver nanoparticles is grain boundary di�usion. Finally, near the bulk
melting point of silver, the particle size begins to decrease again due to evaporation.

Figure 5.2: The mobility diameter of the size-selected silver nanoparticles as a function of
the sintering temperature. The arrows indicate the compaction temperature, after which the
mobility diameter remains constant until the particles began to evaporate near the bulk melting
point. The schematic illustrations show the evolution of a particle from an agglomerate (mobility
diameter daggl. ) to a compact particle, and �nally to a spherical particle ( dsphere ). (Adapted
from Paper I .)

Several studies have investigated the sintering process of monodisperse silver nanoparticles,
usually in the size range of10� 100 nm (Deppert and Magnusson, 2001; Ku and Maynard,
2006; Schmidt-Ott, 1988; Shimada et al., 1994; Weber and Friedlander, 1997). In a recent
study by Ar�man et al. (2015), spherical silver nanoparticles as large as200 nm were
produced by sintering polydisperse agglomerates at a �xed temperature of800� C. In
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Figure 5.3, the mobility diameter of the size-selected silver agglomerates, as well as, the
compacting temperature as a function of the diameter of the sintered spherical particles
are presented. The �ndings ofPaper I of this thesis are in agreement, and also continue
the trends for larger particle sizes set in the literature.

Figure 5.3: The mobility size of the size-selected silver agglomerates (left), and the compacting
temperature (right) as a function of the diameter of the sintered spherical particles. The results
of (1) Paper I are compared to the literature values by (2) Schmidt-Ott (1988), (3) Shimada
et al. (1994), (4) Weber and Friedlander (1997), (5) Deppert and Magnusson (2001), (6) Ku and
Maynard (2006), and (7) Ar�man et al. (2015).

The two graphs in Figure 5.3 give a rough estimation of the requirements for producing
speci�c-sized spherical silver nanoparticles by sintering agglomerates. The solid black
line in the left-hand graph shows the required mobility size for the agglomerate size
selection, whereas, the required sintering temperature is within the shaded area of the
right-hand graph. Furthermore, the results suggest that particles with diameters smaller
than approximately 10� 20 nm are spherical already at the room temperature. This is
in line with the reported sizes of the silver primary particles (� 7:5� 22 nm) (Ku and
Maynard, 2006; Schmidt-Ott, 1988; Shimada et al., 1994; Weber and Friedlander, 1997).
In order to obtain fully spherical particles, the sintering temperature has to be somewhat
higher than the compacting temperature, approximately 50� 200� C for spherical particles
with diameters of 50� 100 nm, according to Ku and Maynard (2006).

As all the referenced studies employ di�erent experimental setups, it should be noted
that di�erent parameters, such as, the primary particle size, the sintering time, and the
possible impurities will have an e�ect on the obtained results. For example, the theoretical
sintering time, that is, the time required for the coalescence of two equally sized spheres,
can change orders of magnitudes with relatively small changes in the temperature and
primary particle size (see e.g. Nakaso et al., 2002; Shimada et al., 1994).

Coating of ceramic nanoparticles with silver

Ceramic carrier particles of amorphous silica and crystalline rutile titania were coated via
silver evaporation and subsequent heterogeneous nucleation and vapor condensation in
Paper III . Under investigation was the e�ect of the di�erent coating parameters: the
material, size, and concentration of the ceramic carrier particles; and the evaporation
temperature of silver. The amount of the evaporated silver was estimated by measurements
with an SMPSand calculations using the evaporation rates reported by Lu and Zhu (2007).
The results along with the upper limit obtained by assuming that the gas was saturated
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with silver (Alcock et al., 1984) are presented in Figure 5.4. Taking into account the losses
of the evaporated silver vapor and the silver particles formed by homogeneous nucleation,
it is obvious that the calculation provides higher values than the measurements.

Figure 5.4: The total mass concentration of the evaporated silver as a function of the evaporation
temperature measured with an SMPS and calculated using the evaporation rates determined
by Lu and Zhu (2007) (left). The total mass concentration of silver particles measured with an
SMPS and a CPC as a function of the temperature of the second heating zone at an evaporation
temperature of 1200� C (right). In both �gures, the solid line corresponds to a full saturation
concentration at the evaporation temperature, and the dashed gray lines represent �ts of the
functional form of the silver vapor pressure to the measured and calculated values. (Adapted
from Paper III .)

In order to avoid the homogeneous nucleation of the evaporated silver, the temperature
gradient after the evaporation of silver was optimized by adjusting the temperature of
a second heating zone followed directly after the evaporation furnace. It was assumed
that at the optimal temperature, no silver particles would exit the furnace system. After
setting the evaporation temperature to 1200� C, the concentration of the silver particles
was measured with anSMPS and a CPC. Figure 5.4 shows that at low temperatures,
the steep gradient between the evaporation furnace and the second heating zone allowed
particle formation. On the other hand, at high temperatures the silver stayed in the
vapor phase until particle formation after the second heating zone. However, when the
temperature of the second heating zone was set to approximately500� 800� C, no particles
were detected, even with the CPC alone (cut point3 nm). Thus, at these conditions,
without the presence of the carrier particles, all the evaporated silver condensates onto
the tube walls. The temperature of the second heating zone was set to600� C in the
further particle coating experiments.

The e�ect of the silver coating on the particle mobility diameter, and the morphology
of the coated particles were studied with anSMPS and a TEM , respectively. Figure 5.5
shows how the mobility diameter of the size-selected carrier particles began to increase
after the evaporation temperature reached approximately the melting point of bulk silver.
At the maximum evaporation temperature of 1200� C, the mobility diameter of the silica
and titania particles had increased approximately10 and 20 nm, respectively. In addition
to this discrepancy in the mobility diameters between the two materials, notable di�erence
in the particle morphology are evident, as seen from theTEM micrographs in Figure 5.5.
On the silica particles, the silver formed small nanodots or decorations. These decorated
particles are probably the most common morphology obtained in the aerosol coating
processes of ceramic particles with noble metals (Backman et al., 2004; Binder et al.,
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2007; Boies et al., 2011; Pfei�er et al., 2015; Sigmund et al., 2014a). However, on top of
the titania particles, the silver formed a single larger structure leading to a morphology
that could be described as a composite doublet.

Figure 5.5: The mobility diameter of the size-selected approximately 90 nm silica (left) and
titania (right) carrier particles as a function of the silver evaporation temperature. The dashed
lines correspond to the melting point of bulk silver. The TEM micrographs show images of the
uncoated and silver-coated silica and titania carrier nanoparticles, with decorated and composite
doublet morphologies, respectively. (Adapted from Paper III .)

TEM micrographs, taken with a higher magni�cation, of approximately 90 nm silica and
titania nanoparticles coated at di�erent silver evaporation temperatures can be seen
in Figure 5.6. In addition, the insets show typical SAED patterns of the particles at
the corresponding temperatures. These patterns show di�usive rings and re�ections
corresponding to amorphous silica and crystalline rutile titania, respectively. The evap-
oration temperature had no e�ect on the phase of the carrier particles. However, at
the evaporation temperature of 1200� C, re�ections from nanocrystalline silver on silica,
and starting from 1000� C, re�ections from crystalline silver on titania were observed.
Furthermore, the TEM micrographs show small silver nanodots on both carrier particle
materials already at the evaporation temperature of900� C.

In the case of the silica, the size of the silver decorations increased with the temperature
from approximately 1 to 10 nm. However, on the titania, the silver formed larger structures,
already at 1000� C, which can been seen to coalescence with each other at1000� 1100� C.
Titania particles smaller than 120 nmcontained only one silver structure, whereas, several
structures were observed on larger carrier particles. Furthermore, the silver structures
had di�erent shapes, including triangular, rod-like and hexagonal. Depending on the
evaporation temperature and the diameter of the titania particle, the size of the silver
structures could be tuned between20 and 100 nm.

Figure 5.7 shows a schematic illustration of the proposed routes to di�erent particle
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Figure 5.6: TEM micrographs of approximately 90 nm silica (top row) and titania (bottom
row) nanoparticles coated with silver at di�erent evaporation temperatures. The insets show
typical SAED patterns from the particles at the corresponding temperatures. The patterns
indicate amorphous silica and crystalline rutile titania particles. At the evaporation temperature
of 1200� C, re�ections (marked with arrows) from nanocrystalline silver on silica, and starting
at 1000� C, re�ections from crystalline silver structures on titania particles can be observed.
(Paper III .)

morphologies. The migration of the small silver particles, and the subsequent particle
collisions and coalescence on the titania carrier particles was suggested to be the cause
for the composite doublet morphology. This is supported by the relatively high di�usion
coe�cient of silver (see e.g. Gontier-Moya et al., 2004), as well as, the formation of the
di�erent shaped silver structures, likely resulting from coalescence of two single crystals,
as suggested by Harris (1995). Due to the amorphous structure of the silica, the particle
surface is rougher, hindering the particle migration (Bartholomew, 2001). Furthermore,
similar sintering experiments by Binder et al. (2010) with palladium-decorated silica and
titania particles showed that the palladium was more stable on silica than on titania.
However, in their study, the decorated morphology was maintained, most likely, due to
the relatively low di�usion coe�cient of palladium.

Figure 5.7: A schematic illustration of the formation of the ceramic � silver composite particles
with di�erent morphologies. (a) The initial steps are similar for both silica and titania carrier
particles. Due to the di�erences in the Ag particle migration on (b) silica and (c) titania,
decoration and composite doublets, respectively, are formed. (Paper III .)
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Multicomponent nanoparticles by encapsulation

In Paper II , maghemite iron oxide agglomerates were encapsulated within spherical
titania particles via a liquid-to-particle route. In the simple particle synthesis approach,
iron oxide nanopowder and liquid TTIP suspensed inIPA was sprayed into a tubular
furnace. After spraying, the alcohol evaporated, leaving aTTIP droplet containing a solid
iron oxide agglomerate particle. As theTTIP thermally decomposed to solid titania, the
formed spherical titania particle encapsulated the iron oxide agglomerate. At the furnace
temperature of 500� C, some of theTTIP evaporated before decomposition, forming small
titania agglomerates through the gas-to-particle route, as also previously observed by
Ahonen et al. (1999).

The ratio of iron oxide to titania, as well as, the particle size and morphology was tailored
by the composition of the sprayed suspension. Figure 5.8 showsSMPS measurements of
the particle number size distributions of pure iron oxide particles, as well as, encapsulated
particles generated with two di�erent precursor compositions. The weight percent of the
solid iron oxide nanopowder was the same in both precursors; however, the weight percent
of TTIP in the precursor 1 was an order of magnitude lower than in the precursor 2. The
GMD of the particle size distribution remained unchanged at approximately80 nm in the
encapsulation process when using the precursor 1, suggesting that the titania only �lls
some of the voids in the iron oxide agglomerate, thus, resulting to a partially encapsulated
particle. Due to the higher amount of the TTIP in the precursor 2, the GMD increased
to approximately 130 nm, resulting to a fully encapsulated particle.

Figure 5.8: Particle number size distribution (top left) of pure iron oxide agglomerates and
encapsulated particles produced with two di�erent precursor compositions resulting to partially
and fully encapsulated particles. The decomposition temperature in the encapsulation was 300� C.
TEM micrograph of a partially and a fully encapsulated iron oxide � titania particle (below). A
typical EDS spectrum from a fully encapsulated particle (top right). The peaks of C, Cu, and Si
were caused by the TEM grid and the equipment. (Adapted from Paper II .)
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The conclusions made from the aerosol measurements were supported by theTEM
micrographs shown in Figure 5.8. Furthermore, anEDS spectrum veri�ed the presence
of iron oxide in the fully encapsulated particles. EDS measurements were conducted for
several individual fully encapsulated particles in order to �nd out the uniformity of the
produced particles. The composition of the particles corresponded to the composition
of the sprayed suspension, and no dependency on the particle size was detected. The
elemental analysis also showed that some of the smallest particles contained no iron oxide.
The number of these particles was estimated to be approximately10 % of all the particles.
In the particle mass, this constituted less then one percent.

5.2 Applications

Plasmonic silver nanoparticles

The LSPR of spherical silver particles with diameters of50� 130 nm (Paper I ), as well
as, approximately 50 nm silica particles decorated with 1� 2 nm silver dots (Paper IV )
were investigated in this thesis. Figure 5.9 shows a comparison of the extinction spectra
of 90 nm silver particles and silver-decorated silica particles deposited on glass substrates
with di�erent area fractions and number of particle layers, respectively, along with TEM
micrographs of the synthesized particles. The optical extinction is the negative logarithm
of the transmittance (� log10 T), and it includes both the absorption and the scattering
of light.

Figure 5.9: The optical extinction spectrum of 90 nm spherical silver particles on glass substrate
with di�erent area fractions (left) and silver-decorated silica particles with di�erent number of
1µm thick particle layers separated by silica layers (right). The nanoparticles are shown in the
TEM micrographs. The insets show the spectra normalized to the maximum extinction of the
LSPR. The wavelength of the LSPR is indicated by the dotted lines. (Adapted from Paper I
and IV .)

A quasilayer of silver particles were deposited on a glass substrate with area fractions
of approximately 2� 8 %. The extinction spectra shows multiple peaks, two of which are
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near 400 nm, and a broader peak at a longer wavelength. The theoretical calculations
suggested that the two former peaks are caused by the dipolar and the quadrupolar
resonances. The spectral broadening at the longer wavelength is likely caused by the
particle �particle contacts on the substrate, as a consequence of the random deposition.
This is supported by the normalized extinction spectra showing increasing extinction at
the longer wavelength with increasing area fraction.

The silver-decorated silica particles were deposited in layers with thicknesses of approxi-
mately one micro meter separated by pure silica layers with thicknesses of approximately
200 nm. It was possible to fabricate such thick structures while maintaining the narrow
plasmon resonance due to the silica in the particles. Clearly, this dielectric material
prevented some of the contacts between the individual metal particles. Moreover, as the
size of the silver dots in the decorated particles was considerably smaller than that of
the spherical silver particles, the wavelength of the plasmon resonance was at smaller
wavelengths. The increase in the extinction for decreasing wavelengths is due to the silica
absorption.

A few recent studies have measured the extinction spectra of aerosol synthesized silver
and silica � silver nanoparticles in various dielectric environments, such as deposited on
glass substrates, as powders, in aqueous suspensions, or spin coated inside a polymer
(PMMA). The di�erent aerosol synthesis methods include mainly �ames (Sotiriou and
Pratsinis, 2010; Sotiriou et al., 2010, 2011b, 2013), but also sparks and furnaces (Du
et al., 2015; Pfei�er et al., 2014). Results from the literature along with the �ndings of
this thesis are shown in Figure 5.10 where the wavelength of theLSPR is presented as a
function of the size of the silver particles. Theoretical and measured reference values of
silver particles embedded in environments with di�erent refractive indices are also shown.
A simple interpretation would be that n = 1:0 corresponds to air, 1:3 corresponds to
water, and 1:5 corresponds to glass.

Figure 5.10: The wavelength of the localized surface plasmon resonance (LSPR) as a function
of the diameter of spherical Ag nanoparticles. The results obtained in this thesis are compared
to other studies involving aerosol-synthesized Ag nanoparticles: (1) Paper I , (2) Pfei�er et al.
(2014), and (3) Du et al. (2015); and Ag/SiO 2 composite nanoparticles: (4) Paper IV , (5)
Sotiriou et al. (2010), (6) Sotiriou and Pratsinis (2010), (7) Sotiriou et al. (2011b), and (8) Sotiriou
et al. (2013). The reference LSPR wavelengths of Ag nanoparticles in di�erent environments
(n = 1:0� 1:5) are (9) calculated from Mie theory (see Paper I ), and (10) reported by Kreibig
(2008). The dotted lines are guides for an eye.

If the e�ect of the silica absorption is subtracted from the extinction spectrum of the
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silver-decorated silica particles synthesized inPaper IV , the wavelength of the plasmon
resonance is at approximately400 nm, which is consistent with the literature values
measured from �ame-generated silver � silica nanoparticles. The results imply that the
dielectric environment consist mainly on the silica, which has a refractive index near1:5
(Haynes, 2016).

Both theoretical and measured values in Figure 5.10 show that the plasmon resonance
wavelength for silver begins to red-shift after the particle size reaches approximately
50 nm. In Paper I , the wavelength was tuned in the range of approximately400�
450 nm. As the dielectric environment in the case of the deposited silver nanoparticles
consist of two components, air and the glass substrate, the measured plasmon resonance
wavelengths are naturally between the theoretical values predicted for the individual
dielectric environments. The results for the spherical silver nanoparticles suggest that for
smaller particles, the contribution of the glass substrate is higher. All in all, the plasmon
resonance wavelength can be tuned by the particle size or the dielectric environment. The
latter can be changed, for example, by spin-coating the deposited particles in a polymer
matrix (Du et al., 2015).

Second-harmonic generation from multilayer nanostructures

The SHG of the multilayer silver-decorated silica particles was measured inPaper IV .
In Figure 5.11, the SHG as a function of the angle of the incidence laser light is presented
for samples containing1� 4 particle layers, as well as, for a plain glass substrate. The
measurements show typical fringes caused by the sample geometry with a maximumSHG
intensity at approximately 60°. Moreover, the SHG intensity increases with the number
of particle layers. Figure 5.11 also presents theSHG intensity averaged over all angles of
incidence as a function of the number of layers, showing that theSHG signal from the
4-layer sample was approximately40 times stronger than the one measured from the plain
glass substrate. Furthermore, the quadratic growth of a simpli�ed thin �lm model �tted
to the measurements agreed well with the obtained results. A more rigorous model for the
second-harmonic response of the fabricated nanostructures was developed by Zdanowicz
et al. (2014), who determined the components of the second-order susceptibility tensor.

Figure 5.11: The intensity of the second-harmonic generation ( SHG) as a function of the angle
of the incidence laser light for the pure glass substrate and the samples with 1 �4 layers (left).
The averaged SHG intensity over all angles of incidence as a function of the number of layers
(right). A model assuming that each layer is a thin �lm source of an SHG signal was �tted to
the measurements. (Adapted from Paper IV .)
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In order to study the origin of the SHG signal, two di�erent types of control samples
were prepared: a thicker 1-layer sample containing equal amount of material with the
4-layer sample (labeled CS1), and a 4-layer sample without the silver decorations (CS2).
Illustrations of the samples are presented in Figure 5.12. The aim of the control samples
was to study the e�ect of the layered structure and the silver decorations. The extinction
spectrum of CS1 and the 4-layer sample were similar, as expected, since they contained
the same amount of silver and silica. On the other hand, as there were no silver particles
in the structure of CS2, the plasmon resonance was not present, only an increase in the
extinction for decreasing wavelengths due to the silica absorption. Furthermore, CS1 had
similar SHG than the thinner 1-layer sample, while the SHG intensity of CS2 was even
lower than the glass substrate alone.

Figure 5.12: Illustrations of the di�erent type of layered structures for studying the origin of
the second-harmonic generation (SHG). The extinction spectra (left) and the SHG (right) of the
samples. (Adapted from Paper IV .)

The optical measurements of the control samples showed that both the multilayer struc-
ture and the silver decorations play an important role in the nonlinear optical process.
Furthermore, in order to produce the SHG, the sample needs to be non-centrosymmetric.
Therefore, it was speculated that the silica layer fabricated by the electron-beam dielectric
coater partially penetrates the top of the porous nanoparticle layer, resulting to di�erences
between the top and the bottom particle layers, as illustrated in Figure 4.3.

The conversion e�ciency of the second-order process (� = I SHG / I 0) for the 4-layer sample
was estimated to be in the order of10� 12. This value is quite modest but comparable to the
e�ciencies of other types of metal nanostructures reported in the literature (� � 10� 14 �
10� 7) (Aouani et al., 2012; Belardini et al., 2009; Cai et al., 2011; Feth et al., 2008;
Grinblat et al., 2014; Klein et al., 2008; Lu et al., 2010; Park et al., 2012; Zhang et al.,
2011; Zhou et al., 2010). The metal � dielectric metamaterials studied earlier have been
surface geometries, while, the multilayer samples fabricated in this thesis, were bulk-type
structures.

Based on the obtained results, the e�ciency of the introduced multilayer structure could
be improved by fabricating thinner particle layers, as well as, by adding more layers to
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the structure. The optimization of the porosity of the particle layers and the amount
of the silver could also lead to higher conversion e�ciencies (Zdanowicz et al., 2014).
Furthermore, enhancement in the SHG conversion is also expected when the incident
laser light is operated at a wavelength closer to theLSPR (Kauranen and Zayats, 2012).

Magnetically separable photocatalyst nanopowder

As titania is known to have photocatalytic and iron oxide magnetic properties, the
encapsulated iron oxide � titania nanoparticles synthesized inPaper II could �nd use as
a magnetically separable photocatalyst nanopowder, for example, for water treatment
applications. According to the Raman spectroscopy measurements (Figure 5.13), the
iron oxide was identi�ed as crystalline maghemite (
 -Fe2O3), typical phase for �ame-
generated iron oxide nanoparticles (Strobel and Pratsinis, 2009). Furthermore, no
unwanted hematite was observed, however, due to the broad Raman bands, a minor
contribution from magnetite phase cannot be completely excluded.

Figure 5.13: The Raman spectrum of the iron oxide nanoparticles (top), along with the
positions of the peaks reported in the literature (de Faria et al., 1997; Shebanova and Lazor,
2003). The XRD pattern of the as-synthesized and calcinated fully encapsulated iron oxide �
titania nanoparticles (bottom). The latter pattern shows peaks typical to crystalline anatase
titania. (Adapted form Paper II .)

According to the XRD measurements (Figure 5.13), the titania in the as-synthesized fully
encapsulated multicomponent nanoparticles was amorphous, as expected from the used
temperatures (Moravec et al., 2001). However, amorphous titania is almost inactive as a
photocatalyst (Ohtani et al., 1997). In order to obtain photocatalytic crystalline anatase
titania, the particles were calcinated at 400� C for one hour. The iron oxide could not be
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detected from the XRD pattern of the fully encapsulated multicomponent particles, most
likely due to the low concentration.

The photoactivity of both the partially and the fully encapsulated particles was measured
by the decolorization of MB in an aqueous suspension. The partially encapsulated
particles were found to be practically inactive as a photocatalyst, most likely due to their
morphology; the titania particles were partly covered by the iron oxide agglomerates.
Thus, the apparent surface area of the titania is considerably reduced by the masking
iron oxide. On the other hand, the fully encapsulated particles showed photocatalytic
activity as seen from Figure 5.14, where the relative absorbance of theMB is presented
as a function of time. Even though, the photocatalytic mechanisms of iron oxide � titania
nanocomposites have been studied earlier (see e.g. Beydoun et al., 2000), an extensive
research is required to �nd out whether the iron oxide actually increases or decreases the
photocatalytic activity of the titania in the encapsulated nanoparticles synthesized in this
thesis.

Figure 5.14: The relative absorbance of methylene blue at a wavelength of 665 nm as a
function of the time with the fully encapsulated iron oxide � titanium dioxide nanoparticles as a
photocatalyst. The inset shows photographs of the particles in an aqueous suspension (a) before
and (b) after the application of an external magnetic �eld. (Adapted from Paper II .)

The magnetic properties of the prepared fully encapsulated iron oxide � titania compos-
ite particles were demonstrated qualitatively. Figure 5.14 shows a photograph of the
nanopowder dispersed in an aqueous suspension. After the application of an external
magnetic �eld caused by a permanent magnet, the powder particles were attracted to
the wall of the glass container. The observations of the prepared nanoparticles indicate
that the optimal magnetically separable photocatalyst nanopowder would be such where
the iron oxide particles are fully encapsulated by the titania, and at the same time the
particles should have high iron oxide/titania mass ratio.





6 Conclusions and �nal remarks

As the bene�ts of nanotechnology have become evident, novel nanoparticle synthesis
methods, new types of nanostructures, and interesting applications are constantly sought
after. Aerosol-based processes are highly intriguing options for the synthesis of nanoparti-
cles and fabrication of metamaterials, as the gas phase techniques are considered tunable,
inexpensive, and scalable even for industrial scale. In this thesis, aerosol-based techniques
for the synthesis of single and multicomponent nanoparticles were explored. Furthermore,
the size, shape, and morphology of the generated particles were tailored in the gas phase.
Finally, the nanoparticles were incorporated by direct deposition from the gas phase into
metamaterials, whose light �matter interactions were characterized.

The di�erent types of nanoparticles, including spherical silver particles, titania-encapsu-
lated iron oxide particles, silver-decorated silica particles, and silver � titania composite
doublet particles, were synthesized and tailored using aerosol techniques, such as, particle
size-selection, sintering, encapsulation, and coating. The particle size-selection with a
di�erential mobility analyzer followed by a sintering step at elevated temperatures is a
widely used aerosol technique for producing monodisperse spherical nanoparticles. The
results obtained in this thesis were in line and continued the trends set by the previous
studies found in the literature. It should be noted that monodisperse spherical aerosol
nanoparticles can also be produced with other methods, such as, vapor condensation
(Yli-Ojanperä et al., 2010; Zihlmann et al., 2014).

The simple particle encapsulation technique introduced in this thesis consisted of spraying
a liquid precursor containing solid particles into a tubular furnace. Through a liquid-to-
particle conversion, the precursor thermally decomposed, encapsulating the solid particle.
This technique could be applied to the synthesis of multicomponent nanoparticles with
di�erent materials, provided that the decomposition of the liquid precursor occurs before
the evaporation. In this thesis, the technique was demonstrated by synthesizing titania-
encapsulated iron oxide nanoparticles. As titania and iron oxide are known to possess
photocatalytic and magnetic properties, respectively, the produced particles could �nd
use as magnetically separable photocatalyst nanopowder.

Ceramic silica and titania nanoparticles were coated with silver by physical vapor conden-
sation. The homogeneous nucleation of the evaporated silver was minimized by optimizing
the temperature gradient after the evaporation. It was found that the morphology of the
multicomponent particles depended strongly on the material of the carrier particles. Silver
formed small nanodots with diameter of1� 10 nm on silica particles, whereas, larger silver
structures with diameter of 20� 100 nm were formed on titania particles. Furthermore,
the silver structures on these composite doublet particles had di�erent shapes, such as,
triangular, rod-like, and hexagonal. It was proposed that the silver migration on the
titania particles was the main mechanism leading to this interesting morphology.

37
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Localized surface plasmon resonance, a phenomenon that predominantly determines the
linear optical properties of noble metal nanoparticles, can be utilized in applications,
such as, colored coatings, biosensors, and solar cells. The use of aerosol techniques in the
fabrication of plasmonic materials has increased rapidly in the recent years. In this thesis,
the resonance wavelength of spherical silver nanoparticles deposited on a glass substrate
was tuned between approximately400� 450 nm. In addition, as the particles were fairly
large, higher order resonances were observed. However, due to the random particle
deposition process, the particle �particle contacts on the substrate caused unwanted
spectral broadening with higher area fractions. Silver-decorated nanoparticles, on the
other hand, retained the narrow plasmon resonance even for high particle number densities,
thus, allowing the fabrication of thicker bulk-type optical structures.

Multilayer nanostructures consisting of alternating layers of silver-decorated silica nanopar-
ticles and pure silica were used as metamaterials with the ability to double the frequency
of the incident laser light. This second-harmonic generation was measured for the �rst
time from a nanostructure fabricated with aerosol techniques. Due to the porous structure
of the deposited nanoparticle layers, non-centrosymmetric bulk-type materials, required
for the second-order nonlinear optical process, were formed. As the fabricated nonlinear
optical materials were not optimized, the achieved conversion e�ciency could be further
improved by at least a few orders of magnitude. Furthermore, the nonlinear optical
properties of similar bulk-type multilayer nanostructures, fabricated by atomic layer
deposition, are currently being studied (Alloatti et al., 2015; Clemmen et al., 2015).

All of the introduced and studied synthesis techniques and applications for the aerosol
nanoparticles require further development and extensive research before they can be
adapted to the industrial scale. However, I am con�dent that many of the issues considered
in this thesis are of interest to people working with aerosol synthesis or nanotechnology in
general. The enormous progress in the nanotechnology, even during the relatively short
period of my doctoral thesis project, has become evident for me. Although, prediction is
very di�cult, especially about the future, it is very likely that the nano is here to stay.



Bibliography

Abdullah, M., Shibamoto, S., and Okuyama, K., �Synthesis of ZnO/SiO2 nanocomposites
emitting speci�c luminescence colors,� Optical Materials, vol. 26, no. 1, pp. 95 �100,
2004.

Ahonen, P. P., Kauppinen, E. I., Joubert, J. C., Deschanvres, J. L., and Van Tendeloo,
G., �Preparation of nanocrystalline titania powder via aerosol pyrolysis of titanium
tetrabutoxide,� Journal of Materials Research, vol. 14, no. 10, pp. 3938 �3948, 1999.

Ahonen, P. P., Joutsensaari, J., Richard, O., Tapper, U., Brown, D. P., Jokiniemi, J. K.,
and Kauppinen, E. I., �Mobility size development and the crystallization path during
aerosol decomposition synthesis of TiO2 particles,� Journal of Aerosol Science, vol. 32,
no. 5, pp. 615 �630, 2001.

Alanen, J., Saukko, E., Lehtoranta, K., Murtonen, T., Timonen, H., Hillamo, R., Kar-
jalainen, P., Kuuluvainen, H., Harra, J., Keskinen, J., and Rönkkö, T., �The formation
and physical properties of the particle emissions from a natural gas engine,�Fuel, vol.
162, pp. 155 �161, 2015.

Alcock, C. B., Itkin, V. P., and Horrigan, M. K., �Vapour pressure equations for the
metallic elements: 298 �2500K,� Canadian Metallurgical Quarterly, vol. 23, no. 3, pp.
309 �313, 1984.

Alloatti, L., Kieninger, C., Froelich, A., Lauermann, M., Frenzel, T., Köhnle, K., Freude,
W., Leuthold, J., Wegener, M., and Koos, C., �Second-order nonlinear optical metama-
terials: ABC-type nanolaminates,� Applied Physics Letters, vol. 107, no. 12, p. 121903,
2015.

Álvarez, P. M., Jaramillo, J., López-Piñero, F., and Plucinski, P. K., �Preparation and
characterization of magnetic TiO2 nanoparticles and their utilization for the degradation
of emerging pollutants in water,� Applied Catalysis B: Environmental, vol. 100, no.
1 �2, pp. 338 �345, 2010.

Anker, J. N., Hall, W. P., Lyandres, O., Shah, N. C., Zhao, J., and Van Duyne, R. P.,
�Biosensing with plasmonic nanosensors,�Nature Materials, vol. 7, no. 6, pp. 442 �453,
2008.

Aouani, H., Navarro-Cia, M., Rahmani, M., Sidiropoulos, T. P. H., Hong, M., Oulton,
R. F., and Maier, S. A., �Multiresonant broadband optical antennas as e�cient tunable
nanosources of second harmonic light,�Nano Letters, vol. 12, no. 9, pp. 4997 �5002,
2012.

39



40 Bibliography

Ar�man, A., Yli-Ojanperä, J., Kalliokoski, J., Harra, J., Pirjola, L., Karjalainen, P.,
Rönkkö, T., and Keskinen, J., �High-resolution low-pressure cascade impactor,�Journal
of Aerosol Science, vol. 78, pp. 97 �109, 2014.

Ar�man, A., Kuuluvainen, H., Harra, J., Vuorinen, O., Juuti, P., Yli-Ojanperä, J., Mäkelä,
J. M., and Keskinen, J., �The critical velocity of rebound determined for sub-micron
silver particles with a variable nozzle area impactor,� Journal of Aerosol Science, vol. 86,
pp. 32 �43, 2015.

Aromaa, M., Keskinen, H., and Mäkelä, J. M., �The e�ect of process parameters on
the Liquid Flame Spray generated titania nanoparticles,� Biomolecular Engineering,
vol. 24, no. 5, pp. 543 �548, 2007.

Aromaa, M., Ar�man, A., Suhonen, H., Haapanen, J., Keskinen, J., Honkanen, M.,
Nikkanen, J.-P., Levänen, E., Messing, M. E., Deppert, K., Teisala, H., Tuominen,
M., Kuusipalo, J., Stepien, M., Saarinen, J. J., Toivakka, M., and Mäkelä, J. M.,
�Atmospheric synthesis of superhydrophobic TiO2 nanoparticle deposits in a single step
using Liquid Flame Spray,� Journal of Aerosol Science, vol. 52, pp. 57 �68, 2012.

Ashby, M. F., �A �rst report on sintering diagrams,� Acta Metallurgica, vol. 22, no. 3, pp.
275 �289, 1974.

Atwater, H. A. and Polman, A., �Plasmonics for improved photovoltaic devices,� Nature
Materials, vol. 9, no. 3, pp. 205 �213, 2010.

Backman, U., Tapper, U., and Jokiniemi, J. K., �An aerosol method to synthesize
supported metal catalyst nanoparticles,� Synthetic Metals, vol. 142, no. 1 �3, pp.
169 �176, 2004.

Bartholomew, C. H., �Mechanisms of catalyst deactivation,� Applied Catalysis A: General,
vol. 212, no. 1 �2, pp. 17 �60, 2001.

Bautista, G., Huttunen, M. J., Mäkitalo, J., Kontio, J. M., Simonen, J., and Kauranen,
M., �Second-harmonic generation imaging of metal nano-objects with cylindrical vector
beams,� Nano Letters, vol. 12, no. 6, pp. 3207 �3212, 2012.

Belardini, A., Larciprete, M. C., Centini, M., Fazio, E., Sibilia, C., Bertolotti, M., Toma,
A., Chiappe, D., and de Mongeot, F. B., �Tailored second harmonic generation from
self-organized metal nano-wires arrays,�Optics Express, vol. 17, no. 5, pp. 3603 �3609,
2009.

Beydoun, D., Amal, R., Low, G. K.-C., and McEvoy, S., �Novel photocatalyst: Titania-
coated magnetite. Activity and photodissolution,� Journal of Physical Chemistry B,
vol. 104, no. 18, pp. 4387 �4396, 2000.

Binder, A., Heel, A., and Kasper, G., �Deposition of palladium nanodots of controlled
size and density onto surface-modi�ed SiO2 particles by an atmospheric pressure
CVS/MOCVD process,� Chemical Vapor Deposition, vol. 13, no. 1, pp. 48 �54, 2007.

Binder, A., Seipenbusch, M., and Kasper, G., �Sintering of Pd catalyst particles on
SiO2 � TiO 2 carrier particles of di�erent mixing ratios,� Journal of Physical Chemistry
C, vol. 114, no. 17, pp. 7816 �7821, 2010.



Bibliography 41

Blattmann, C. O., Sotiriou, G. A., and Pratsinis, S. E., �Rapid synthesis of �exible
conductive polymer nanocomposite �lms,� Nanotechnology, vol. 26, no. 12, p. 125601,
2015.

Boies, A. M., Lei, P., Calder, S., and Girshick, S. L., �Gas-phase production of gold-
decorated silica nanoparticles,�Nanotechnology, vol. 22, no. 31, p. 315603, 2011.

Boyd, R. W., Nonlinear Optics, 3rd ed. Burlington, MA, USA: Academic Press, 2008.

BUONAPART-E, �Better upscaling and optimization of nanoparticle and nanostruc-
ture production by means of electrical discharges,� http://www.buonapart-e.eu, 2014,
accessed: 2015-09-10.

Buyukhatipoglu, K. and Morss Clyne, A., �Controlled �ame synthesis of � Fe2O3 and
Fe3O4 nanoparticles: E�ect of �ame con�guration, �ame temperature, and additive
loading,� Journal of Nanoparticle Research, vol. 12, no. 4, pp. 1495 �1508, 2010.

Cai, W., Vasudev, A. P., and Brongersma, M. L., �Electrically controlled nonlinear
generation of light with plasmonics,� Science, vol. 333, no. 6050, pp. 1720 �1723, 2011.

Campagnola, P. J. and Loew, L. M., �Second-harmonic imaging microscopy for visualizing
biomolecular arrays in cells, tissues and organisms,�Nature Biotechnology, vol. 21,
no. 11, pp. 1356 �1360, 2003.

Chen, B. T., Fletcher, R. A., and Cheng, Y.-S., �Calibration of aerosol instruments,� in
Aerosol Measurement: Principles, Techniques, and Applications, 3rd ed., Kulkarni, P.,
Baron, P. A., and Willeke, K., Eds. Hoboken, NJ, USA: John Wiley & Sons, 2011, pp.
449 �478.

Chen, C. K., de Castro, A. R. B., and Shen, Y. R., �Surface-enchanced second-harmonic
generation,� Physical Review Letters, vol. 46, no. 2, pp. 145 �148, 1981.

Chen, C., Wu, Y., Jiang, A., Wu, B., You, G., Li, R., and Lin, S., �New nonlinear-optical
crystal: LiB 3O5,� Journal of the Optical Society of America B: Optical Physics, vol. 6,
no. 4, pp. 616 �621, 1989.

Chiarello, G. L., Selli, E., and Forni, L., �Photocatalytic hydrogen production over �ame
spray pyrolysis-synthesised TiO2 and Au/TiO 2,� Applied Catalysis B: Environmental,
vol. 84, no. 1 �2, pp. 332 �339, 2008.

Chong, M. N., Jin, B., Chow, C. W. K., and Saint, C., �Recent developments in
photocatalytic water treatment technology: A review,� Water Research, vol. 44, no. 10,
pp. 2997 �3027, 2010.

Clemmen, S., Hermans, A., Baets, R. G., Solano, E., Dendooven, J., Detavernier,
C., Koskinen, K., Kauranen, M., and Brainis, E., �Atomic layer deposited sec-
ond order nonlinear optical metamaterial for back-end integration with CMOS-
compatible nanophotonic circuitry,� Optics Letters, 2015, in press, available: http:
//www.osapublishing.org/abstract.cfm?msid=248367.

Costa, A., Ballarin, B., Spegni, A., Casoli, F., and Gardini, D., �Synthesis of nano-
structured magnetic photocatalyst by colloidal approach and spray �drying technique,�
Journal of Colloid and Interface Science, vol. 388, no. 1, pp. 31 �39, 2012.

http://www.buonapart-e.eu
http://www.osapublishing.org/abstract.cfm?msid=248367
http://www.osapublishing.org/abstract.cfm?msid=248367


42 Bibliography

de Faria, D. L. A., Silva, S. V., and de Oliveira, M. T., �Raman microspectroscopy of
some iron oxides and oxyhydroxides,�Journal of Raman Spectroscopy, vol. 28, no. 11,
pp. 873 �878, 1997.

Deppert, K. and Magnusson, M. H., �On the sintering behavior of nanoparticles,� Journal
of Aerosol Science, vol. 32, no. S1, pp. 227 �228, 2001.

Deppert, K., Maximov, I., Samuelson, L., Hansson, H.-C., and Weidensohler, A., �Sintered
aerosol masks for dry-etched quantum dots,�Applied Physics Letters, vol. 64, no. 24,
pp. 3293 �3295, 1994.

Du, J., Harra, J., Virkki, M., Mäkelä, J. M., Leng, Y., Kauranen, M., and Kobayashi, T.,
�Surface-enhanced femtosecond real-time vibrational spectroscopy,� 2015, in preparation.

Eggersdorfer, M. L. and Pratsinis, S. E., �Agglomerates and aggregates of nanoparticles
made in the gas phase,�Advanced Powder Technology, vol. 25, no. 1, pp. 71 �90, 2014.

El-Shall, M. S., Slack, W., Vann, W., Kane, D., and Hanley, D., �Synthesis of nanoscale
metal oxide particles using laser vaporization/condensation in a di�usion cloud chamber,�
Journal of Physical Chemistry, vol. 98, no. 12, pp. 3067 �3070, 1994.

Elvers, B., Ed., Ullmann's Encyclopedia of Industrial Chemistry, 7th ed. Weinheim,
Germany: Wiley-VHC, 2009.

Feth, N., Linden, S., Klein, M. W., Decker, M., Niesler, F. B. P., Zeng, Y., Hoyer, W., Liu,
J., Koch, S. W., Moloney, J. V., and Wegener, M., �Second-harmonic generation from
complementary split-ring resonators,� Optics Letters, vol. 33, no. 17, pp. 1975 �1977,
2008.

Feynman, R. P., �There's plenty of room at the bottom,� Journal of Microelectromechanical
Systems, vol. 1, no. 1, pp. 60 �66, 1992.

Franken, P. A., Hill, A. E., Peters, C. W., and Weinreich, G., �Generation of optical
harmonics,� Physical Review Letters, vol. 7, no. 4, pp. 118 �119, 1961.

Freestone, I., Meeks, N., Sax, M., and Higgitt, C., �The Lycurgus Cup � A Roman
nanotechnology,� Gold Bulletin, vol. 40, no. 4, pp. 270 �277, 2007.

Fujishima, A., Rao, T. N., and Tryk, D. A., �Titanium dioxide photocatalysis,� Journal
of Photochemistry and Photobiology C: Photochemistry Reviews, vol. 1, no. 1, pp. 1 �21,
2000.

Gao, Y., Chen, B., Li, H., and Ma, Y., �Preparation and characterization of a magnetically
separated photocatalyst and its catalytic properties,� Materials Chemistry and Physics,
vol. 80, no. 1, pp. 348 �355, 2003.

Gontier-Moya, E. G., Beszeda, I., and Moya, F., �Comparisons of parameters involved in
mass transport and desorption at the surface of noble metals and sapphire,�Surface
Science, vol. 566 �568, pp. 148 �154, 2004.

Grinblat, G., Rahmani, M., Cortés, E., Caldarola, M., Comedi, D., Maier, S. A., and
Bragas, A. V., �High-e�ciency second harmonic generation from a single hybrid ZnO
nanowire/Au plasmonic nano-oligomer,� Nano Letters, vol. 14, no. 11, pp. 6660 �6665,
2014.



Bibliography 43

Gross, K. A., Tikkanen, J., Keskinen, J., Pitkänen, V., Eerola, M., Siikamaki, R., and
Rajala, M., �Liquid �ame spraying for glass coloring,� Journal of Thermal Spray
Technology, vol. 8, no. 4, pp. 583 �589, 1999.

Gunawan, C., Teoh, W. Y., Marquis, C. P., Li�a, J., and Amal, R., �Reversible antimi-
crobial photoswitching in nanosilver,� Small, vol. 5, no. 3, pp. 341 �344, 2009.

Gurav, A., Kodas, T., Pluym, T., and Xiong, Y., �Aerosol processing of materials,�
Aerosol Science and Technology, vol. 19, no. 4, pp. 411 �452, 1993.

Haapanen, J., Aromaa, M., Teisala, H., Tuominen, M., Stepien, M., Saarinen, J. J.,
Heikkilä, M., Toivakka, M., Kuusipalo, J., and Mäkelä, J. M., �Binary TiO 2/SiO 2

nanoparticle coating for controlling the wetting properties of paperboard,� Materials
Chemistry and Physics, vol. 149 �150, pp. 230 �237, 2015.

Harra, J., �Miniaturization of a Unipolar Aerosol Charger Based on Corona Discharge,�
Master's thesis, Tampere University of Technology, 2010, in Finnish.

Harris, P. J. F., �Growth and structure of supported metal catalyst particles,� Interna-
tional Materials Reviews, vol. 40, no. 3, pp. 97 �115, 1995.

Haynes, C. L. and Van Duyne, R. P., �Nanosphere lithography: A versatile nanofabrication
tool for studies of size-dependent nanoparticle optics,�Journal of Physical Chemistry
B, vol. 105, no. 24, pp. 5599 �5611, 2001.

Haynes, W. M., Ed., CRC Handbook of Chemistry and Physics, 96th ed. Boca Raton,
FL, USA: CRC Press/Taylor and Francis, 2016.

Heel, A. and Kasper, G., �Production and characterization of Pd/SiO 2 catalyst nanopar-
ticles from a continuous MOCVS/MOCVD aerosol process at atmospheric pressure,�
Aerosol Science and Technology, vol. 39, no. 11, pp. 1027 �1037, 2005.

Heurlin, M., Magnusson, M. H., Lindgren, D., Ek, M., Wallenberg, L. R., Deppert, K., and
Samuelson, L., �Continuous gas-phase synthesis of nanowires with tunable properties,�
Nature, vol. 492, no. 7427, pp. 90 �94, 2012.

Hinds, W. C., Aerosol Technology: Properties, Behavior, and Measurement of Airborne
Particles, 2nd ed. New York, NY, USA: John Wiley & Sons, 1999.

Hirsch, L. R., Sta�ord, R. J., an S. R. Sershen, J. A. B., Rivera, B., Price, R. E., Hazle,
J. D., Halas, N. J., and West, J. L., �Nanoshell-mediated near-infrared thermal therapy
of tumors under magnetic resonance guidance,�Proceedings of the National Academy
of Sciences of the United States of America, vol. 100, no. 23, pp. 13 549 �13 554, 2003.

Järvinen, A., Aitomaa, M., Rostedt, A., Keskinen, J., and Yli-Ojanperä, J., �Calibration
of the new electrical low pressure impactor (ELPI+),� Journal of Aerosol Science,
vol. 69, pp. 150 �159, 2014.

Järvinen, A., Kuuluvainen, H., Niemi, J., Saari, S., Dal Maso, M., Pirjola, L., Hillamo,
R., Janka, K., Keskinen, J., and Rönkkö, T., �Monitoring urban air quality with a
di�usion charger based electrical particle sensor,�Urban Climate, 2015, in press, doi:
10.1016/j.uclim.2014.10.002.

http://www.dx.doi.org/10.1016/j.uclim.2014.10.002


44 Bibliography

Jiang, Y., Wang, W.-N., Biswas, P., and Fortner, J. D., �Facile aerosol synthesis and
characterization of ternary crumpled graphene �TiO2 �magnetite nanocomposites for
advanced water treatment,� ACS Applied Materials & Interfaces, vol. 6, no. 14, pp.
11 766 �11 774, 2014.

Jung, K., Song, H.-J., Lee, G., Ko, Y., Ahn, K., Choi, H., Kim, J. Y., Ha, K., Song, J.,
Lee, J.-K., Lee, C., and Choi, M., �Plasmonic organic solar cells employing nanobump
assemblyvia aerosol-derived nanoparticles,�ACS Nano, vol. 8, no. 3, pp. 2590 �2601,
2014.

Kangasluoma, J., Junninen, H., Lehtipaloa, K., Mikkilä, J., Vanhanen, J., Attoui, M.,
Sipilä, M., Worsnop, D., Kulmala, M., and Petäjä, T., �Remarks on ion generation
for CPC detection e�ciency studies in sub-3-nm size range,� Aerosol Science and
Technology, vol. 47, no. 5, pp. 556 �563, 2013.

Karlsson, M. N. A., Deppert, K., Karlsson, L. S., Magnusson, M. H., Malm, J. O., and
Srinivasan, N. S., �Compaction of agglomerates of aerosol nanoparticles: A compilation
of experimental data,� Journal of Nanoparticle Research, vol. 7, no. 1, pp. 43 �40, 2005.

Karlsson, M. N. A., Deppert, K., Magnusson, M. H., Karlsson, L. S., and Malm, J.-O.,
�Size- and composition-controlled Au �Ga aerosol nanoparticles,� Aerosol Science and
Technology, vol. 38, no. 9, pp. 948 �954, 2004.

Kauranen, M. and Zayats, A. V., �Nonlinear plasmonics,� Nature Photonics, vol. 6, no. 11,
pp. 737 �748, 2012.

Kelly, K. L., Coronado, E., Zhao, L. L., and Schatz, G. C., �The optical properties of
metal nanoparticle: The in�uence of size, shape, and dielectric environment,�Journal
of Physical Chemistry B, vol. 107, no. 3, pp. 668 �677, 2003.

Keskinen, H., Mäkelä, J. M., Aromaa, M., Keskinen, J., Areva, S., Teixeira, C. V.,
Rosenholm, J. B., Pore, V., Ritala, M., Leskelä, M., Raulio, M., Salkinoja-Salonen,
M. S., Levänen, E., and Mäntylä, T., �Titania and titania-silver nanoparticle deposits
made by Liquid Flame Spray and their functionality as photocatalyst for organic- and
bio�lm removal,� Catalysis Letters, vol. 111, no. 3 �4, pp. 127 �132, 2006.

Keskinen, H., Tricoli, A., Marjamäki, M., Mäkelä, J. M., and Pratsinis, S. E., �Size-
selected agglomerates of SnO2 nanoparticles as gas sensors,�Journal of Applied Physics,
vol. 106, no. 8, p. 084316, 2009.

Keskinen, J., Pietarinen, K., and Lehtimäki, M., �Electrical low pressure impactor,�
Journal of Aerosol Science, vol. 23, no. 4, pp. 353 �360, 1992.

Kim, H., Kim, J., Yang, H., Suh, J., Kim, T., Han, B., Kim, S., Kim, D. S., Pikhitsa,
P. V., and Choi, M., �Parallel patterning of nanoparticles via electrodynamic focusing
of charged aerosols,�Nature Nanotechnology, vol. 1, no. 2, pp. 117 �121, 2006.

Klein, M. W., Enkrich, C., Wegener, M., and Linden, S., �Second-harmonic generation
from magnetic metamaterials,� Science, vol. 313, no. 5786, pp. 502 �504, 2006.

Klein, M. W., Wegener, M., Feth, N., and Linden, S., �Experiments on second- and
third-harmonic generation from magnetic metamaterials: Erratum,� Optics Express,
vol. 16, no. 11, pp. 8055 �8055, 2008.



Bibliography 45

Knutson, E. O. and Whitby, K. T., �Aerosol classi�cation by electric mobility: Apparatus,
theory, and applications,� Journal of Aerosol Science, vol. 6, no. 6, pp. 443 �451, 1975.

Kontio, J. M., Husu, H., Simonen, J., Huttunen, M. J., Tommila, J., Pessa, M., and
Kauranen, M., �Nanoimprint fabrication of gold nanocones with � 10 nm tips for
enhanced optical interactions,� Optics Letters, vol. 34, no. 13, pp. 1979 �1981, 2009.

Kreibig, U., �Interface-induced dephasing of Mie plasmon polaritons,� Applied Physics B:
Lasers and Optics, vol. 93, no. 1, pp. 79 �89, 2008.

Kreibig, U. and Vollmer, M., Optical Properties of Metal Clusters. New York, NY, USA:
Springer, 1995.

Krinke, T. J., Deppert, K., Magnusson, M. H., Schmidt, F., and Fissan, H., �Microscopic
aspects of the deposition of nanoparticles from the gas phase,�Journal of Aerosol
Science, vol. 33, no. 10, pp. 1341 �1359, 2002.

Kruis, F. E., Fissan, H., and Peled, A., �Synthesis of nanoparticles in the gas phase for
electronic, optical and magnetic applications�A review,� Journal of Aerosol Science,
vol. 29, no. 5 �6, pp. 511 �535, 1998.

Ku, B. K. and Maynard, A. D., �Generation and investigation of airborne silver nanopar-
ticles with speci�c size and morphology by homogeneous nucleation, coagulation and
sintering,� Journal of Aerosol Science, vol. 37, no. 4, pp. 452 �470, 2006.

Kulkarni, P., Baron, P. A., and Willeke, K., Eds., Aerosol Measurement: Principles,
Techniques, and Applications, 3rd ed. Hoboken, NJ, USA: John Wiley & Sons, 2011.

Kuuluvainen, H., Kannosto, J., Virtanen, A., Mäkelä, J. M., Kulmala, M., Aalto, P., and
Keskinen, J., �Technical Note: Measuring condensation sink and ion sink of atmospheric
aerosols with the electrical low pressure impactor (ELPI),� Atmospheric Chemistry and
Physics, vol. 10, pp. 1361 �1368, 2010.

Lee, H., You, S., Pikhitsa, P. V., Kim, J., Kwon, S., Woo, C. G., and Choi, M., �Three-
dimensional assembly of nanoparticles from charged aerosols,�Nano Letters, vol. 11,
no. 1, pp. 119 �124, 2011.

Li, X., John, V. T., Zhan, J., He, G., He, J., and Spinu, L., �The synthesis of mesoporous
TiO 2/SiO 2/Fe 2O3 hybrid particles containing micelle-induced macropores through an
aerosol based process,�Langmuir, vol. 27, no. 10, pp. 6252 �6259, 2011.

Liz-Marzán, L. M., �Nanometals: Formation and color,� Materials Today, vol. 7, no. 2,
pp. 26 �31, 2004.

Lu, H., Liu, X., Zhou, R., Gong, Y., and Mao, D., �Second-harmonic generation from
metal-�lm nanohole arrays,� Applied Optics, vol. 49, no. 12, pp. 2347 �2351, 2010.

Lu, Z. G. and Zhu, J. H., �Thermal evaporation of pure Ag in SOFC-relevant envi-
ronments,� Electrochemical and Solid State Letters, vol. 10, no. 10, pp. B179 �B182,
2007.

Luo, J., Jang, H. D., Sun, T., Xiao, L., He, Z., Katsoulidis, A. P., Kanatzidis, M. G.,
Gibson, J. M., and Huang, J., �Compression and aggregation-resistant particles of
crumpled soft sheets,� ACS Nano, vol. 5, no. 11, pp. 8943 �8949, 2011.



46 Bibliography

Mädler, L., Stark, W. J., and Pratsinis, S. E., �Simultaneous deposition of Au nanoparticles
during �ame synthesis of TiO2 and SiO2,� Journal of Materials Research, vol. 18, no. 1,
pp. 115 �120, 2003.

Mädler, L., Roessler, A., Pratsinis, S. E., Sahm, T., Gurlo, A., Barsan, N., and Weimar,
U., �Direct formation of highly porous gas-sensing �lms by in situ thermophoretic
deposition of �ame-made Pt/SnO2 nanoparticles,� Sensors and Actuators B: Chemical,
vol. 114, no. 1, pp. 283 �295, 2006.

Magnusson, M. H., Deppert, K., Malm, J.-O., Bovin, J.-O., and Samuelson, L., �Gold
nanoparticles: Production, reshaping, and thermal charging,� Journal of Nanoparticle
Research, vol. 1, no. 2, pp. 243 �251, 1999.

Magnusson, M. H., Ohlsson, B. J., Björk, M. T., Dick, K. A., Borgström, M. T., Deppert,
K., and Samuelson, L., �Semiconductor nanostructures enabled by aerosol technology,�
Frontiers of Physics, vol. 9, no. 3, pp. 398 �418, 2014.

Mäkelä, J. M., Keskinen, H., Forsblom, T., and Keskinen, J., �Generation of metal and
metal oxide nanoparticles by liquid �ame spray process,� Journal of Materials Science,
vol. 39, no. 8, pp. 2783 �2788, 2004.

Maker, P. D., Terhune, R. W., Niseno�, M., and Savage, C. M., �E�ects of dispersion
and focusing on the production of optical harmonics,� Physical Review Letters, vol. 8,
no. 1, pp. 21 �22, 1962.

Messing, M. E., Dick, K. A., Wallenberg, L. R., and Deppert, K., �Generation of size-
selected gold nanoparticles by spark discharge � For growth of epitaxial nanowires,�
Gold Bulletin, vol. 42, no. 1, pp. 20 �26, 2009.

Moravec, P., Smolík, J., and Levdansky, V. V., �Preparation of TiO 2 �ne particles by
thermal decomposition of titanium tetraisopropoxide vapor,� Journal of Materials
Science Letters, vol. 20, no. 20, pp. 2033 �2037, 2001.

Nakaso, K., Shimada, M., Okuyama, K., and Deppert, K., �Evaluation of the change in
the morphology of gold nanoparticles during sintering,� Journal of Aerosol Science,
vol. 33, no. 7, pp. 1061 �1074, 2002.

O'Connor, D. and Zayats, A. V., �Data storage: The third plasmonic revolution,� Nature
Nanotechnology, vol. 5, no. 7, pp. 482 �483, 2010.

Ohtani, B., Ogawa, Y., and ichi Nishimoto, S., �Photocatalytic activity of amorphous �
anatase mixture of titanium(IV) oxide particles suspended in aqueous solutions,�Journal
of Physical Chemistry B, vol. 101, no. 19, pp. 3746 �3752, 1997.

Okuyama, K., Kousaka, Y., Tohge, N., Yamamoto, S., Wu, J. J., Flagan, R. C., and
Seinfeld, J. H., �Production of ultra�ne metal oxide aerosol particles by thermal
decomposition of metal alkoxide vapors,�AIChE Journal , vol. 32, no. 12, pp. 2010 �
2019, 1986.

Oldenburg, S. J., Averitt, R. D., Westcott, S. L., and Halas, N. J., �Nanoengineering of
optical resonances,�Chemical Physics Letters, vol. 288, no. 2 �4, pp. 243 �247, 1998.

Park, S., Hahn, J. W., and Lee, J. Y., �Doubly resonant metallic nanostructure for high
conversion e�ciency of second harmonic generation,�Optics Express, vol. 20, no. 5, pp.
4856 �4870, 2012.



Bibliography 47

Pfei�er, T. V., Ortiz-Gonzalez, J., Santbergen, R., Tan, H., Schmidt Ott, A., Zeman, M.,
and Smets, A. H. M., �Plasmonic nanoparticle �lms for solar cell applications fabricated
by size-selective aerosol deposition,�Energy Procedia, vol. 60, pp. 3 �12, 2014.

Pfei�er, T. V., Kedia, P., Messing, M. E., Valvo, M., and Schmidt-Ott, A., �Precursor-less
coating of nanoparticles in the gas phase,�Materials, vol. 8, no. 3, pp. 1027 �1042,
2015.

Pinna, N., Grancharov, S., Beato, P., Bonville, P., Antonietti, M., and Niederberger,
M., �Magnetite nanocrystals: Nonaqueous synthesis, characterization, and solubility,�
Chemistry of Materials, vol. 17, no. 11, pp. 3044 �3049, 2005.

Polshettiwar, V., Luque, R., Fihri, A., Zhu, H., Bouhrara, M., and Basset, J.-M.,
�Magnetically recoverable nanocatalysts,� Chemical Reviews, vol. 111, no. 5, pp. 3036 �
3075, 2011.

Pratsinis, S. E., �Flame aerosol synthesis of ceramic powders,�Progress in Energy and
Combustion Science, vol. 24, no. 5, pp. 197 �219, 1998.

Risk, W. P., Gosnell, T. R., and Nurmikko, A. V., Compact Blue-Green Lasers. Cam-
bridge, UK: Cambridge University Press, 2003.

Saarinen, J. J., Valtakari, D., Haapanen, J., Salminen, T., Mäkelä, J. M., and Uozumi, J.,
�Surface-enhanced Raman scattering active substrates by liquid �ame spray deposited
and inkjet printed silver nanoparticles,� Optical Review, vol. 21, no. 3, pp. 339 �344,
2014.

Scheibel, H. G. and Porstendörfer, J., �Generation of monodisperse Ag- and NaCl-aerosols
with particle diameters between 2 and 300 nm,�Journal of Aerosol Science, vol. 14,
no. 2, pp. 113 �126, 1983.

Schmidt-Ott, A., �New approaches to in situ characterization of ultra�ne agglomerates,�
Journal of Aerosol Science, vol. 19, no. 5, pp. 553 �563, 1988.

Schneider, C. A., Rasband, W. S., and Eliceiri, K. W., �NIH Image to ImageJ: 25 years
of image analysis,� Nature Methods, vol. 9, no. 7, pp. 671 �675, 2012.

Schwyn, S., Garwin, E., and Schmidt-Ott, A., �Aerosol generation by spark discharge,�
Journal of Aerosol Science, vol. 19, no. 5, pp. 639 �642, 1988.

Shebanova, O. N. and Lazor, P., �Raman spectroscopic study of magnetite (FeFe2O4): A
new assignment for the vibrational spectrum,� Journal of Solid State Chemistry, vol.
174, no. 2, pp. 424 �430, 2003.

Shen, Y. R., �Surface properties probed by second-harmonic and sum-frequency genera-
tion,� Nature, vol. 337, no. 6207, pp. 519 �525, 1989.

Shimada, M., Seto, T., and Okuyama, K., �Size change of very �ne silver agglomerates by
sintering in a heated �ow,� Journal of Chemical Engineering of Japan, vol. 27, no. 6,
pp. 795 �802, 1994.

Sigmund, S., Akgün, E., Meyer, J., Hubbuch, J., Wörner, M., and Kasper, G., �De�ned
polymer shells on nanoparticles via a continuous aerosol-based process,�Journal of
Nanoparticle Research, vol. 16, no. 8, p. 2533, 2014.



48 Bibliography

Sigmund, S., Yu, M., Meyer, J., and Kasper, G., �An aerosol-based process for electrostatic
coating of particle surfaces with nanoparticles,� Aerosol Science and Technology, vol. 48,
no. 2, pp. 142 �149, 2014.

Skillas, G., Maisels, A., Pratsinis, S. E., and Kodas, T. T., �Manufacturing of materials by
aerosol processes,� inAerosol Measurement: Principles, Techniques, and Applications,
3rd ed., Kulkarni, P., Baron, P. A., and Willeke, K., Eds. Hoboken, NJ, USA: John
Wiley & Sons, 2011, pp. 751 �770.

Sotiriou, G. A. and Pratsinis, S. E., �Antibacterial activity of nanosilver ions and particles,�
Environmental Science & Technology, vol. 44, no. 14, pp. 5649 �5654, 2010.

Sotiriou, G. A., Sannomiya, T., Teleki, A., Krumeich, F., Vörös, J., and Pratsinis,
S. E., �Non-toxic dry-coated nanosilver for plasmonic biosensors,�Advanced Functional
Materials, vol. 20, no. 24, pp. 4250 �4257, 2010.

Sotiriou, G. A., Hirt, A. M., Lozach, P.-Y., Teleki, A., Krumeich, F., and Pratsinis,
S. E., �Hybrid, silica-coated, Janus-like plasmonic-magnetic nanoparticles,�Chemistry
of Materials, vol. 23, no. 7, pp. 1985 �1922, 2011.

Sotiriou, G. A., Teleki, A., Camenzind, A., Krumeich, F., Meyer, A., Panke, S., and
Pratsinis, S. E., �Nanosilver on nanostructured silica: Antibacterial activity and Ag
surface area,� Chemical Engineering Journal, vol. 170, no. 2 �3, pp. 547 �554, 2011.

Sotiriou, G. A., Blattmann, C. O., and Pratsinis, S. E., �Flexible, multifunctional,
magnetically actuated nanocomposite �lms,� Advanced Functional Materials, vol. 23,
no. 1, pp. 34 �41, 2013.

Sotiriou, G. A., Etterlin, G. D., Spyrogianni, A., Krumeich, F., Leroux, J.-C., and
Pratsinis, S. E., �Plasmonic biocompatible silver � gold alloyed nanoparticles,� Chemical
Communications, vol. 50, no. 88, pp. 13 559 �13 562, 2014.

Sotiriou, G. A., Starsich, F., Dasargyri, A., Wurnig, M. C., Krumeich, F., Boss, A., Leroux,
J.-C., and Pratsinis, S. E., �Photothermal killing of cancer cells by the controlled
plasmonic coupling of silica-coated Au/Fe2O3 nanoaggregates,�Advanced Functional
Materials, vol. 24, no. 19, pp. 2818 �2827, 2014.

Strobel, R. and Pratsinis, S. E., �Flame aerosol synthesis of smart nanostructured
materials,� Journal of Materials Chemistry, vol. 17, no. 45, pp. 4743 �4756, 2007.

� � � , �Direct synthesis of maghemite, magnetite and wustite nanoparticles by �ame
spray pyrolysis,� Advanced Powder Technology, vol. 20, no. 2, pp. 190 �194, 2009.

Svensson, C. R., Messing, M. E., Lundqvist, M., Schollin, A., Deppert, K., Pagels, J. H.,
Rissler, J., and Cedervall, T., �Direct deposition of gas phase generated aerosol gold
nanoparticles into biological �uids - Corona formation and particle size shifts,� PLoS
ONE, vol. 8, no. 9, p. e74702, 2013.

Swihart, M. T., �Vapor-phase synthesis of nanoparticles,� Current Opinion in Colloid
and Interface Science, vol. 8, no. 1, pp. 127 �133, 2003.

Taniguchi, N., �On the basic concept of nano-technology,� in Proceeding of the Interna-
tional Conference on Production Engineering, Part II . Tokyo, Japan: Japan Society
of Precision Engineering, 1974, pp. 18 �23.



Bibliography 49

Teleki, A., Heine, M. C., Krumeich, F., Akhtar, M. K., and Pratsinis, S. E., � In situ
coating of �ame-made TiO2 particles with nanothin SiO 2 �lms,� Langmuir, vol. 24,
no. 21, pp. 12 553 �12 558, 2008.

Thimsen, E., �Single-step aerosol synthesis and deposition of Au nanoparticles with
controlled size and separation distributions,� Chemistry of Materials, vol. 23, no. 20,
pp. 4612 �4617, 2011.

Thimsen, E., Le Formal, F., Grätzel, M., and Warren, S. C., �In�uence of plasmonic
Au nanoparticles on the photoactivity of Fe2O3 electrodes for water splitting,� Nano
Letters, vol. 11, no. 1, pp. 35 �43, 2011.

Tikkanen, J., Gross, K. A., Berndt, C. C., Pitkänen, V., Keskinen, J., Raghu, S., Rajala,
M., and Karthikeyan, J., �Characteristics of the liquid �ame spray process,� Surface
and Coatings Technology, vol. 90, no. 3, pp. 210 �216, 1997.

Tuovinen, H., Kauranen, M., Je�movs, K., Vahimaa, P., Vallius, T., Turunen, J.,
Tkachenko, N. V., and Lemmetyinen, H., �Linear and second-order nonlinear optical
properties of arrays of noncentrosymmetric gold nanoparticles,�Journal of Nonlinear
Optical Physics & Materials, vol. 11, no. 4, pp. 421 �432, 2002.

Valenti, M., Dolat, D., Biskos, G., Schmidt-Ott, A., and Smith, W. A., �Enhancement of
the photoelectrochemical performance of CuWO4 thin �lms for solar water splitting by
plasmonic nanoparticle functionalization,� Journal of Physical Chemistry C, vol. 119,
no. 4, pp. 2096 �2104, 2015.

Wang, S. C. and Flagan, R. C., �Scanning electrical mobility spectrometer,� Aerosol
Science and Technology, vol. 13, no. 2, pp. 230 �240, 1990.

Watson, S., Beydoun, D., and Amal, R., �Synthesis of a novel magnetic photocatalyst
by direct deposition of nanosized TiO2 crystals onto a magnetic core,� Journal of
Photochemistry and Photobiology A: Chemistry, vol. 148, no. 1 �3, pp. 303 �313, 2002.

Weber, A. P. and Friedlander, S. K., � In situ determination of the activation energy for
restructuring of nanometer aerosol agglomerates,�Journal of Aerosol Science, vol. 28,
no. 2, pp. 179 �192, 1997.

Willets, K. A. and Van Duyne, R. P., �Localized surface plasmon resonance spectroscopy
and sensing,� Annual Review of Physical Chemistry, vol. 58, pp. 267 �297, 2007.

Yao, H., Fan, M., Wang, Y., Luob, G., and Feib, W., �Magnetic titanium dioxide based
nanomaterials: Synthesis, characteristics, and photocatalytic application in pollutant
degradation,� Journal of Materials Chemistry A, vol. 3, no. 34, pp. 17 511 �17 524,
2015.

Yli-Ojanperä, J., Mäkelä, J. M., Marjamäki, M., Rostedt, A., and Keskinen, J., �Towards
traceable particle number concentration standard: Single charged aerosol reference
(SCAR),� Journal of Aerosol Science, vol. 41, no. 8, pp. 719 �728, 2010.

Zdanowicz, M., �Nonlinear Optical Response of Metal Nanoparticles and Nanocomposites,�
Ph.D. dissertation, Tampere University of Technology, 2014, available: http://URN.�/
URN:ISBN:978-952-15-3358-7.

http://URN.fi/URN:ISBN:978-952-15-3358-7
http://URN.fi/URN:ISBN:978-952-15-3358-7


50 Bibliography

Zdanowicz, M., Harra, J., Mäkelä, J. M., Heinonen, E., Ning, T., Kauranen, M., and
Genty, G., �Second-harmonic response of multilayer nanocomposites of silver-decorated
nanoparticles and silica,� Scienti�c Reports , vol. 4, p. 5745, 2014.

Zhang, Y., Grady, N. K., Ayala-Orozco, C., and Halas, N. J., �Three-dimensional
nanostructures as highly e�cient generators of second harmonic light,� Nano Letters,
vol. 11, no. 12, pp. 5519 �5523, 2011.

Zhao, C., Krall, A., Zhao, H., Zhang, Q., and Li, Y., �Ultrasonic spray pyrolysis synthesis
of Ag/TiO 2 nanocomposite photocatalysts for simultaneous H2 production and CO2

reduction,� International Journal of Hydrogen Energy, vol. 37, no. 13, pp. 9967 �9976,
2012.

Zhou, R., Lu, H., Liu, X., Gong, Y., and Mao, D., �Second-harmonic generation from
a periodic array of noncentrosymmetric nanoholes,�Journal of the Optical Society of
America B: Optical Physics, vol. 27, no. 11, pp. 2405 �2409, 2010.

Zihlmann, S., Lüönd, F., and Spiegel, J. K., �Seeded growth of monodisperse and spherical
silver nanoparticles,� Journal of Aerosol Science, vol. 75, pp. 81 �93, 2014.

Zumsteg, F. C., Bierlein, J. D., and Gier, T. E., �K x Rb1� xTiOPO 4: A new nonlinear
optical material,� Journal of Applied Physics, vol. 47, no. 11, pp. 4980 �4985, 1976.



Publications





I

Paper I

Juha Harra, Jouni Mäkitalo, Roope Siikanen, Matti Virkki, Goëry Genty,
Takayoshi Kobayashi, Martti Kauranen, and Jyrki M. Mäkelä

�Size-controlled aerosol synthesis of silver nanoparticles
for plasmonic materials�

Journal of Nanoparticle Research, vol. 14, no. 6, p. 870, 2012

doi: 10.1007/s11051-012-0870-0

© The Authors

http://dx.doi.org/10.1007/s11051-012-0870-0


I



I



I



I



I



I



I



I



I



I



I



II

Paper II

Juha Harra, Juha-Pekka Nikkanen, Mikko Aromaa, Heikki Suhonen, Mari Honkanen,
Turkka Salminen, Saara Heinonen, Erkki Levänen, and Jyrki M. Mäkelä

�Gas-phase synthesis of encapsulated iron oxide � titanium dioxide
composite nanoparticles by spray pyrolysis�

Powder Technology, vol. 243, pp. 46 �52, 2013

doi: 10.1016/j.powtec.2013.03.027

© Elsevier B.V.

http://dx.doi.org/10.1016/j.powtec.2013.03.027


II



II



II



II



II



II



II



II



II



III

Paper III

Juha Harra, Paxton Juuti, Janne Haapanen, Miika Sorvali, Eleftheria Roumeli,
Mari Honkanen, Minnamari Vippola, Jaakko Yli-Ojanperä, and Jyrki M. Mäkelä

�Coating of silica and titania aerosol nanoparticles
by silver vapor condensation�

Aerosol Science and Technology, vol. 49, no. 9, pp. 767 �776, 2015

doi: 10.1080/02786826.2015.1072263

© American Association for Aerosol Research

http://dx.doi.org/10.1080/02786826.2015.1072263


III



III



III



III



III



III



III



III



III



III



III



IV

Paper IV

Mariusz Zdanowicz, Juha Harra, Jyrki M. Mäkelä, Esa Heinonen,
Tingyin Ning, Martti Kauranen, and Goëry Genty

�Ordered multilayer silica-metal nanocomposites
for second-order nonlinear optics�

Applied Physics Letters, vol. 103, no. 25, p. 251907, 2013

doi: 10.1063/1.4852795

© AIP Publishing LLC

http://dx.doi.org/10.1063/1.4852795


IV



IV



IV



IV



IV



IV



IV




	Abstract
	Tiivistelmä
	

