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ABSTRACT

The purpose of crushing equipment is to reduce the size of aggregates. Minerals have good
compressive strength, but they are relatively weak in tension. Most of the equipment crushes
the rock by compression, which produces also tensile stresses high enough to fracture the
rock. A single-toggle jaw crusher utilizes two plates, one stationary and another moved by
an eccentric axle, to crush the aggregate between the jaw plates. The interaction of the
aggregate with the jaw plates causes high contact forces, which are high enough to cause
plastic deformation in the jaw plates. Some of the contacts remove material from the jaw
plates. Wear changes the shape of the jaw plates, which a�ects the crushing capacity of the
jaw crusher and eventually leads to the replacement of the jaw plates.

The movement pattern of the jaws is an important factor in the e�ciency of crushing. Com-
pressive motion is needed to crush the rock, whereas lateral motion is desired as it helps
the 
ow of the aggregate through the crusher and increases the capacity. In a jaw crusher,
a 
ywheel is used to store kinetic energy to turn the eccentric axle, which applies the mo-
tion to the jaw. The amount of work consumed in each compression cycle depends on the
movement pattern of the jaw as well as on the mechanical properties of the crushed mineral.
Part of the work is also consumed by the friction of the crushing mechanism, by the plastic
deformation of the crushing contacts, and by the crushing of the aggregates.

This thesis concentrates on studying how the movement pattern of the jaw crusher a�ects
the wear of the jaw plates and the work consumed in the crushing and wear processes. A new
test equipment, the dual pivoted jaw crusher (DPJC), was designed and manufactured to
make the study possible. The DPJC is a laboratory sized jaw crusher, which allows changes
in the relation between the compressive and lateral movements of the jaw. It also has a
modular jaw structure, which enables changing of the geometry of the crushing cavity. The
thesis concentrates on determining how the parameters of the crushing equipment a�ect the
wear and work done in the tests with high manganese and tool steel specimens.

The results of the tests show that there is a linear relationship between the wear of the
specimens and the work done in the test. Also, when the movement pattern of the jaws
is changed, the increase of the lateral motion increases the wear of the specimens and the
total work done in the test. The DPJC was shown to be a versatile tool for wear research,
causing extensive deformation and wear in the jaw plate materials, and having the ability
to work harden also austenitic manganese steels. Carbide reinforced tool steels are known
for their good wear resistance under compression, but with increasing lateral motion of the
jaw plates they were observed to be susceptible to shear localization, which can decrease
their wear performance. In addition to wear testing, the DPJC equipment can be used for
comminution testing of minerals.
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1 Introduction

From the start of civilization people have had the need to break rocks either to make a
de�ned shaped product or tool, or for being able to process the minerals within the rock.
The techniques to break a rock have developed through the time from chisels and hammers
or breaking with �re, ice or water, to explosive mining and heavy duty equipment capable
of drilling or crushing the rock in large quantities. Major improvements were made in
the 19th century due to the steam engine, electricity, and the technological advances in
manufacturing. Most of the modern crushing equipment, such as the jaw crusher, originates
from the 19th century or from the beginning of the 20th century. The concept of optimizing
the crushing process has since been under development. In addition to the crushing e�ciency,
the wear of the equipment has been under vast research.
The relatively hard and brittle natural rocks need high compressive or impact forces before
fracturing, causing a very harsh wear environment for the counterfaces that often contain
phases with lower hardness than the mineral phases of the rocks. Austenitic high man-
ganese steels, also known as Had�eld steels, have been the dominating material for most
of the crushing applications due to their toughness and high capability to work harden.
These properties give an excellent wear resistance against impacts and abrasion. Also other
materials �nd use in the crushing applications: rubber is used in sieves and conveyor belts,
and carbide reinforced steels and hard metals of high hardness in parts where their lower
ductility and lower impact resistance are not a problem.
The development of new wear resistant materials suitable for a speci�c application needs a
testing method that is reliable, repeatable and can closely replicate the wear environment
of the crushing application.

1.1 Aim of the work

The aim of this work was to increase understanding of the e�ects of sliding and compressive
movements of the jaws on the consumed energy and wear of the jaw plates in a jaw crusher.
A new jaw crusher design was constructed for this purpose, as the previous test methods
did not permit such tests without considerable changes in the test equipment. The new jaw
crusher was designed for separate changing of the individual variables in the jaw crusher
environment, thus allowing for better understanding of the rock crushing process and the
wear of the materials in the crushing conditions.
A jaw crusher is designed to crush the rocks into smaller sizes. The main outcomes of the
jaw crusher in operation are the comminution of the rock, the wear of the jaw plates and the
amount of work needed to operate the jaw crusher. The basic assumption of this thesis was
that although the outcomes of the crushing operation are a result of several single events,
the work done in the test could be separated into two di�erent classes:

� Work done to comminute the rock.

� Work done to move the rock by sliding or rolling against the jaw plates, resulting in
deformation and wear of the jaw plates.

The above hypothesis was made based on the brittle nature of rock fracture. Therefore, the
amount of energy needed for the size reduction of the rock from one size fraction to another
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should be fairly constant with the same mineral. The increase in the sliding movement
should therefore mainly a�ect the deformation and the wear of the jaw plates. The research
questions of the thesis were formulated based on this assumption:

1. Are the wear of the jaw plates, the comminution of the rock, and the crushing work
related?

2. Do the jaw geometry and the rock properties a�ect the relationship between wear,
comminution, and work?

3. Does the increase in the sliding movement of the rock particles on the jaw plates a�ect
the relative wear resistance of the selected materials?

Three test series were prepared to answer each of the research questions. The �rst test se-
ries concentrated on the relation of wear and work, and the statistical reliability of the test
method. The second test series was used to study the e�ect of jaw angles and the size of the
rock particles on the relation of wear and work. The third test series compared the wear and
work relation of several carbide reinforced steels. The e�ect of the sliding movement on the
wear of the test materials was examined also by investigating the wear surface deformation
and wear debris of the materials. The materials of the third test series were also tested
with the existing standard test ASTM G81-97 [1] as a comparative study between the test
methods. The jaw crusher test results were also compared to the results of scratch tests and
crushing pin-on disk tests.

The thesis brings forth the following scienti�c contributions:

� A new laboratory size test equipment was designed to examine high stress and gouging
abrasion. The main bene�ts of the test equipment are the simple working mechanism
to apply crushing forces, the ability to monitor the experiment visually or by the use
of sensors, and the ease to separately adjust the crushing geometry and the movement
of the jaws.

� The relation between comminution and work was found to be constant, while the rela-
tion between wear and work was found to follow a linear relationship with increasing
sliding movement of the jaws. As the work is separable, the amount of work can be
used more reliably to compare the comminution and wear of di�erent materials.

� The relation between wear and the hardness of the wear surface of materials has been
previously determined to be linear with tests using smaller rock or grinding paper as
abrasive [2]. The tests with the new jaw crusher showed that this relation continues
to be linear also in the crushing environment with larger rock size.

� The increasing speed of the sliding movement leads to increasingly dynamic wear
behavior in the jaw plates in the jaw crushing environment. The strain rate of cutting
abrasion was found to be in the limit of localized shear banding due to adiabatic
heating. The propability of chip formation by adiabatic shear banding was found to
be lower with softer materials due to the increased cutting depth.

In addition to the scienti�c contribution, the new jaw crusher can bene�t also the industry.
The ability to measure wear with a set sliding movement of the jaw can be useful for the
modeling and development of the jaw and cone crusher equipment. Moreover, the system is
able to determine the crushing and abrasion properties of the minerals that are important
process parameters in mineral processing.
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2 Theory

This chapter examines the theory related to the topic of the thesis. The �rst section describes
the functioning of the jaw crusher used in quarries, the operating principle of the jaw crusher,
and an overview how the jaw crusher wear testing has been developing. The second section
gives an overview of the surface pro�ling and what happens in the contact between surfaces.
The third section de�nes how the contacts cause wear, concentrating on the wear of metallic
materials, and which properties a�ect the outcome of the wear processes.

2.1 Quarrying

Quarrying contains several activities to obtain the desired product. The size reduction of the
rock material is an important part of the process, where the end product size requirement
can be from stone or gravel sized aggregates to very �ne powders. For example, mineral
processing requires �ne product size in order to separate ore from the rock. Drilling and
blasting are used to break the bedrock to boulders and smaller rocks, which are hauled to
a mobile or stationary plant to be crushed [3]. The process of comminution involves several
stages of crushing and screening. The size of the rock particles, which enter the �rst primary
crushing stage can be up to 1.5 meters in diameter [4]. The reduction ratio (RR) of the
crushing equipment de�nes the size reduction of the feed to the crushed product as:

RR =
F80

P80
(2.1)

where F80 and P80 are the sieve sizes that 80 % of the feed and the product size passes,
respectively [4]. The RR of the primary crushing stage is typically 3:1 [3]. The reduced
size of the product after the primary crusher allows transportation on a conveyor belt.
The selection of the crusher for primary crushing depends on the process, but the most used
ones are larger jaw crushers for smaller capacity plants, primary gyratory crushers for higher
capacity when quarry capacity is over 1000 tonnes/hour [5], and impact crushers when the
materials are easily crushable [3]. After the primary crushing stage, the primary crusher
product is screened from oversized rocks and fed to the secondary crushing stage. The
purpose of the secondary stage is to produce coarse sized products, such as aggregates. Cone
crushers are the most used equipment for the secondary stage due to their high capacity
and low operating costs. Ball mills or rod mills are also used as secondary stage impact
crushers [4]. Additionally, tertiary and quaternary stages can be used for the �ne crushing
and to determine the quality of the �nal product, if required. The reduction process can
be either an open circuit or a closed circuit [6]. In the open circuit all the products of the
crushing stage are transported to the next stage. In the closed circuit, the screeners return
the oversized product to be crushed again in the same stage, and the crusher can be operated
with a wider setting, allowing higher capacity.

2.1.1 Comminution work

The comminution process requires vast amount of energy, where the energy e�ciency of the
crushing is about 1 % - 2 % [7]. For example in South Africa the energy consumed by the
mining sector is 15 % of the total electricity consumption of the country [8]. Therefore,

3



the energy consumption of comminution has been under vast research, beginning from the
research of Rittinger (1867), Kick (1885), and Walker (1937) [9]. Most of the research has
been concentrating on the grinding phase of producing �ne particles. Several comminution
test methods have been developed, but there is still need to develop a more convenient test
procedure [10]. Equations 2.2 and 2.3 show two approaches to determine how size reduction
is related to energy consumption [9]. Equation 2.2 from Rittinger is based on the energy of
size reduction being proportional to the generation of new surface area, which is inversely
proportional to the size of the particles. Kick, in turn, proposed Equation 2.3, where the
relative size reduction requires similar energy independent of the sizes of the particles [9].

E = K c(
1
xp

�
1

x f
) (2.2)

E = K cln (
x f

xp
) (2.3)

where E is the speci�c energy,K c is the comminution work coe�cient, x f the size of the
feed, andxp the size of the product. Bond [11] used an impeller tumbler and a ball mill to
obtain the work index wi values of minerals in Equation 2.4

Wwork = wi (
10

p
P80

�
10

p
F80

) (2.4)

whereWwork is the amount of work in the test. A more general form of comminution energy
was postulated by Walker as

dE = � c(
dxf in

x f in
n e

) = � c(
dxf in

x f in
f (x f in )

) (2.5)

where dE is the net energy required per unit weight in a comminution process,ne is an
order of the process,x f in the factor of product �neness, and c is the material and unit
related constant [9]. Replacing thene with values 2, 1 and 1.5, and integrating the equation
leads to the theories of Rittinger, Kick and Bond. Hukki [9] also commented that the
exponent ne in Equation 2.5 was not constant but rather a function of the �neness of the
product, and stated that the equations of Rittinger, Kick and Bond could be applicable for
di�erent particle size ranges. Equation 2.3 from Kick was applicable to larger particles, as
in the crushing process. Equation 2.2 from Rittinger �tted better for the grinding process,
whereas the Bond's Equation 2.4 was unifying the two older suggestions and was suitable
especially for ball milling [9].
Hukki [9] classi�ed the reduction steps and presented an example for the energy consumption
of each step, as shown in Table 2.1 In all these steps the reduction ratio RR is 10:1.
The required work for crushing depends on the compressive and tensile strength of the
mineral [12]. Minerals in general have good compressive strength and poor tensile strength.
The elastic modulus of the minerals, e.g.,� 70 GPa for quartz, is also much lower than the
210 GPa of steels, which causes more elastic dimensional changes in minerals compared to
the steel surfaces. The di�erence in the elastic properties of the contact between steel and
quartz can cause crack propagation in the unloading phase of the minerals even when the
loading phase shows no crack formation [13, 14]. The crack formation from the previous
stages can lower the required crushing work, e.g., e�cient blasting can decrease the energy
consumption of the primary and secondary crushing stages [15].
The size of the feed also a�ects the energy consumption of the crushing process, where the
fracture of larger particles requires less energy than �ner particle breakage [16,17]. Workman
and Eloranta [18] measured the energy consumption of several crushing stages, which are

4



Table 2.1: Reduction steps and the energy consumption of each step [9]. The RR value of
2:1 is presented to ease the comparison to other energy consumption values presented in this
thesis, and is obtained from the RR 10:1 values.

Reduction step Size range Energy consumption, RR 10:1 E, RR 2:1
kWh/t kJ/kg

Explosive shattering In�nite - � 1 m Unknown Unknown
Primary crushing � 1 m - � 100 mm 0.35 0.252

Secondary crushing � 100 mm - � 10 mm 0.6 0.432
Coarse Grinding � 10 mm - � 1 mm 1.6 1.152
Fine Grinding � 1 mm - � 100 � m 10 7.2

listed in Table 2.2. The grinding process consumes around 95 % of the total energy of the
comminution process. However, the size reduction ratio RR was also the largest in the
grinding process. When primary, secondary and grinding stage energy consumptions are
compared by normalizing the size reduction ratio RR to 2:1, the secondary crushing stage
stands out by requiring about twice the work of the other two stages. This comparison
makes the secondary stage the least e�cient crushing stage, which is controversial with the
theory of increasing energy needed for crushing �ner particles.

Table 2.2: Calculated energy and expenditure of crushing stages according to pile size
distribution [18].

Blasting Primary Secondary Grinding Total
crusher crusher

Feed size (mm) 400 102 19.1
Product size (mm) 400 102 19.1 0.053

Performed work (kWh/ton) 0.24 0.23 0.61 19.35 20.43
Energy expenditure (USD/ton) 0.087 0.016 0.043 1.35 1.50
Feed / Product size (mm/mm) 3.92 5.34 360.4

Size reduction work (RR 2:1) (kJ/kg) 0.432 0.792 0.396

2.2 Jaw crushers

The �rst jaw crusher was patented by W.E. Blake in 1858 [19]. The Blake type jaw crusher
had a �xed jaw and a moving jaw, which was pivoted from the top or feed end of the jaw [4].
The swing of the jaw, or throw, was produced by a rotating 
ywheel on an eccentric shaft.
A pitman and a single or a double toggle mechanism connect the eccentric shaft to the
moving jaw. Figure 2.1 a) shows the functional diagram of the Blake double toggle crusher.
Other types of crushers are the Dodge type crushers, where the swing jaw pivot point is at
the bottom or release end of the jaw, and a universal crusher, where the swing jaw pivot
point is at the center point of the jaw [4]. The throw of the swing is di�erent in each of
the con�gurations. The Blake crusher has the largest motion of the jaw close to the release
end, causing e�cient crushing of �nes. The ability to crush larger rocks is limited by the
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smaller jaw motion near the pivot point. In the Dodge type crushers, the release end has
smaller movement and the larger swing is at the feed end of the crusher. This causes e�cient
crushing of larger rocks, but the crusher is easier to choke as the �xed setting of the release
end lowers the crushing e�ciency. The Dodge type crusher is only suitable for laboratory
testing to acquire close sized product. The central pivoted universal crusher has variable
feed and release ends [4].

PivotFixed jaw
Flywheel &
Eccentric shaft

Release end

Feed end

Pivot

Pitman

Front toggle Back toggle

Throw

a) b)

Figure 2.1: Schematics of a) double toggle Blake jaw crusher b) single toggle crusher where
the eccentric shaft is connected directly to the swing jaw.

Figure 2.1 b) illustrates the single toggle jaw crusher, where the moving jaw is directly
connected to an eccentric shaft. The movement of the eccentric shaft is transferred to the
jaw, resulting in an elliptical jaw motion that assists the rock movement through the crushing
chamber [4]. The faster the rock can pass through the crusher, the higher the capacity of the
crusher and the higher the productivity of the crushing process. The gained higher capacity
also increases the wear rate of the jaw plates, as the elliptical movement increases sliding
of the rock against the plates. The single toggle jaw crusher is widely used in Europe due
to its higher capacity, simpler design and lower costs [4]. Figure 2.2 shows the commercial
single toggle jaw crusher from Metso Minerals.

The most important parameters in a jaw crusher are the width of the crusher, the angle
between the jaws, the throw or maximum amplitude of the jaw, and the minimum gap
between the jaws at the release end. The width of the crusher together with the angle
between the jaws de�ne how large rock particles can be �tted between the jaws. The rock
is compressed and crushed at a certain vertical level of the jaw depending on the size of
the rock. After the rock is crushed to smaller pieces, the particles fall to a lower level and
are crushed again until they �t through the release end. The capacity of the jaw crusher
can be improved by selecting a correct opening angle of the jaws, which depends on the
mechanical and frictional properties of the rock. Typically the used jaw opening angles
are less than 26� , as larger angles can cause slipping of the rock that reduces the capacity
and increases wear [4]. The throw of the jaw, or the extent of the movement of the jaw,
determines the compressive displacement or compaction of the rock. A large throw causes
more crushing events in a cycle and decreases the possibility of chokage. The feed opening
and the minimum gap between the jaws together with the throw determine the size limits
of the feed and the product. The reduction ratio of the jaw crusher can vary from 4:1 up to
9:1 [6].
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Figure 2.2: Single toggle jaw crusher design. Image courtesy of Metso Minerals.

2.2.1 Description of the jaw movement in a common single toggle jaw crusher

A common single toggle jaw crusher's crushing cavity consists of a stationary jaw, two side
plates, and a moving jaw with a total of four pivoting points. Figure 2.3 shows a schematic
of the single toggle jaw crusher with pivot points numbered from one to four. The movement
of the jaw crusher is exaggerated and the dimensions of the parts may not be correct to the
real applications. The external force is rotating a 
ywheel on an axle at the pivot point (1).
The rotation of the eccentric axle moves the pivot point (2) of the moving jaw, and causes
horizontal and vertical movement of the jaw. In this work the vertical movement is called
the lateral or sliding movement of the jaw, and the horizontal movement the compressive
movement of the jaw. The moving jaw is connected to a pitman with a pivot point at the
lower end of the moving jaw (3). The other end of the pitman is connected to the support
frame with the fourth pivot point (4). The stationary jaw is �xed to the support frame.

The 
ywheel rotation of the single toggle jaw crusher causes spherical movement of the upper
end of the moving jaw. The throw of the crusher depends on the eccentricity or the distance
between the pivot points (1) and (2). Figure 2.3 illustrates the rotation of the jaw crusher
in three positions. In a) the upper end of the jaw is almost fully open and the rotation of
the axle (1) from position a) to b)causes the initiation of the compressive movement. The
lower end of the jaw at a) is closing at the same time the upper end is opening. In position
b) the lower end of the jaw is close to the closed site setting (CSS) with a minimum gap
between the jaws, and the moving jaw is lifted to its highest position. The upper end of the
jaw is in the crushing part of the cycle when the crusher is rotated from position b) to c).
The moving jaw moves downwards and compresses the larger rock particles. At the same
time the lower end of the moving jaw is opening towards the open side setting (OSS). The
con�guration of the pivot points de�nes the movement of the jaw crusher. The bene�t of
the single toggle crusher is that there are two crushing events in one rotation cycle. One half
of the cycle crushes the smaller sized rocks at the lower part of the jaw, while the opening
of the upper part at the same time allows new rocks to fall lower into the jaw crusher. The
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Figure 2.3: Schematic of a single toggle jaw crusher at three positions of the crushing cycle.
The elliptical circle shows the movement of the end of the moving jaw, and the arrows point
the direction of the movement. The four pivot points are numbered from (1) to (4). In a)
the lower end is moving towards CSS, in b) the lower end is opening from CSS and moving
towards position c) close to OSS.

second part of the cycle crushes the larger rocks at the upper end of the jaw and the opening
of the lower end allows the crushed rock to fall from the jaws.
The movement of the moving jaw at the upper end of the jaw follows a spherical path,
whereas the movement at the lower end of the jaw follows a very narrow elliptical path.
Most of the movement at the lower end of the jaw is lateral, which causes sliding of the
rock particles against the stationary jaw, when the crusher is moved from position a) to b).
The larger amount of sliding means increased amount of wearing of the wear plates near the
lower end of the jaw [4]. However, the movement of the jaw crusher improves the crushing
capacity of the jaw as the vertical motion at the upper part of the moving jaw helps to push
the rocks towards the release end of the jaw.

The jaw crusher is powered by an electric motor, which is rotating the 
ywheel. A small
amount of the kinetic energy stored in the momentum of the 
ywheel is consumed each cycle.
The electric motor is used to keep the 
ywheel rotating at a certain speed. If the energy
consumption per cycle overcomes the electric motor power, the speed of the jaw crusher
decreases, and can in the worst case cause seizure. Crushing of rocks consumes energy in
the compression cycle, but also the rotation of the eccentric axis requires energy. Therefore,
the idle power consumption of jaw crushers is about 50 % of the full load power consumption
during crushing [5].

2.2.2 Wear tests with a jaw crusher

The wear mechanism occurring in jaw crushers is generally described with a term gouging
abrasion, in which sizeable grooves are generated onto the wear surface [20]. Gouging wear
tests have been conducted for several decades as �eld tests or in more controlled laboratory
tests. Sare and Constantine [21] criticized the use of simple laboratory tests such as the
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pin abrasion test to assess an application involving also other wear mechanisms. In the pin
abrasion test the pin is pressed with a constant load against a rotating counterbody, which
typically is a SiC grinding paper. Instead, Sare and Constantine [21] supported the use of a
pilot scale equipment for �eld wear testing. Blickensderfer [22] proposed certain criteria to
improve the quality of a �eld wear test. The use of a test specimen should not change the
wear conditions and geometry, and a shorter test time has to be used compared to the time
for the wear part to become obsolete. However, �eld tests are expensive and require more
time and manpower when compared to laboratory scale tests. Therefore, the laboratory test
methods have also been under development since the beginning of the 20th century. Hall [23]
and Ksenofontov [24] used small laboratory-size jaw crushers to rank materials according to
their wear resistance. In 1971, Borik and Sponseller [25] modi�ed a jaw crusher to facilitate
testing with parallel and 
at specimens instead of crowned and corrugated surfaces, which
allowed easier manufacturing of the specimens. They used a stationary jaw plate as the test
sample and a moving jaw plate as the reference sample, and the test result was the ratio
of the weight losses of the test and reference samples. The reproducibility of the test was
found to be good. Borik and Sponseller [25] also noted that the stationary jaw has a higher
wear rate than the movable jaw. Borik and Scholz [26] used the same method to assess the
gouging wear resistance of several types of materials. In 1980, Sare and Hall [27] compared
the test procedures from a statistical point of view. They argued that using the reference
material in the movable jaw and the test material in the stationary plate gives information
about the relative wear but not about the experimental error. When the stationary jaw
wear rate is di�ering from the movable jaw due to the jaw geometry, also the wear rate
comparison is a�ected. These de�ciences can be overcome by running a new test for each
material, where the test and reference specimen places are switched. Sare and Hall continued
that when the two tests were compared using the reference specimen, the standard error
increased when comparing the test specimens. They suggested an alternative procedure of
testing all the materials against each other, where the reference material would be one of
the test materials. As the number of tests in a series is twice the number of test materials,
each material is tested twice in the same jaw position. This procedure was also used by
Sare and Arnold [28]. American Society for Testing and Materials published a modi�cation
of this procedure as a standard ASTM G 81-97a [1], where both jaws were split in half
to contain a reference material side and a test material side, and the reference material
would be in a place opposite to the test material. The advantage was that one test was
enough to �nd the wear ratio of one material to the reference with a same precision as with
the previous procedure using only half of the number of tests. However, in 1991 Sare and
Constantine [29] pointed out that the ASTM G 81-97a was disregarding the variability of
the reference material and suggested a procedure, where the split pair specimen would be
tested without a reference specimen. Table 2.3 shows the test sample placement of test
materials A, B, and C and the reference material R in �ve test arrangements.
Lindqvist and Evertsson [30, 31] studied the wear of jaw and cone crushers. They built
their wear model to be proportional to the pressurep that is caused by the compressive
movement. Wear W is a sum of the sliding and compressive components, and for single
compression it can be written as

� W =
1

Wc

� 1

0
pvdt +

p
Ws

(2.6)

where Wc is the wear coe�cient of the sliding term, Ws is the wear coe�cient of the com-
pressive term, andv is velocity. Another model that they used for the cone crusher was the
sum of the normal pressurepnormal and the shear pressurepshear [32]:
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Table 2.3: Comparison of the jaw crusher test procedures. The test materials A, B, and C
are compared to reference R.

Ref Stationary / Movable 1 2 3 4 5 6

[27] S R R R
M A B C

[27] S R R R A B C
M A B C R R R

[27] S A B C B C A
M B C A A B C

Ref Stationary / Movable 1 2 3

[28] S R A R B R C
M A R B R C R

[29] S C B A B C A
M A C C A B B

� W =
1

W�
(pnormal + K spshear ) (2.7)

where W� is a wear resistance related parameter andK s is a parameter scaling the e�ect of
shear pressure when no slip occurs.

2.3 Tribology and contact forces

Hutchings [33] de�nes tribology as the science and technology of interacting surfaces in
relative motion. Such interactions are friction and wear, and the interaction of lubricants
with those factors. Several points have to be considered when examining the contact forces
between the rock and the jaw plate and the resulting wear. This chapter discusses how the
surface topography, contact and friction between the surfaces are de�ned and measured.

2.3.1 Surface pro�le

Even visually smooth surfaces are wavy and rough in the micro- or nanoscopic scale [34].
These surface height deviations can be measured with various types of pro�lometers. The
surface pro�le is de�ned as an intersection of the real surface by a speci�c plane [35]. The
earliest pro�lometers moved a mechanical surface contacting probe on the specimen surface,
which measured the surface pro�le of a single line as displacements of the probe along the
measured path. Similar line scanning can also be achieved for example with laser pro�lome-
ters, which project a focused laser beam on the target and measure the surface height from
the re
ection path of the light. Several statistical values can be calculated from the surface
pro�le, such as the arithmetic mean height or the average roughnessRa of the pro�le, or the
root mean square (rms) roughnessRq [33]. The mean roughness depthRz is the mean of
the single heights of the sum of the largest pro�le peak and valley taken within the sampling
length l r [35]. Equations (2.8) and (2.9) show the de�nition of the Ra and Rq values:

Ra =
1

L p

� L p

0
j z(x) j dx (2.8)
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Rq =

s
1

L p

� L p

0
z2(x)dx (2.9)

wherez is the height of the pro�le that deviates from the mean pro�le height at the position
x from the origin, and L p is the overall length of the pro�le. Several measures are needed
to explain the pro�le roughness, as for example the average roughness gives no information
about the shapes or spacings of the surface irregularities. These can be measured as the
pro�le height probability distribution and the spatial distribution of peaks and valleys of the
pro�le, and can be described with an amplitude density function � (z) that is proportional
to the probability of �nding a point on the surface at height z above the mean line [33]. A
symmetrical pro�le leads to a symmetrical amplitude density curve about the position of
the mean height. Asymmetric surface leads to skewnessSk of the density curve de�ned as

Rsk =
1

Rq
3

� x

� x
z3� (z)dz (2.10)

where Rq is the standard deviation of the amplitude density function. Figure 2.4 presents
four surface pro�les, where in a)Rsk is positive, in b) negative, and in c) and d) the skewness
is zero due to the symmetry of the surface [36].

I

I I

I

a)

c) d)

b)

Figure 2.4: Examples of skewness pro�les.Rsk is positive in a), negative in b) and zero
in c) and d) [36].

Equation (2.11) shows another measure, which is the kurtosisRku or the sharpness of the
peak of the height distribution curve:

Rku =
1

Rq
4

� x

� x
z4� (z)dz (2.11)

A kurtosis value less than 3.0 indicates a broad and 
at distribution curve, and a value
higher than 3.0 a more sharply peaked distribution [33].
Rough surfaces are usually not 
at but corrugated, and they can have concave or convex
shapes. The shape of a complex surface is included in the surface pro�le, but it is not relevant
information regarding the roughness of the surface. Filters can be used to separate the
longwave and shortwave components of the pro�le. ISO standard (ISO 11562) de�nes three
�lters that separate the surface texture pro�le into longwave and shortwave components:
The Ls �lter de�nes the intersection between roughess and shorter wave components, the
Lc �lter de�nes the intersection between roughness and waviness components, and the Lf
�lter de�nes the intersection of waviness and even longer wave components.
The primary pro�le, the roughness pro�le, and the waviness pro�le are separated by the
above mentioned Gaussian �lters [35]. The nominal form (tilt) has been removed from
the raw pro�le to show the shape of the primary pro�le. The waviness pro�le takes into
account the wave components that remain between the Lc and Lf �lters, where Lc cuts the
shorter roughness related wave components and Lf the longer form related components. The
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roughness pro�le is formed from the wavelengths between the Ls and Lc �lters, where the
long wave components are cut with the Lc �lter and the very small components with the Ls
�lter.

2.3.2 Surface texturing

The surface pro�le can be extended by scanning several parallel lines to produce areal mea-
surements. Alternatively, several measurement techniques such as white light interferometry,
focus variation and confocal microscopy can produce areal surface contour maps by vertically
scanning the optical �eld of view. In these methods the resolution of the map is limited by
the used magni�cation of the objective. The surface contour maps are visually e�cient but
the data needs to be processed for numerical comparison. A scale limited surface is created
using Ls, Lc and Lf �lters that remove the shortest and longest wave components [37].
The average roughness or the arithmetical mean heightSa of the scale limited surface is
de�ned as

Sa =
1
A

�

A
j z(x; y) j dxdy (2.12)

where A is the de�ned area of measurement,x and y the position coordinates, andz the
height of the scale limited surface. Similarly the root mean square heightSq, the skewness
Sk , and the kurtosis Sku of the scale limited surface are de�ned as [37].

Sq =

s
1
A

�

A
j z2(x; y) j dxdy (2.13)

Sk =
1

Sq
3

�
1
A

�

A
j z3(x; y) j dxdy

�
(2.14)

Sku =
1

Sq
4

�
1
A

�

A
j z4(x; y) j dxdy

�
(2.15)

2.3.3 Contact between surfaces

The contact occurs only between the highest irregularities of the surfaces, when two rough
surfaces are pressed against each other. This means that the real area of contact is smaller
than the apparent area of contact. As the true area of contact is smaller than the apparent
area, also the pressure between the contacts is higher than that of the apparent area. The
elastic deformation of surface asperities can be estimated with a Hertzian contact of sphere
and plane:

a =
�

3FN r
4E

� 1=3

(2.16)

where E is the modulus of elasticity, r the radius of the sphere,FN the normal force, anda
the radius of the contact circle between the sphere and the plane [33]. The maximum shear
stress beneath the indenter occurs at a depth 0.47a that initiates plastic 
ow when a yield
criterion is reached. The zone of plastic deformation extends eventually to reach the surface
as the normal forceFN is increased. The mean pressure over the area can rise up to 3 times
the uniaxial yield strength � y of the material before fully plastic indentation occurs. This is
due to the two thirds of the applied pressure that goes to hydrostatic pressure and does not
a�ect the production of plastic 
ow [38]. In a surface with many contours, the pressure is
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divided to an increasing number of surface contours with increasing normal force. The real
area of contact is found to be linearly proportional to the normal force [39].

2.3.4 Friction during sliding

Amontons
 three laws of friction [33] describe the relation between the normal and frictional
forces in the apparent contact of two surfaces:

I Normal force FN and tangential forceFT caused by friction are proportional, FT = �F N ,
where � is the friction coe�cient.

II Tangential force of friction is independent of the apparent area of contact.

III Tangential force of friction is independent of the sliding velocity.

These laws are true for many materials and many conditions, but not for all [33]. In metals
the change of environment can cause high 
uctuations as the friction is highly a�ected by
the oxide layer on the metal surface. The lack of oxide layer causes adhesion of the surfaces
that form asperity junctions with a certain cross-sectional areaA j . The real area of contact
A is the sum of these asperity junctions. In a plastically deformed state, the pressure is
close to the indentation hardness H of the softer material, and the relation to normal force
is FN =AH, if the asperities are supporting the load. If sliding occurs between the surfaces,
the junctions can be presumed to have a shear stress� required to break the junction, and
friction force of the junction due to adhesion becomesFadh =A � . The adhesive friction
coe�cient of these components is constant� adh = �=H [40]. The yield strength � y is about
1.7 to 2 times the yield strength in pure shear� y , and H � 3� y , thus � 5� y . Then � adh

can be estimated to be� 0.2 [33]. In contrast, Tabor [38] notes that after the yield point
� y has been reached, the ideally plastic material passes the ultimate tensile strength UTS
of the material, thus UTS = 0.33H.
In addition to adhesion of the surfaces, frictional forces are also caused by larger scale
plastic deformation when harder asperities are ploughing the surface of the softer material.
In a plane strain model, the friction coe�cient � def caused by a wedge of semi-angle� sa

is � def = cot� sa [33]. The sum of � adh and � def is around 0.3, when the slopes of the
surfaces are typically less than 10� . However, higher coe�cients of friction can be achieved
with metals. This is explained by junction growth during sliding, when the junction 
s
true contact area A increases due to plastic deformation. When a tangential forceFT is
applied, the junctions experience an additional shear stress� . To remain in the point of
yielding, this additional shear stress means that the yield pressurep0 caused by the normal
stress must be reduced to valuep1, and the area of contact must grow. Equation (2.17)
shows the relationship determined by Tresca
s yield criterion. Equation 2.18 shows the
same relationship using normal and tangential forces [33].

p1
2 + 4 � 2 = p0

2 (2.17)

FN
2 + 4FT

2 = A2p0
2 (2.18)

Equation (2.18) allows the coe�cient of friction to rise to very high values, but usually it
is limited by the ductility of the deforming material or the presence of a weak interfacial
�lm [33].
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2.4 Wear of metals

Wear is usually de�ned as an unwanted material loss or damage to a surface. The wear
situation can be classi�ed into several categories, and DIN 50320 standard divides wear
into four mechanisms [2]. Adhesive wear occurs by the formation and breakage of adhered
junctions or bonds. Abrasive wear occurs when a hard particle or a hard protuberance of
a countersurface is forced against and sliding along a softer surface [33]. In surface fatigue
material is lost when cracks that are forming on the surface due to cyclic loading grow large
enough. Tribochemical reaction describes material loss due to chemical interactions in the
contact, e.g., due to the removal of the oxide layer by corrosion.

Wear is usually measured as mass lossWm of the wearing object or as volume lossWV

from the speci�c location of the object. For example in scratch tests, the slider can plough
material to the sides and produce a groove. A certain volume of material is displaced but
not necessarily detached from the surface. The deformation damage of the surface, which
does not remove material, is di�cult to measure. Cracks, 
akes and grooves can cause dam-
age to the system by increasing the surface roughness, which can cause increased friction in
the tribosystem. In other environments the surface damage can cause initiation of fatigue
fracture, or increase the corrosion rate of the material. Usually wear is only measured as the
amount of volume loss of the object as detached particles, which can be obtained from the
weight measurements, if the density� of the material is known. The volume loss can also
be determined with surface pro�lometry, if the original dimensions of the object are known.

The measured wear is accumulated either from a continuous wear event or from several
events, and the amount of wear depends on the length and number of these events. Wear
rate can be used to compare the wear situations that have di�erent number or length of
events. The most exact measure of wear is found in scratch testing, where wearW is
de�ned as a function of distanceL the slider has grooved the surface, i.e.,Wm =L(g=mm).
In more complicated tests wear can be related to the nominal sliding distance, which does
not represent the actual sliding distance, but where the nominal and actual length of sliding
can be directly related. The time dependency of the wear rate can be used if the sliding
motion is uncertain or unmeasurable. Then, wear per test timeWm =t (g=s) is usually
used. In crushing applications, the wear rate is usually also dependent on the amount of
comminution of the crushed material, and is announced as wear per mass of crushed material
Wm =m (g=kg or g=ton).
Wear resistance is the capability of a material to resist wear, and is thus the inverse of wear
1

W . Relative wear resistance" = W ref

W mat
is often used in the wear comparison, whereWmat

and Wref are the wear of the test and reference materials, respectively.

2.4.1 Abrasive and adhesive wear

Because of the closeness of abrasive and adhesive mechanisms, both mechanism are gener-
ally active in a wear situation. In adhesion, the deformation of the contact faces can result
in work hardening of the protuberances, which can then act as abrasive protuberances. In
abrasion, a �lm of adhered material can form on the surface of the abrading particle, and
adhesion can occur between the adhered material and the counterface. Atkins [41] criticized
the division of wear into these two categories due to the mixed nature of adhesion and abra-
sion, as both categories can have same acting wear mechanisms. He suggested the use of
the term "penetrative wear" instead.
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Archard's [42] study of adhesive wear is widely used to explain the relationship between wear
and the contact forces, and is also used in abrasive wear. Archard's theory postulates that
the wear rate is proportional to the load and is independent on the apparent area of contact.
Archard's equation 2.19 shows that the volume wear WV is dependent on the normal force
FN and sliding distance L, and on the inverse of the hardness of the material. Kad is a
dimensionless coe�cient of adhesion wear that can be determined experimentally.

WV = K ad
FN L

H
(2.19)

Equation 2.20 rewrites the Archard's equation (2.19) as the volume wear rate per unit sliding
distance:

WV

L
= K ad

FN

H
(2.20)

The wear rate in adhesive contact is then the ratio of the external pressure and the material's
capability to resist the pressure, i.e., its hardness. The wear coe�cientK ad contains the
unknown factors. Several studies have been conducted to characterize these factors and to
modify equation 2.20 also to �t the abrasive test results. For example Khruschov [43] listed
several basic principles of abrasive wear during friction against �xed abrasive grains:

� Linear wear � l is directly proportional to the stress � and the friction path � S:
� l = c � � � � S, where c is a proportionality coe�cient.

� The relative wear resistance" in pure annealed metals is directly proportional to the
hardness H:" = c2 � H , and correlates with the modulus of elasticity E: " = c � E 1:3,
where c andc2 are coe�cients.

� The relative wear resistances of the heat treated structural steels show linear depen-
dence on the bulk hardness:" = "0 + c3 (H � H0), where "0 and H0 are the relative
wear resistance and hardness of the material in annealed condition, andc3 is a coe�-
cient.

� The relative wear resistance is not a�ected by work hardening if the abrasive hardness
is higher than the hardness of the cold work hardened structure.

The abrasive contact situation can be described by several qualifying terms that classify
abrasion according to the wear environment, the geometry and speed of the contact, and
according to the mechanical properties of the particle and the counterface material.

2.4.2 Classi�cation by the wear environment

The environment of the abrasive particle or protuberance de�nes how constrained the move-
ment of the abrasive is when it contacts the counterbody. Sliding abrasion ortwo-body
abrasion is used to describe a situation where the abrading particles or protuberances are
�xed to one surface that restrains the possibility of rolling of the particles [44]. The �xed
position causes the abrasive event to be conducted at a �xed angle between the face of the
particle and the countersurface. This term is typically used to describe grinding, scratch
tests, or pin-abrasion tests. There are also other tests that can �t into this category, such
as the sliding contact vs. rolling contact test by Mouritz and Hutchings [45]. In this test,
the contact is closer to two-body abrasion with a steel body in contact with a large rock
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counterface.

In rolling abrasion, the particle has no �xed support when pushed against the wearing sur-
face, but it relies on the support of a counterface or other particles. The termthree-body
abrasion has often been used, when the abrading particles are between two surfaces with a
freedom to roll or slide against the surfaces [46]. The abrasive particle is momentarily �xed
to either of the surfaces, described here as the third body that supports the particle enough
to enable sliding or rolling movement against the counterface. Ax�en et al. [47] showed that
the hardness of the counterbody is an important factor in three-body abrasion. The increas-
ing hardness of the specimen can result in a decrease in wear resistance, if the hardness of the
counterface is overcome. Yang and Garrison [48] showed that the microstructural features
improving the wear resistance in two-body abrasion lead to a similar in
uence on the wear
resistance in three-body abrasion. Gates [49] argued that the classi�cation of abrasion into
two or three-body abrasion is 
awed, and it would be preferable to base the classication on
the severity of the wear. Also, Fang et al. [50] considered two-body abrasion to be a special
case of three-body abrasion, where all the particles are sliding on the surface. In contrast,
Wang and Wang [51] proposed a wear model for the three-body abrasion category, where the
interactions between the abrasives and the wearing surfaces are primarily by indentations.

Erosion de�nes a situation, where the particles have a high degree of freedom of movement
when they are contacting the surface [2]. Material is removed from the target surface due
to abrasion, or in the case of a brittle material, due to fracturing. The kinetic energy of the
particles is an important factor, and the de�nitions of impact-erosion or impact-abrasion
are used when the particles have a high velocity or momentum. The proper use of the terms
have been under investigation. Gates et al. [52] studied the ball mill wear mechanism and
found that the impact-abrasion is not a suitable description for the ball mill environment
and suggested the use of high-stress abrasion instead, which classi�es the situation according
to the mechanical strength of the abrasive particles.

Open and closed systems are also used to describe the environment. In a open system the
wear debris is removed from the system and does not a�ect the wear rate. In a closed system
the wear debris can a�ect and change the wear environment properties either by acting as
loose abrading particles or as solid lubricants.

2.4.2.1 Chemical environment

The chemical reactions between reagents and the surfaces can in
uence the outcome of wear.
Corrosion or oxidation can produce a surface layer that can also be bene�cial by reducing
the friction and preventing adhesion between the metal bodies. The oxides, however, can
also have a detrimental e�ect by acting as abrasive particles in closed systems.

The e�ect of humidity in abrasive wear has been investigated by several authors [53{55].
The presence of humidity can increase the wear rate in two-body abrasion but is found to
be important only at low wear intensities. In three-body abrasion the humidity can assist
the fracturing of particles to produce fresh particles with high angularity, thus increasing
the wear rate. Bingley and Schnee [56] studied the wear of metals under wet and dry three
body conditions and concluded that the wet conditions with larger particles of 60� m in size
promoted wear by sliding and cutting.
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The environment can also change the properties of the abrasive particles. Bohloli and
Hoven [57] examined how water a�ects the comminution in the cone crushing environment
and concluded that the in
uence of water decreased the tensile strength of the rock and
produced less �nes.

2.4.3 Contact geometry: ploughing, prow formation, or cutting

The geometry of the contact between the particle and the counterface de�nes whether the
contact is ploughing on the surface or whether the contact is de�ned as cutting. In general,
when the attack angle � a is small, the contact is de�ned as ploughing, where a sliding
particle pushes the counterface material to the sides of the groove. Figure 2.5 shows the
basic shapes of ploughing and cutting abrasion.

Figure 2.5: Ploughing and cutting abrasion, showing the prow and chip formation and the
attack angle� a of the abrasive particle

Rabinowicz [58] included the e�ect of the opening angle� of a conical abrasive to the
volume wear WV of the specimen material. Equation 2.21 shows the wear rate form of the
Rabinowicz equation, which is similar to the Archard's Equation 2.20. TheK ad of adhesive
wear in equation 2.20 is now de�ned as the cotangent of the average opening angle of the
abrasive particles, i.e.,

WV

L
=

cot�F N

�H
(2.21)

With increasing attack angles the geometry of the contact increases the size of the prow in
front of the scratch head. Challen and Oxley [59] showed that a slip line �eld model gives
a steady state volume wear over a given distance as:
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WV

L
=

1
p

2� f

cos(� s + 0 :5cos� 1� f )
cos(� + ( � s � 0:25� + 0 :5cos� 1� f ))

(2.22)

where � s is the slope of the asperity,� f the strength of the interfacial �lm � f = � y =k, � f is
the shear 
ow stress of the softer material, and� y the shear strength of the �lm. Challen
et al. [60] suggested a critical angle� c where the wear debris changes from torn-o� wear
particles into chip formation, when � a > � c. At the critical attack angle � c, the prow
becomes unstable and starts to cut material into chips. Generally, the wear as a removal
of material is higher in cutting than in ploughing, where the material can also be displaced
on to the surface instead of being removed. Bates et al. [61] examined the transition from
ploughing to cutting with a pin-on-disc device inside a scanning electron microscope. They
reported a three-step process: �rst a bulge is formed in front of the slider, followed by a crack
propagating parallel to the sliding direction. In the third phase, the wear debris platelet is
pushed forward while remaining attached to the bulge.

In addition to the ploughing and cutting modes, Hokkirigawa and Kato [62] included the
wedge formation mode as the transition zone between ploughing and cutting. In their results
the cutting mode activated with the increase of penetration. The presence of the wedge for-
mation mode was dependent on the high shear strength of the contact interface. When the
penetration depth was kept the same, the degree of wear increased with increasing hardness
of the material. Kitsunai et al. [63] conducted repeated pass scratch tests and de�ned a
fourth mode of contact as shear tongue forming in front of the indenter. The mode changed
from ploughing through shear tongue mode to wedge formation, and ended in the cutting
mode when either the load or the number of passes was increased.

The wear volumes of a ploughing groove and a cutting groove are di�erent, and also depend
on how the wear is de�ned. For example, Torrance [64] suggested that the scratch tests
with a ploughing Vickers indenter remove material mainly by removing the side walls of the
groove. This behavior is enhanced by the roughness of the specimen surface. In ploughing,
fractured or 
aky side walls of the groove remain in single pass scratch tests, but can be
easily removed with overlapping passes. Zum Gahr [2] rised a question whether the loosely
adhered particles on the surface should already be considered as wear debris.

Garrison [65] suggested that for ploughing the volume wear rate can be written as

WV

L
�

(1 � f )FN

Hdef
(2.23)

where f is the fraction of a wear groove ploughed to either side of the abrasive particle
but not removed from the surface, andHdef is the hardness of the deformed material. He
concluded that in ploughing the term (1 � f ) depends primarily on the ductility and not
on hardness. Zum Gahr [66, 67] concluded that in scratch testing the ratio of the volume
removed by microcutting to the volume removed by ploughing, f ab, can be obtained from
the ratio of the positive and negative areas of the groove cross-section as

f ab =
Av � (Aw1 + Aw2)

Av
(2.24)

where Av is the cross-sectional area of the groove andAw1 and Aw2 are the cross-sections
of the material pushed to the sides of the groove. When no material has been detached,
the value of f ab is 0 and the abrasion causes only ploughing. The higher the value off ab
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is, the more of the material has been detached by scratching. Whenf ab is 1, the removal
mechanism is ideal microcutting.

2.4.4 Surface deformation and fatigue

Although surface fatigue is classi�ed as its own wear mechanism, the transition from ductile
grooving to brittle grooving is not straightforward. Continuous overlapping grooving can
produce a highly deformed layer on the wear surface that can wear by fracturing. This
fracturing is often associated with a tensile wave that follows the scratch head. Suh [68]
proposed a delamination theory for the chip removal in slow speed sliding wear, where the
crack nucleates at the subsurface and propagates towards the surface. Once meeting the
surface the particle is removed by the crack bending under tension towards the slider passing
over.

Multiple pass scratch testing has been used to produce a more controlled wear test. Shetty
et al. [69] compared the multiple pass scratching with a diamond indenter and with irregular
Al 2O3 particles. They concluded that the deformed surface features produced by the Al2O3

particles corresponded to the low-stress rubber wheel abrasion tests (RWAT), whereas the
features produced by the geometrically better de�ned diamond indenter did not. Xie and
Williams [70] also conducted multiple pass scratch tests with varying attack angles� a of
the indenter and measured the wear rate of the specimen. They concluded that the average
wear rate Wwr can be written as:

Wwr =
V �
FT L

=
�r def

C� k � t tan2� a

�
hs

h + hs

� 0:5

(2.25)

where V is the removed volume, L is the sliding distance, FT is the tangential force, rdef

is proportional to the total work going to plastic deformation, C is a constant, � k is the
average shear 
ow stress,� t is the true fracture strain, h is the depth of penetration, and hs

is the height of the ridges of previous grooves.

Even if the wear surface was originally smooth, the abrading conditions are bound to increase
the roughness of the wearing surfaces. The geometry of the contact between the wearing
surface and the abrasive particles is changing with the roughness. Slip-line �eld analysis of
rough surfaces showed an increase of wear with increasing roughness of the surface [71]. The
wear rate was also found to depend on the elastic modulus-to-hardness ratio of the abraded
softer surface.

2.4.4.1 Speed of abrasion

The strain rate of deformation on the grooved surface is dependent on the speed of the
abrading particle. The local deformation at higher strain rates can cause heating of the
deformed surface, which can change the mechanical properties of the materials. Misra and
Finnie [44] experimented on the sliding speed in two-body wear contact and found that the
wear resistance increases with increasing sliding speed up to 65 mm/s. They suggested that
the increase in the wear resistance is due to the increase of 
ow strength with increasing
strain rate. Misra and Finnie [72] concluded that the size e�ect of the abrasive particles
causes lower wear with particles below 100� m, as the shallow surface layers exhibit higher

ow strength against abrasion.
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2.4.5 Material properties

The wear resistance of a material is not a material property. The test environment de�nes,
which material properties are important for the wear resistance. In many cases the most rel-
evant mechanical properties are the tensile yield strength as the ability to resist deformation
and the ductility as the ability of the deformed surface to resist fracturing. Other material
properties in
uencing the abrasive wear are the crystal anisotropy, mechanical instability,
strain distribution, work hardening capability, and fracture toughness [2]. Hardness of the
material is the most used measure in the comparison of materials' wear resistances.

2.4.5.1 Hardness

Indentation hardness is the most used measure of the wear resistance due to the simplicity
of its measurement, and as the higher indentation hardness can in many cases be assumed
to provide better abrasion resistance. Hardness is not exactly a material property, but can
approximate the tensile strength of the material. The hardness test can be considered as
a controlled surface deformation test that measures the material's resistance to deform by
indentation. However, abrasion requires lateral movement of the particle to slide on the
countersurface and to deform the material on the surface for high strains. Otherwise it is
more preferable to classify the contact as indentation, where the deformation is local and
strains are lower. The size of the indentation can be used for measuring the hardness of the
material. Similarly, scratch tests can also be used to determine the scratch hardness, and
the results are generally comparable [73]. However, Atkins and Liu [74] showed that the
depth of the groove in sliding was smaller than the depth of the static indentation, when the
attack angle � a was very small. Higher velocities can also cause changes in the scratching
results with materials having time dependent properties [73].

During abrasion the plastic deformation usually increases the hardness of the surface layer.
The amount of work hardening of the material is important for the extent of wear. Richard-
son [75] showed that the maximum hardness and the corresponding yield stress are related
to the relative wear resistance of the material. The strength properties of the worn material
depend also on the geometry and strength properties of the abrasive [76]. The wear resis-
tance of the specimen material relative to the reference material is a�ected by the relation
of the maximum hardness of the specimen and the hardness of the abrasives [77]. Also
heterogeneous materials with harder phases were investigated. Richardson [77] concluded
that when the size of the hard phases is less than the size of the wear debris, the hard phases
act only e�ectively by strengthening the material. Phase sizes larger than the wear particles
are more e�ective and act as obstacles in abrasion.

Equations 2.21 and 2.23 de�ne the relation between hardness and wear. Torrance [78] also
found a correlation between the wear resistance and hardness in the pin abrasion tests, and
formulated this as

" i �
H i

H r

�
1 + K

�
H r

E r
�

H i

E i

��
(2.26)

where " i is the relative wear resistance,E i , E r , H i and H r are the elastic modulus and the
maximum hardness valuesHU of the test (i) and reference (r) materials, whenHU is ob-
tained from the tests of Richardson [75]. Torrance estimated thatHU = H + 300 + 130Cwt: ,
where Cwt: is the carbon content in weight percent. Zum Gahr [79] stated that the ratio
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f ab in equation 2.24 can also be written using the deformation capabilities of the materials as:

f ab = 1 �
�

' lim

' s

� 2=� d

(2.27)

where ' s is the e�ective deformation on the wearing surface,' lim is the capability of defor-
mation of the materials before microcracking occurs, and� d is a factor describing the decay
of deformation with increasing depth and depends on the work hardening behavior of the
material, i.e., � d = ( Hdef =H)1=3. Zum Gahr [67] showed that the linear wear intensityWl=s

of a scratch test can be written as:

Wl=s = � 1

"

1 �
�

' lim

' s

� 2=� d
#

p
Hdef

(2.28)

where p is the applied surface pressure and �1 is a geometrical factor describing the shape
of the abrasive particles.

Figure 2.6, taken from Zum Gahr [2], shows that the wear resistance of various metals can-
not be explained with bulk hardness alone. The hardness of pure metals follows a linear
relationship to wear resistance, whereas more complex materials such as tempered steels and
cold deformed steels may not. The proportionality is found by using the ratio of deformation
hardnessHdef and f ab. However, Zum Gahr concludes thatf ab does not represent only the
capability of deformation and hardness but involves also other factors of the material and
the tribological system.
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Figure 2.6: Wear resistance against mesh 80 SiC grinding paper in a pin abrasion test
with 0.71 MPa contact pressure versus a) hardness of the undeformed material, b) ratio of
the deformed hardness and fab values of the wearing materials obtained from single scratch
tests using a diamond scratch head [2].
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2.4.5.2 Fracture toughness

Fracture toughness is used as a measure of the material's resistance to crack propagation,
and it is especially useful with brittle materials. Zum Gahr [2] concluded that it can be useful
for predicting wear, as with higher hardness the fracture toughness often decreases. When a
critical limit of the tensile stresses in contact is reached, the abrasive wear of brittle materials
occurs by crack formation and propagation. Hornbogen [80] and Atkins [41] showed that
the ductility and fracture toughness are also important in abrasive and adhesive wear. In
similar blunt ploughing situations a brittle material can lose material by fracturing, whereas
a ductile material is only ploughed aside by the scratch head. There is no clear division to
brittle and ductile materials, as there is a transition range where the ductile wear by plastic
deformation changes to increasingly brittle deformation with a higher chance of critical crack
growth [80].

2.4.5.3 E�ect of temperature on the microstructure in abrasion

Mechanical deformation causes heating of the specimens, and locally the temperature can
rise to high values. The contact of adhesion or abrasion also causes a high degree of defor-
mation on the surface, and the surface temperature of the contact points can rise to high
levels. Moore [81] determined the contact temperature during pin abrasion by using the pin
and the SiC abrasive grit as a thermocouple. He concluded that the temperatures in con-
tact can rise to a range of 325� C - 900� C, when the overall temperature is compensated by
the contacts that involve forming of chips. According to Eyre [82], the rubbing of contacts
can rise the temperature up to the austenization temperature of steels and form a �ne and
dispersed microstructure known as the white layer due to its resistance to etching reagents.
The hardness of the white layer was reported to rise up to 700 - 1200 HV [82]. The high
hardness of the white layer can cause brittleness. Yang et al. [83] studied the e�ect of the
white layer on the wear resistance of materials and concluded that the white layer in most
cases decreases the wear resistance. The cause of this is the cracking of the white layer from
the matrix and removal by delamination. Even through the temperatures can rise as high
as to the austenization temperature, the time when the white layer is formed is very short.
Xu et al. [84] used TEM to examine the white layered microstructure of a worn crater from
impact tests with AISI 1045 steel specimens, and concluded that the white layers showed no
phase transformation but nano crystallization of the original ferrite and cementite phases.
Hosseini et al. [85] stated that the microstructure of the white layer is dependent on the
reached temperature. Mechanically induced white layers form at 
ash temperatures below
the austenization temperature due to severe plastic deformation, while transformation in-
duced white layers form above the austenization temperature. The reported white layer
microstructures of originally martensitic and bainitic stuctures contained primarily ferrite
and cementite for the mechanically induced white layers, or martensite, austenite, and ce-
mentite for the transformation induced white layers [85].

2.4.5.4 Shear localization

When the material is deformed the strain can be distributed homogeneously or inhomoge-
neously. In a microscopic scale, the inhomogeneous strain distribution is concentrated in
slip bands or shear bands. Inhomogeneous strain can also occur due to adiabatic heating of
the shear band. The increased temperature causes thermal softening that results in shear
localization. Shear localization is dependent on the strain-rate of the deformation, where
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shear banding is impossible below a critical strain-rate limit [86]. The strain rate of abrasion
is highest in a region close to the surface and decreases with increasing subsurface depth [87].
Low stacking fault energy of the microstructure favors inhomogeneous slip that results in
discontinuous chips when cutting abrasion occurs [2]. The dislocation structure depends
on the stacking fault energy, where low stacking fault energy favors planar arrays and high
stacking fault favors cell structures. Vingsbo and Hogmark [88] showed the chip formation
by adiabatic shear banding in martensitic steels in single pass pendulum grooving. S•oderberg
et al. [89] varied the penetration depth in the single pass pendulum test, and concluded that
at shallow penetrations the materials rank according to their yield strength. With increasing
groove size the thermal properties of the materials become increasingly more important.

Sundararajan [90] proposed a model for two-body abrasive wear that was based on the
localization of plastic deformation. The abrasive wear coe�cient K can be obtained as:

K =
WV

FN L
=

� c� (n + 1)

AcS0(1 � C(Tc � 300))en +1
c

(2.29)

where � c is the fraction of contacts with attack angle above the critical value � c, � is the
friction coe�cient, n is the strain hardening exponent,Ac is a parameter related to the 
ow
stress with an average aroundAc=1.5, S0 is a constant related to the 
ow stress, C is the
temperature coe�cient of the 
ow stress, Tc is the average temperature of the chip, andec

is the critical strain for the localization of deformation. The model was shown to �t to the
experimental pin abrasion data obtained from the literature. The minimum possible value
Cmin of thermal coe�cient C corresponds to the melting point Tm of the steel [90].

Cmin =
4:5

Tm
1:3 (2.30)

Coe�cient K in Equation 2.29 uses 
ow stress S instead of hardness as a material property
resisting wear.

S = AcS0� n (1 � C(Tc � 300)) (2.31)

Flow stress is described as the sum of athermal, thermally activated and viscous components
[90]. Equation 2.31 shows the athermal component dominated 
ow stress [90]. The athermal
stress component consists of long range internal stresses, for example, from the increased
dislocation density.
The thermally activated component is the resistance of dislocation motion caused by bar-
riers in atomic scale, such as impurity atoms or variations in the Peierl's stress of moving
dislocations within an atomic plane [91], and its e�ect decreases with the increase of the tem-
perature. The thermally activated component of f.c.c metals is negligible compared to the
athermal component, while with b.c.c metals it shows a major contribution to the 
ow stress
mainly at temperatures below room temperature [90]. Sundarajan mentions also that the
increasing hardness of the alloy increases the dominance of the athermal component over the
viscous component until at high strain rates above 104 s� 1, where the viscous components
become dominating [90]. Viscous components involve dislocation interactions with electrons
and thermal vibrations (phonons) causing drag, which increases the 
ow stress [92].
In steady state wear the strain � reaches the critical valueec for chip formation, which can
be larger than the strains achieved in the quasi-static mechanical testing [90]. The strain
hardening exponent n does not stay constant but decreases when the strain reaches high
values. With f.c.c metals the 
ow stress shows saturation at high strains, which causesn to
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decrease inde�nitely, whereas with the b.c.c metals the 
ow stress shows no saturation but
n still decreases [90]. The strain hardening exponent depends also on the strain rate [90].
Investigations with scratch tests [93] and rubber wheel abrasion tests [94] show linear cor-
relation between the wear of the specimens and the 
ow stress coe�cientS0, whereas the
strain hardening exponentn obtained from the quasi-static tensile tests did not signi�cantly
correlate with the wear.
Sundarajan [90] proposed that the critical strain for localization and chip formation ec can
be estimated from the ratio of deformed hardnessHdef and bulk hardnessH of the material.

Hdef

H
�

� ec

0:08

� n
(2.32)

where the value 0.08 is an estimation of the additional strain caused by the hardness test.

2.4.5.5 Multiphase materials

This section concentrates on how the wear resistance is a�ected by the multiphase mi-
crostructure of steels and cast irons, containing carbide hard phases and softer phases.
Kruschov [43] determined a rule of mixture, where the total wear resistance"T of a multi-
phase material is the sum of the wear resistance of the phases"ph multiplied by the volume
fraction vph of the phases, i.e.,

"T = � vph "ph (2.33)

Garrison [95] concluded that Equation 2.33 was valid when the volume wear rates of the
phases were proportional to the load, but invalid when the wear rates were proportional to
the pressure and thus depended on the area of contact. Simm and Freti [96] added that
the rule of mixtures is valid if the groove depth is no larger than the size of the reinforcing
particles. Colaco and Vilar [97,98] included the contribution of hard phases to the Archard's
equation 2.20 and obtained

WV

L
= K

FN

H
+ vhp 	 (2.34)

where vhp is the volume fraction of the reinforcing particles and 	 is a factor depending on
the change of the volume loss caused by the reinforcing particles. 	 can have a negative
e�ect if the fracture of the reinforcing particles increases the volume wear.

The carbide hard phase has signi�cantly higher hardness than the softer steel phases. It has
also higher hardness than most of the usual natural abrasive phases, quartz and feldspar.
The higher hardness of the carbides e�ectively prevents abrasion against softer materials.
Al-Rubaie [99] showed that in the case of multiphase materials the equivalent hardnessHeq

was related to the wear resistance of the materials in pin-abrasion tests. The equivalent
hardness can be written as

Heq = vm Hm + vhp Hhp (2.35)

where vm is the volume fraction of the matrix, vhp is the volume fraction of the hard phase,
Hm is the hardness of the matrix measured after the wear test, andHhp is the hardness of
the hard phase. The bene�t of the carbide phases to the wear resistance also depends on the
abrasion conditions. Albertin and Sinatora [100] conducted ball mill tests on several steels
containing di�ering amounts of carbides, and concluded that the increase in the carbide per-
centage increased the wear resistance in less severe conditions of softer rock materials. With
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quartz the wear rate was increased due to the removal of the metal matrix and the following
cracking of the carbides. In addition to their hardness and volume fraction, the size and
shape of the reinforcing particles also a�ect the wear resistance of the material. The e�ect
of the reinforcing particle size on the wear resistance is dependent on the size of the abrasive
protuberances or particles [2]. The carbides can be considered only as hardness increasing re-
inforcements of the matrix when the penetration volume is much larger than the carbide size.

The size distribution of the carbides can also be important. Hu et al. [101] conducted a
numerical investigation on the e�ect of reinforcing particles on the wear resistance of mate-
rials. Their simulations showed that a proper combination of small and large reinforcement
particles is more e�ective to improve the wear resistance than single sized particles.
The shape and composition of the carbides also a�ect the wear resistance of a multiphase ma-
terial. Llewellyn [102] conducted jaw crusher tests according to the ASTM G81-97 standard
and published the wear ratio of selected materials. He concluded that the steels contain-
ing M 7C3 carbides su�er from increased gouging abrasion due to microcracking and mi-
crospalling compared to the steels containing primarily �ner eutectic carbides. Liujie [103]
compared a high vanadium and high chromium cast iron under rolling contact, and concluded
that the �ne vanadium carbides prevent crack initiation and growth. The wear occurred by
fatigue spalling and the wear rate of the high chromium steel was four times higher than
that of the steel containing vanadium. Wei et al. [104] studied the e�ect of the shape of
vanadium carbides in high speed steels on the wear resistance with the pin abrasion test,
and concluded that evenly dispersed and spherical particles produce the best wear resistance.

2.4.6 Abrasive particle properties

High-stress and low-stress abrasion are used to classify the abrasive wear using the abrad-
ing particles' mechanical properties as a limiting factor. If the crushing strength of the
abrading particles is exceeded to break the particles, then the situation is called high-stress
abrasion. If the particles remain unbroken, the wear situation is low-stress abrasion. Goug-
ing abrasion is used to describe the high stress abrasion by bigger abrasive particles, which
remove material from the surface in larger fragments [33].

2.4.6.1 Hardness

Abrading particle's properties are important to the resulting severity of the wear of the
counterface material. Particle hardness needs to be 1.2 times higher than the hardness of
the counterface material for abrasion to occur [38]. This transition from non-abrading to
abrading motion is not exact with metallic protuberances. Torrance [105] showed that a pro-
tuberance that is 1.25 times harder than the counterface stops grooving after the 
ow stress
is high enough to collapse the protuberance and the attack angle is reduced below 30� . Wear
is also occurring in the protuberances in the case of equal or lower hardness to the coun-
terface, which causes blunting of the protuberances of the abrading particles. Quartz has a
Vickers hardness of 750-1200 HV, meaning that it is capable of abrading martensitic steels.
Angularity and size of the particles or the protuberances are also important. Particles are
most abrasive when they are sharp and conical and have a size between 100� m - 500� m [33].
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2.4.6.2 Size

Avient et al. [106] tested experimentally the correlation between friction and wear in pin-
abrasion tests between pure metals and emery paper. They found that in two-body abrasion
the size of the abrasive does not a�ect the amount of wear, when the abrasive particle size
is larger than 70 � m. The size independence of the amount of wear was also shown to be
similar in tests with a three-body wear condition by Rabinowicz et al. [53]. They concluded
that this critical size of the abrasive particles was connected to the size of the adhesive wear
debris [58]. Woldman et al. [107] found that the removal of wear particles was dependent
on the degree of penetration, and at very light loads the low degree of penetration created
no sidewalls in ploughing, causing a high degree of wear.
Nathan and Jones [108] showed with a belt grinder-type abrasion tester that the abrasive
size independence is valid only for abrasives below 150� m, at speeds below 0.5 m/s, and
with loads under 1 kg. Above these limits the wear results showed dependence on the
mentioned parameters. With microscopic particles, the contact area relative to the abrasive
surface area is quite large. The crystalline microstructure of microscopic particles consists of
single or very few grains or phases, and the contact area relation decreases as the size of the
abrasive increases. The amount of grains and phases can increase in larger particles, which
creates a more homogeneous structure. When the particles are macroscopic, the contact
area localizes in the protrusions of the particle.

2.4.6.3 Shape

The shape of the abrasive de�nes the actual abrasion geometry in a situation where the
wearing surface is ideally 
at. Increasing angularity or abrasivity with sharp protrusions
allow smaller attack angles� a in the contact, which promotes cutting abrasion. Kelly and
Hutchings [109] showed with a modi�ed ball cratering test that the abrasivity of silica par-
ticles with various sizes and shapes varied by a factor of six, which was mostly attributed to
the di�erent shapes of the particles. The shape of larger particles de�nes how the contact
points are supported. A 
at particle has less probability to roll on the surface than a round
particle. Also, elongated or 
ake-like particles are usually mechanically weaker than round
particles, as the contact points can be further apart from the centerline of the particle. The
loads at the contact points can cause bending and increase the tensile stresses in the particle,
which can result in fracture.

Various methods have been used to determine the shape of the abrasive [110, 111], and
for example Hamblin and Stachowiak [112] and Stachowiak [113] developed a numerical
characterization method for particle angularity. They concluded that the quadratic spike
parameter SPQ had a linear correlation with the abrasive wear rates.SPQ can be obtained
by evaluating the apex angle� of the peaks in the pro�le of the abrasive particle as triangles:

SPQ =
1

np
� cos

� i

2
(2.36)

where n is the number of spikes analyzed. Stachowiak [114] correlated the morphology
of worn surfaces to the measured shape of the abrasive particles, where rounded particles
created smooth grooves and angular particles produced sharp indents and narrow cutting
grooves.
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2.4.6.4 Toughness

In addition to hardness, the fracture toughness of the abrasive particle determines how well
the particle can withstand loading. The abrasives with ionic and covalent atomic bonds are
brittle and break at low strains in tension with very little capability to deform [115]. The
natural rocks contain multiple crystalline phases and can have various amounts of porosity
and pre-existing cracks. These a�ect the amount of loading the particles can withstand. The
strength of the particles in compression is higher than their strength in tension. However,
loading of the particle in compression causes also tensile forces due to shearing, which can
initiate growth of the pre-existing cracks [7].

2.4.6.5 Intermixing of abrasive particles with the metal matrix

The wear surface has various interactions with the abrasive particles. The penetration of
particles into the material can result in an intermixed layer of abrasive particles and metal
material of the matrix. The hardness of the matrix determines how deep the intermixed layer
can develop. Yao and Page [116] concluded that right conditions of compression can develop
a surface layer of the embedded comminution product and reduce the wear by ploughing or
cutting. Heino et al. [117] stated that the wear resistance of steels with hardness between
400-800HV bene�ted from the embedded quartz layer, whereas steels with hardness less
than 400 HV experienced a reduced wear resistance caused by the embedded particles.

2.4.7 Friction in abrasion

In addition to normal sliding friction, the abrasive particle can have increased coe�cient
of friction � due to the deformation of the opposing surface. The friction depends also on
the material selection, e.g., the contact between a diamond scratch head and a steel surface
presents a low friction situation. Yurkov et al. [118] slid a diamond cone with a curved tip of
5 mm radius on a steel specimen and measured the coe�cient of friction of about 0.1 when
the load was 200-500 g. When the adhesive� adh friction is low, as in the case of scratch
tests with a diamond indenter, the measured friction is caused mainly by grooving. Zum
Gahr [2] de�ned the friction in grooving wear � g as:

� g =
4

5�K CA

FN sin� a

R2Hdef
(2.37)

where R is the tip radius and KCA is a factor of crystal anisotropy. The value of KCA is
about 5 for cubic metals, but depends on crystal orientation.

Another factor in
uencing the friction is how the abrasive is supported. Misra and Finnie
[119] measured a friction coe�cient of 0.25 in three body abrasion, which was half of the
value 0.5 obtained in two-body abrasion tests. They suggested that the di�erence in� is due
to the rolling and sliding of the abrasive particles even at high loads. The deformation of the
wearing surface a�ects the friction coe�cient. Pintaude et al. [120] measured the friction in
pin abrasion tests with selected steels and concluded that the friction coe�cient increases
with the increase of the hardness ratioHdef =H0, whereHdef and H0 are the hardness of the
deformed surface and the initial hardness of the material, respectively. Deeper penetration
of the abrasive generally increases the frictional forces. Sinha and Sahay [121] measured
the cutting forces with a single abrasive grain and found that the normal force was close to
constant with varying cross-sections of the groove and varying thickness of the chip, whereas
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the tangential force varied linearly with the cross section of the chip.

2.4.7.1 Friction and wear

Avient et al. [106] showed that wear Wab is proportional to the normal force FN and the
coe�cient of friction � , i.e.,

Wab ' cFN (� � � 0) (2.38)

where � 0 is the coe�cient of friction at zero wear and c is a constant. Goddard [122] contin-
ued the tests with non-metallic materials and found that the linear relation between friction
and wear is not applicable due to fracturing of the minerals at and near the sides of the
grooves.

The wear equations do not contain the area of contact as a factor. The change of the area
of contact is shown to rebalance equation 2.18, when the tangential force is changed in the
sliding situation. Therefore in adhesion and abrasion the friction component should show
a relationhip to the area of contact. However, Mulhearn and Samuels [123] explained that
when the surface area increases, the number of contacts increases proportionally, and the
load per contact point decreases by the same ratio. They also found that the area of contact
between the materials and the scratch head was the same in both cutting and ploughing,
when the height of the prow in ploughing and the contact length of the chip in cutting was
included.

Xie and Williams [124] developed a micro-cutting model to predict the value of� and the
speci�c wear rate WK , when a surface is sliding against a rough harder surface:

� =
�

2
�

� 0:5 tan� a

l0:25

 

1 + � f

�
1 +

�
4tan2� a

� 0:5
!

(2.39)

WK = 0 :003
tan3� a

� f � f l0:5

�
H

Hdef

� 0:5

(2.40)

where � a is the attack angle of the hard asperity � a < 60 � , l is the dimensionless distance
between adjacent wear tracks describing the relative overlap of successive scratches,Hdef is
the hardness of the deformed surface,H is the hardness of the bulk material,� f is the shear

ow stress, and � f is the interfacial coe�cient of friction between the soft material and a
hard asperity. Cutting can occur at low attack angles below 10� , when the right conditions
are met, such as in side wall stripping [62,64]. Torrance [125] mentionend that cutting at a
low attack angle is possible at low� f and l values.

2.4.8 Abrasion work

In principle, the amount of work can be determined from the abrasion test, when the tan-
gential force history is known with the given length of abrasive path. This work includes
the amount of work done in the sliding contact as well as the work done for the deformation
of the surfaces. Separation of these components can be di�cult from the wear test mea-
surements. The wear speci�c portion of work that actually removes material can also be
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quite low. However, Kallas [126] suggested that the speci�c wear energy correlates with the
relative wear resistance and also with the static and dynamic indentations.
Beckmann [127] proposed that the wear volume is proportional to the work done by the
shear forces in the surface region. Equation 2.41 shows that the amount of wear depends
on the shear stress� , the energy density transferred to the wearing bodye�

s , the real A and
apparent Aap area of contactA, and the sliding path L . e�

s is characteristic of the material
and can be obtained from the amount of shear work conducted to remove a unit volume of
material.

WV =
�
e�

s

AL
Aap

(2.41)

Larsen-Badse [128] suggested that the wear resistance could be measured as the energy re-
quired to remove a unit volume of material. The abrasion wear resistance is a�ected by the
stress-strain behavior of the specimen material, and the microstructure such as �ne carbide
spacing [129]. Their studies suggested that only about 17-18.6 % of the cutting work was
directly involved in the chip formation, when the coe�cient of friction was 0.65. The energy
of grinding was also investigated by Malkin and Joseph [130]. They ended up in a direct
relationship between the grinding energy and melting energy of the material. Malkin and
Joseph also reported that 75 % of the work went to chip formation and 25 % to friction.

The linear work in sliding can be de�ned as Wwork = FT L, where the work is conducted
by the tangential force. The coe�cient of friction of the test can be used to determine the
tangential force FT = FN � . Combining these two equations gives

FN =
Ft

�
=

Wwork

�L
(2.42)

Equation 2.43 shows one form of the Archard's Equation 2.20, where the normal force is
substituted with Equation 2.42:

WV

L
= K

FN

H
= K

Wwork

�HL
(2.43)

When L, representing the unit sliding distance of wear, and work are equal on both sides,
the relation of work and wear becomes:

WV

Wwork
= K

1
�H def

(2.44)

Equation 2.44 shows that the ratio of wear and work is inversely related to the coe�cient
of friction and hardness of the surface. In the case of high stress abrasion, the deformed
surface hardnessHdef should give a better approximation for the ratio of wear and work in
the steady state wear condition.

2.4.9 Comparison of the high stress and gouging abrasion test

The abrasion wear test con�guration can a�ect the relative wear resistance of the materials,
if the dominating wear mechanism changes. Gore and Gates [131] conducted low stress rub-
ber wheel and high stress steel wheel abrasion tests with dual phase materials and concluded
that the carbides lower the friction between the steels and the abrasives. This changed the
behavior of the abrasive from rolling toward sliding on the steel specimen, which also in-
creased the velocity of the particles and the extent of crushing of the particles. These factors
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resulted in a decrease of the wear resistance with increasing hardness, which was opposite
to the results of the rubber wheel abrasion tests. Dube and Hutchings [132] also concluded
that the extent of fracture of the abrasive particles should be taken into account when inter-
preting the results of rubber or steel wheel abrasion tests. Ala-Kleme et al. [133] compared
the wear resistance of metal matrix composites when tested with the rubber wheel abrasion
tester and a laboratory-size cone crusher. They concluded that the di�erent ranking order of
the MMC materials was due to the di�erent abrasive size used in the tests. The smaller size
of sand used in the RWAT resulted in the wear of the matrix, whereas with the cone crusher
the reinforcing particles were able to protect the matrix from the larger sized abrasives.
Ala-Kleme et al. [133] concluded that the size of the abrasive is important in the material
tests conducted for rock crushing applications.

Hawk et al. [134] compared the test results of several wear test equipment, including the
jaw crusher test. They concluded that in the jaw crusher test hardness improves the wear
resistance of materials with hardness lower than 250 HB. The results obtained from the
jaw crusher tests are markedly di�erent from the other test equipment, where the e�ect of
hardness on the wear resistance is linearly increasing even with materials of high hardness.
Tylczak et al. [135] compared the laboratory test results to the results from �eld experiments
and found a similar order of results when the wear mechanisms were similar. They concluded
that the laboratory tests can provide a good measure of the relative wear resistance if the
test is selected according to the �eld wear test.
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3 Design of the dual pivoted jaw crusher

The design of the dual pivoted jaw crusher was based on the idea of controlling as many
variables in the test as possible. Movement of the jaws and geometry of the jaws were
among the most important of them. In a common single toggle jaw crusher, the angle and
the movement of the jaws is varying depending on the location of the jaw plate and which
part of the crushing cycle is considered. Figure 3.1 shows an overall picture of the dual
pivoted jaw crusher.

Figure 3.1: The dual pivoted jaw
crusher with a vibrating bowl feeder at the
top, a 
ywheel on the right, and a col-
lection system at the bottom of the pic-
ture. A tube is used to feed single stones
into the crusher. The moving parts of the
equipment are all inside a cage for per-
sonnel protection.

Figure 3.2: The crushing cavity of the
DPJC without the front sideplate. The
arrows show the location of the force sen-
sors under the specimen holder and the
directions of the measured forces Fz and
Fy.

3.1 Operational systems

The test equipment contains the following elements:

� Jaw frame assembly

� Motor with gearbox and 
ywheel

� Feeding system

� Collection system

� Measurement system
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3.1.1 Jaw frame assembly

The dual pivoted jaw crusher (DPJC) is di�erent from other jaw crusher designs in the
uniform throw of the jaws throughout the jaw surfaces. Two pivot points of the jaw crusher
are located in each jaw, hence the term "dual pivoted". Figure 3.3 shows the schematic of the
DPJC with two di�erent test settings. The left and right hand sides of the jaw assembly are
named as "Jaw1" and "Jaw2", respectively. Each side consists of a rigid jaw frame, which
is connected to two axles from both ends. The axles are diagonally connected to upper and
lower circular supports. The circular supports are locked to prevent their rotation when
the equipment is in operation, but to enable their rotation when their clamps are loosened.
When the circular support is rotated, the tilt angle � of the diagonal direction of the axles
is changed relative to the vertical direction. The axle tilt angle � can be freely selected and
locked into place by tightening the circular supports. When the angle between the axles is
the same in both upper and lower circular supports, the jaw frames of both sides are parallel
to each other at all times.
The upper circular support is �xed in place against the backing steel plate, which supports
also the 
ywheel and the electric motor. The lower circular support is �xed to the backing
plate with an assembly of horizontal and vertical linear bearings. This allows the swinging
motion of the lower circular support and prevents the rotation of the support and the
movement of the support in the direction normal to the image plane in Figure 3.3. A shaft
connects the lower circular support to the 
ywheel that is rotated with an electric motor,
causing the rocking motion of the jaw frames when the 
ywheel is turned. This rocking
motion causes the jaw frames to change the swing angle� from the vertical start position.
The length of the shaft and the connection point of the shaft and the 
ywheel can be changed
to set the length of the swing. As the jaw frames are parallel, the opening angle of the jaws
is controlled only by the angles of the rectangular specimens in the specimen holders, which
hold the test specimens at certain angles from the jaw frame.
The mechanism allows variable ways to set up the movement and the geometry of the gap
between the jaws. The main variables are the axle tilt angle� , which de�nes the starting
position of the crushing cycle, the swing angle� , which de�nes the throw of the crushing
cycle, and the set minimum distance dmin (gap) between the jaws. The axle tilt angle �
can be changed either by changing the angle of the axles, or by changing the length of the
shaft between the lower circular support and the 
ywheel. The swing angle� is controlled
by setting the distance of the connection point of the shaft from the center of the 
ywheel.
The minimum gap dmin is set by adding backing plates between the jaw frame and the
specimen holders of both jaws, and can also be adjusted with the length of the shaft. Figure
3.2 displays the crushing cavity of the DPJC when axle tilt angle � = 90 � .

3.1.1.1 Specimen holders and placement of the force sensors

The opening angle of the jaws is an important factor in the jaw geometry. As the jaw
frames are constantly parallel, the desired angle is achieved by specimen holders, which tilt
the specimen to a certain angle. Both jaws can accept tilted specimen holders restricted
only by the distance between the jaw frames that is a�ected by the angle� . Figure 3.4
shows the cross-section of the Jaw1 specimen holder that tilts the specimen 5� from vertical.
The specimen holder is tightened into the jaw frame with two 12.9 grade M6 steel screws
with tension of 15 kN in each screw. The pretension is required because of the force sensors
that are located between the specimen holder and the jaw frame. In addition, there is also
a �ller block that is used to set a desired minimum gap between the jaws. The jaw frames
contain multiple screw holes to change the vertical position of the specimen holder. This is
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a) Axle tilt angle =! 0°

b) Axle tilt angle =90°!

Jaw1 Jaw2 Upper axles
Upper circular support
Jaw2 frame
Jaw2 Specimen holder
Jaw2 Specimen
Lower circular support
Lower Axles
Shaft
Flywheel

!

"

D

Figure 3.3: a) Schematic of the jaw frame with angle� = 0 � between the axles and the jaw
frame, and b)the circular supports and axles rotated90� from the vertical.

required as the jaw frames are displaced when� is changed. The current con�guration has
possibilities to set the specimen holders to the same level when� = 0 � , 15� , 30� , 45� , 60� ,
75� , and 90� .
Figure 3.4 shows the XYZ coordinate system that is set according to the force sensor direc-
tions in the Jaw1 jaw frame. Z-direction is always normal to the jaw frames, Y-direction
parallel to the vertical face of the jaw frame, and X-direction perpendicular to both Z and
Y directions. The Kistler 9601A VarioComp piezoelectric force sensor measures the X and
Y axis forces up to 2.5 kN. The force measurement range for the Z axis is 10 kN with a
15 kN pre-tension load. The pre-tension prevents slipping of the sensor on the counterfaces
and provides accurate readings in the X and Y directions. The rectangular 75 mm x 25 mm
x 10 mm specimen plate is held in place by two screws going through the lower end of the
specimen holder.
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Figure 3.4: A schematic illustration of the attachment of the force sensor and the specimen
holder with two screws holding a 15 kN pretension each. Two smaller screws going through
the bottom of the specimen holder keep the specimen in place during the test.

3.1.2 Feeding system

A vibrating bowl feeder with a 400 mm inner diameter at the base of the bowl feeds the
stones into the crusher. The bowl feeder raises the stones from the bowl in a spiral path
and drops them to the feeding tube one stone at a time. A hopper can be used to feed
the vibrating bowl, but the 4 kg batches of stones used in the current tests did not need
the hopper. The feed rate of the rock can be controlled with the amplitude setting of the
hopper. The feed rate was set to the highest possible where the stones did not jam into the
feeding tube or choke the jaw. The test was run at the maximum capacity that depended on
the geometry and settings. The vibrating bowl feeder drops smaller rocks �rst and largest
rocks last from a rock batch of wider size distribution. This means that growing rock size
decreases the capacity, as it generally takes a longer time to crush larger rocks. After the
rock falls from the bowl feeder, it continues to fall in the feeding tube of 25 mm in diameter.
The tube guides the rock to fall between the jaws. A light port system was built into the
tube using Infrared LEDs and IR photo-detectors. The port system was used to measure
the number and frequency of passing rocks.

3.1.3 Collection system

After the rock particles are crushed to a size small enough to pass the release end of the jaw
crusher, they continue to fall into the collection bin. The crushing cavity and the collection
bin are closed with a plastic cover to prevent airborne transfer of dust and rock particles. The
collection bin also contains an air intake that creates a lower pressure in the collection bin.
This causes air to 
ow into the system from the feed end preventing dust from escaping. The
�nest airborne particles travel through the intake and larger particles fall to the bottom of
the collection bin. The wear debris was collected with a detachable magnet that was placed
on the lower pivot axle of Jaw1. Only the axles of the frames were ferromagnetic, as the jaw
frames and the specimen holders were made from austenitic stainless steel, which prevented
the collection of unwanted metallic debris from the holders.
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3.1.4 Electric motor with gearbox and 
ywheel

A 1.5 kW electric motor and a connecting gearbox with a 90� angle are positioned behind
the backing plate. The axle from the gearbox goes through the plate and connects to the

ywheel positioned on the same side of the backing plate as the jaw frame assembly. When
the motor is run by 50 Hz AC current, the 
ywheel rotates at a speed of 217 rpm, which is
also the number of crushing cycles per minute. The speed of the equipment can be freely
adjusted from 40 rpm to 430 rpm. The angular momentum needed to crush rocks of 10 mm
in diameter is low at the point of the 
ywheel of 160 mm in diameter, as single rocks can
be crushed by turning the 
ywheel by hand.

3.1.5 Measurement system

During the tests, the compressive and sliding forces are measured with two washer type
Kistler 9601A VarioComp piezoelectric force sensors. The sensor placement is shown in
Figures 3.2 and 3.4. The sensors are capable of measuring loads of 25 kN in the Z-direction,
and 2.5 kN in the X- and Y- directions. The Fz and Fy channels of the force sensors were
connected to a Kistler Type 5073 four channel charge ampli�er. The factory calibration
values were used in the charge ampli�er settings for the tests. The Z-direction calibration
of the sensors was tested with InstronR
 5967 screw driven uniaxial load tester, and the
Y-direction calibration was tested in place in the jaw crusher by loading with free weights.
Both factory calibration values proved satisfactory with less than 5 % deviation from the
known load. Various sensors were used to detect the displacement of the jaw. As the
rocking motion is quite large in the � =90 � tilt, the angular displacement of the jaw frame
was measured from Jaw2 upper axle with Joral HP38 magnetic angle sensor, which gives
0-5 V signal when rotated from 0� to 360� . The approximate angle of rotation was 20� .
This sensor gave a good signal for large rotations, but for smaller rotations it proved to be
too inaccurate. For the � =45 � tilt, a similar Joral HP38 sensor was used with 0-5 V signal
when rotated from 0� to 45� . This change increased the signal sensitivity from 1V/75�

to 1V/9 � . An extensometer was used for the� =0 � tilt, as it could measure the exact
displacement of the jaws in the Z-direction more precisely. The extensometer was not used
for other tests because of the Y-displacement of the jaw frames. When the jaws compress
rocks between them, the load causes elastic deformation of the axles that are supporting the
jaws. This elastic deformation can be seen with the extensometer, which is measuring the
direct displacement of the jaw frames. When the angle sensor is measuring the rotation of
the axle, the elastic deformation of the axles is not shown in the angle sensor measurements.
The analog signal from the sensors was measured with two Tie Pie Handyscope HS4di�
oscilloscopes, which were connected to a computer. The four channel oscilloscopes were
synchronized to the same clock, giving a total of 8 measuring channels. The measurements
were recorded with Tie Pie's own software. The test was recorded at a 12 bit resolution and
a recording rate of 5000 Hz. The measurement �le size was set to 4 000 000 measurements,
corresponding to 800 seconds, or to 8 000 000 measurements, corresponding to 1600 seconds
for tests requiring extended time. The measured �les were processed with MatlabR
 software.

3.2 Movement of the dual pivoted jaw crusher

The movement of the jaw frames is controlled by the �xed 60 mm distance D between the
axles in both upper and lower circular supports. In Figure 3.3 a) with � = 0 � the line D is
vertical and parallel to the jaw frames, and the Jaw1 jaw frame is 60 mm higher than the
right jaw frame. The maximum gap between the jaws is reached when the jaw frames are
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vertically aligned. The gap between the jaw frames closes rapidly when the swing angle�
is increased. Figure 3.5 shows the relation of the compressive displacement to the lateral or
sliding displacement between the jaw frames when the swing angle� is 10� . There is about
10 times more compressive motion than sliding motion, when� is close to 0� . When � =
90� , the sliding motion is now dominant and the compressive displacement is small. The
compressive movement relation to the sliding movement increases with increasing� . One
quarter circle with a radius D describes how the gap between the jaws is closing or opening
from � = 0 � to � = 90 � . The compressive position dZ and the lateral position dY of the
jaw frames can be calculated during the tests with Equations (3.1) and (3.2), where D and
� stay constant and the swing angle� is detected with magnetic angle sensors.

dz = D(sin (� + � ) � sin (� ) (3.1)

dy = D(cos(� + � ) � cos(� ) (3.2)
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Figure 3.5: Illustration of the change in the ratio between compressive and sliding displace-
ment. The marker at � = 5 � shows a 10� swing from � = 0 � , and � = 85 � shows the 10�

swing from � = 90 � .

3.2.1 Movement of the Jaw1 and Jaw2 specimen surfaces

The simplest way to visualize the movement between the specimen surfaces is to keep Jaw2
stationary and move Jaw1 relative to Jaw2. Figure 3.6 shows three situations, where the
specimen in Jaw2 is kept in place and Jaw1 is moved to produce the compression cycle when
� =90 � . The three illustrated jaw openings were also used in the tests. The jaw opening
angle is the same 10� in a) and c), but the set angle of the specimen holders is di�erent. In
a), both specimens are tilted 5� from vertical, whereas in c) only the specimen in Jaw1 is
tilted 10 � . In e), both specimens are tilted 12:5� from vertical for a total opening angle of
25� . Figures 3.6 b), d), and f) show the jaw con�guration after the compression cycle, where
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the minimum gap is the same in all con�gurations. The 10 mm sphere illustrates the lowest
position in the jaws, where a round 10 mm rock particle can �t if it is not crushed during the
crushing cycle. The intact rock particle is moved about 30 mm along the specimen surface
of Jaw2 in each of the three cases. However, the rock is displaced along the specimen surface
of Jaw1 for a total displacement of 9.7 mm, 12.5 mm and 1.7 mm when changing from a)
to b), c) to d), and e) to f), respectively. The di�erences in the movement of the rock
particle are caused by the tilt of the specimen in Jaw2. As the Jaw1 specimen approaches
Jaw2 with a circular path having a radius of 60 mm, the lowest end of the specimen moves
vertically higher than the lowest point of the specimen in Jaw2. When compared to an
untilted specimen, a tilted specimen in Jaw2 increases the gap between the specimens the
farther the Jaw1 specimen is moved towards the Y-direction, and needs to be moved even
further to reach the same minimum gap when the specimen in Jaw2 is not tilted.

Specimen angles 5 + 5° °
b)a)

Specimen angles 10 + 0° °
c d))

Specimen angles 12.5 + 12.5° °
e f))

Jaw1 Jaw2

!

Initial     /       End
position

Rock position
before jaw
movement

Rock position
after jaw
movement

Axles Specimens

Figure 3.6: Illustration of the e�ect of the specimen angle of Jaw2 on the sliding displace-
ment of the jaws, when Jaw1 is swang from a) to b), or c) to d), or from e) to f) to have
the same amount of compressive displacement in each case.

Figure 3.7 a) illustrates the test geometry with � =90 � tilt, where only the specimen in Jaw1
is tilted by 20 � , and b) shows a test geometry where both jaws are tilted by 10� . The
throw of 3 mm is produced with a longer path in b) because of the tilted specimen surface
in Jaw2, showing longer � Z and � Y displacements than in a). Figure 3.7 c) shows the
situation b) when the coordinates are changed toY2 and Z2 that are parallel and normal to
the specimen surface in Jaw2, as also in Figure 3.7 a). The displacement �Y2 is now parallel
to the specimen surface in Jaw2, and �Z2 is normal to the specimen surface. The directions
of the coordinates are also changed to describe the compression and sliding of rock particles
against the specimen in Jaw2. The curved approach line of the Jaw1 specimen shows that
the gap between the jaws widens until the tangent of the curve is parallel to the specimen
surface in Jaw2. This means that the specimen in Jaw1 has to rotate 10� before compressive
movement is actually conducted. After the initial rotation of 10 � to compensate for the tilt
of the specimen in Jaw2, the approach geometry becomes almost identical to the case where
only the specimen in Jaw1 is tilted 20� from the Y-direction. The main di�erences are
the opening of the gap until the specimen tilt angle is met, and as the compression cycle
ends to the same minimum gap, the actual compressive displacement �Z3 is slightly longer
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than � Z2 and its sliding component � Y3 shorter than � Y2. When the specimen in Jaw2
is parallel to the jaw frames, the � Z and � Y displacements follow the coordinates of the
force sensors. The displacements �Z and � Y can be calculated using equations (3.3) and
(3.4) :

� Z = dZ 2 � dZ 1 = D(sin (� 2 + � ) � sin (� 1 + � )) (3.3)

� Y = dY 2 � dY 1 = D(cos(� 2 + � ) � cos(� 1 + � )) (3.4)
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Jaw 1 after
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r=60 mm

!Z
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Jaw 1 after
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Jaw 2
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!Z

!Y 2

!Z 2

!Y

Fy2
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Sensor force directions
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in specimen 2 surface

Jaw 1

Jaw 1 after
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Jaw 2

!Z 3
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Fz
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!Z

!Y 3

Figure 3.7: The compressive cycle with the� = 90 � tilt, showing situations where a) Jaw2
specimen is parallel to the jaw frames, b) Jaw2 specimen is tilted 10� from the jaw frames,
c) coordinate system is tilted to show situation b) where the Jaw2 specimen is parallel to
displacement� Y2

Equations (3.5) and (3.6) show the relation of � Z2 and � Y2 to � Z and � Y .

� Z2 = (� Z � � Y tan(Jaw2angle)) cos(Jaw2angle) (3.5)

� Y2 =
� Y

cos(Jaw2angle)
+ sin (Jaw2angle) (� Z � � Y tan(Jaw2angle)) (3.6)
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Finally, � Z3 and � Y3 are:

� Z3 = � Y2 � Dsin (Jaw2angle) (3.7)

� Y3 = � Z2 + D � Dcos(Jaw2angle) (3.8)
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4 Materials and methods

This chapter introduces the materials and wear testing methods used in this study. Results
were also obtained by examining the worn specimens and the wear debris, and by measuring
the comminution of the rock in the tests.

4.1 Materials

In this study, nine steels of varying chemical compositions and manufacturing methods were
used as specimen materials. Table 4.1 shows the chemical composition, bulk hardness (HV),
and density of the test materials. The S355 K2 G3 steel was supplied by Ruukki Metals
(part of SSAB since 2014). The specimens were cut from a 10 mm thick plate, and the wear
test surface was ground with P120 grit paper to remove the decarburized layer. CSA G40.21
100 QT (QT100) is a Canadian quench and tempered structural steel (ASTM A 514 Grade
B rolled structural steel). These softer steels were used primarily as reference materials.
The harder tool steels were powder metallurgically manufactured steels. RalloyR
 WR6 and
WR12 are commercial tool steels from Metso Minerals. WR6 steel was manufactured with
both Hot Isostatic Pressing (HIP) and Spray Forming (SF), and are named as WR6H and
WR6SF, respectively. WR12 steel was manufactured with HIP. WI5, WI7, WI8 are spray
formed experimental high chromium steels from Metso Minerals, which are also referred
to as tool steels in this thesis. XT710 is an austenitic high manganese steel from Metso
minerals and has a good deformation hardening capability. The QT100, WR6, WR12,
WI5, WI7, WI8 specimens for the DPJC tests were water jet cut from the ASTM-G81 jaw
crusher test specimens, which were cut from larger ingots. The specimens of XT710, which
is a commercial manganese steel from Metso Minerals, were cut from the liner plates of a
commercial jaw crusher.

4.1.1 Microstructure of the tool steels

All tool steels had a tempered martensitic matrix. The tempering process used secondary
hardening to lower the amount of retained austenite and to precipitate smaller carbides. The
carbide content, type and size of the tool steels are di�erent. Figure 4.1 shows the carbide
microstructure of the high chromium steels WI5, WI7 and WI8. The chemical composition
of the WI series produces a (Fe; Cr)7C3 carbide structure based on the Fe-Cr-C ternary
equilibrium diagram [136]. The chromium carbides are elongated in all WI steels. The
carbide volume fraction was measured from the optical microscope images taken with a 50x
objective lens. The size and shape of the particles were measured using ImageJ software,
and the results are shown in Table 4.2. The carbide content volume fraction of the WI steels
varied from 27 % to 45 % , which were higher than the carbide contents of the WR steels.
The size and shape analyses were performed from the direction where the carbides of the
WI steels show an elongated shape. In all WI steels the carbides have approximately the
same aspect ratio, with the di�erence that the amount of carbides varied between WI7 and
WI8. WI5 had the largest carbides with the highest volume fraction of all steels used in the
tests.
Figures 4.2 a) and b) show the round carbides of the spray formed WR6 RalloyR
 tool
steel, which are characteristic to all WR tool steels. Figures 4.2 c) and d) show the smaller
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Table 4.1: Chemical composition, hardness and density of the test materials. The compo-
sitions for S355, QT100 and WR6 are nominal compositions, while for WR12, WI5, WI7,
WI8 and XT710 the compositions were measured with an optical emission spectrometer at
Metso Minerals.

Element S355 QT100 WR6 WR12 WI5 WI7 WI8 XT710
(Wt. %) K2G3 CSA G40.21 Ralloy R
 Ralloy R


C < 0.18 < 0.2 2.9 1.1 3.98 2.5 3.28 1.24
Si < 0.5 0.45 < 1.0 1.1 1.01 1.04 1.02 0.57

Mn < 1.6 1.5 < 1.0 0.3 0.93 0.99 0.98 16.4
P < 0.025 0.03 < 0.03 0.019 0.026 0.028 0.028 0.042
S < 0.02 0.015 < 0.03 0.008 0.013 0.008 0.008 0.005

Cr 0 0.2 5.25 7.6 19.8 19.2 19 2.44
Ni 0 0 0 0.17 0.1 0.1 0.1 0.26
V 0 0 < 11.5 2.4 0.1 0.093 0.09 0

Mo 0 0.2 1.3 1.8 0.62 0.57 0.56 0.04
B 0 0.003 0 0.0014 0 0 0 0
W 0 0 0 1.2 0 0 0 0
Nb 0 0 0 0 0.006 0.008 0.036 0

Hardness
(HV) 190 280 620 687 781 750 743 240

Density
(g=cm3) 7.81 7.73 7.34 7.70 7.44 7.45 7.44 7.77

carbide size of the HIP conditioned WR6 steel and the WR12 tool steel, respectively. The
measured vanadium carbide volume fraction of WR6 tool steels was similar in the SF and
HIP conditions. WR12 steel contains both VC or WC and chromium carbides. In optical
images the chromium carbides usually show as lighter color than the matrix, whereas the
vanadium carbides and tungsten carbides show darker than the matrix. The measured total
volume fraction of the VC and WC carbides in the WR12 steel was 12 %, while the chromium
carbide fraction was 3 %. The spray formed WR6SF had the largest carbides of the WR
series. In WR6H and WR12, the size and shape of the carbides were similar and much
smaller than in the other studied tool steels.

Table 4.2: Average size and shape of the carbides.

Tool steel Area Major axis Minor Axis Aspect ratio Volume fraction
(�m 2) ( �m ) ( �m ) (%)

WR6H 0.66� 0.40 1.07� 0.32 0.73� 0.22 1.48� 0.33 25.11� 0.90
WR6SF 25.36� 16.80 6.04� 2.24 4.74� 1.78 1.30� 0.23 22.74� 1.17
WR12 0.73� 0.44 1.08� 0.35 0.79� 0.25 1.37� 0.24 14.80� 0.78
WI5 33.81� 34.73 8.81� 5.96 4.20� 1.65 2.04� 0.92 45.49� 0.98
WI7 11.97� 12.11 5.17� 3.50 2.56� 0.84 1.95� 0.83 27.26� 0.12
WI8 12.80� 10.41 5.57� 3.26 2.60� 0.88 2.10� 0.97 35.29� 0.26
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Figure 4.1: Comparison of the carbide size and shape of the high chromium steels. a) WI5
, b) WI5 in the transverse direction, c) WI7, d) WI7 in the transverse direction, e) WI8, f )
WI8 in the transverse direction.

4.1.2 Abrasives and their properties

The G81-97 tests at NRC were conducted with a local morainal rock from Vancouver,
Canada. The rocks used in the DPJC tests were quarried from Finland. Granite and gneiss
were quarried from Sorila and Lakalaiva in Tampere, tonalite from Koskenkyl•a quarry and
quartzite from Nilsi•a. Table 4.3 shows the mineral composition of the rocks [137]. The UCS
values of the rocks were obtained from Metso Minerals, and the composition of quartzite
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Figure 4.2: Comparison of carbide size and shape of RalloyR
 WR tool steels. WR6 a)
in spray formed condition b) transverse direction, c) in HIP condition, d) WR12 in HIP
condition.

from Sibelco Europe.
Koskenkyl•a tonalite is a granodiorite and has a high mechanical strength due to the �ne grain
size, high strength of the minerals, and strong bonds between the minerals. Sorila granite
has a coarser grain size and it contains quartz grains in groups with a size of 1-2 mm. These
groups are surrounded by a �ner mineral structure. The strong bonds add strength but
the diversity of grain sizes weakens the structure [137]. Lakalaiva gneiss is metamorphic in
structure, and its high biotite content is usually located in thin strips between the quartz
and plagioclase grains. The high amount of biotite also weakens the microstructure, which
on the other hand is compensated by the small grain size [137]. Nilsi•a quartzite has high
quartz content with small amounts of sericite and kaolinite minerals.

4.2 Test methods

The laboratory-size single-toggle jaw crusher tests according to the ASTM G81-97a standard
were conducted at the University of British Columbia in Vancouver in collaboration with
the Mining Materials Wear and Corrosion Program of the National Research Council (NRC)
Canada. The DPJC tests were conducted at the Tampere Wear Center (TWC) laboratory
of Tampere University of Technology. The room temperature of the TWC laboratory was
22 � 2 � C and the measured relative moisture varied from 17 % during winter up to 70 %
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Table 4.3: Mineral composition of the rocks [137].

Granite Tonalite Gneiss Quartzite

Quarry Sorila Koskenkyl•a Lakalaiva Nilsi•a
Plagioclase 45 % 40 % 36 %

Quartz 25 % 40 % 24 % 92-98 %
Feldspar 15 % 7 %
Biotite 10 % 17 % 25 %
Sericite 2-8 %

Kaolinite 0-5 %
Hornblende 5 % 3 % 5 %

Granate 3 %

Average grain size (mm) 0.7 0.3 0.3
UCS (MPa) 193.9 308.4 63.7

Bond wi 16.0 15.6 13.9
L.A. index 17.2 11.7 20.0

Density (g=cm3) 2.62 2.69 2.63 2.65

during summer.

4.2.1 ASTM G 81-97a Jaw Crusher test

The single-toggle jaw crusher was slightly modi�ed according to the G81-97a standard. The
corrugated jaw plates used normally in the jaw crusher were removed and specimen holders
were used in place of the standard jaw plates. These specimen holders could hold two
specimen plates in both jaws. The dimensions of the specimen plates in the ASTM G 81-
97a tests are presented in Figure 4.3. The red rectangles show the locations from where the
three DPJC specimens were cut from the stationary jaw specimen. The three wear surface
sides, (1), (2) and (3), were saved for the cross-sectional examinations.
The test con�guration used QT100 steel as a reference material, and the specimen plate
set-up was as described in Table 2.3. The tests were conducted according to the ASTM
G 81-97a standard [1]. The specimens were weighed before and after the test, and the
volume loss of the specimen was compared to the volume loss of each reference sample using
Equation (4.1):

WR =
X s
R s

+ X m
R m

2
(4.1)

whereWR is the wear ratio, X s is the volume loss of the stationary specimen plate,Rs is the
volume loss of the stationary reference plate,X m is the volume loss of the moving specimen
plate, and Rm is the volume loss of the moving reference plate. The wear ratio should be
one when the reference plates are used as specimens, and it will decrease with increasing
wear resistance of the specimen material.
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Figure 4.3: A schematic of an ASTM G81-97a specimen plate. The red rectangles are the
locations from where the three DPJC specimens 1,2 and 3 were cut.

The main controlled variables of the ASTM G81-97a test are:

� 907 kg (2000 lbs) of morainal rock with approximate size of 25 mm in diameter was
crushed in each test. The batch of rock was kept outside, and thus the rock was wet
during the test.

� The jaw crusher was choke fed. Thus, the jaw crusher was fed to be approximately
half full of rock during the test.

� Minimum gap was set to 3.2 mm. The gap was checked and corrected after 227 kg
(500 lbs) of rock was crushed.

� Before the test series a reference pair was tested to check if the wear ratio of the
specimen was close to unity.

Figure 4.4 shows the size di�erence of the morainal rock before and after crushing. As
the feed and the product were not sieved, the images were used to estimate the sizes of
the particles. The length of both the shortest and longest dimension of the particles was
measured 50 times from the feed and from the product images. Only the largest particles
of the product were used for the measurement. The longest dimensions of the feed and the
product were on average 24.2� 10.2 mm and 12.0� 4.3 mm, while the shortest dimensions
were in average 14.9� 6.3 mm 7.0� 2.8 mm (St.Dev. 2� ). If the largest particles are used
as a representative for the P80 value, the overall reduction ratio RR of the crusher can be
approximated to be 2:1. However, the determination of the reduction ratio from the image
analysis can overestimate the product size, as the smaller particles are unmeasurable with
the resolution of the taken image. Therefore, the method provides only a rough estimate of
the size reduction in the G81 tests, and the actual size reduction could be higher.
Figure 4.5 a) shows the jaw crusher test con�guration and b) the crushing cavity of the
jaw crusher with the specimen in place. Figures 4.5 c) and d) present the worn specimen
plates after the specimen holders are removed and the wear surfaces are cleaned from mud
and dust particles. The most worn area is visible in the middle of Figure 4.5 d), where the
surface has a concave shape.
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Figure 4.4: Morainal rock a) before and b) after the test. The distance between the calipers
of the ruler is 30 mm.

Figure 4.5: a) The jaw crusher, the hopper and the vibrating linear feeding system, b) the
crushing cavity of the jaw crusher with specimen plates in place, c) the jaws set on the table
where the upper jaw is the moving jaw and the lower jaw is the stationary jaw, and d) the
stationary jaw plates from another angle.

4.2.2 Tests with the dual pivoted jaw crusher

The main variables that can be changed in a DPJC test are:

� Specimen angle in the specimen holder

� Axle tilt angle � with the swing angle �

� Minimum gap (dmin ), or closed side setting (CSS)

� Maximum gap (dmax ), or open side setting (OSS)

� Speed of the jaw crusher

� Crushed abrasive size and type
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