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1 Introduction

All-in-focus imaging is one of the key problems for imaging systems. Roughly speaking, there
are two alternative approaches to this problEne first one is based on optical systems insen-
sitive to distance between object and camenatvautomatically enables extended depth of
field (DoF) of imaging. In classical optics and engineering, it is achieved by design of com-
plex, bulky, and expensive multilens objectives. In a recent development, the wavefront cod-
ing (WC) supported by the inverse imaging algorithm opens the door for solutions that are
more compact, have a lighter weight, and are taweost compared with conventional refrac-

tive optics systems, e.g., Rdf. The alternative vision of the problem is based on optical
systems highly sensitive to variations of di&t@ object/camera. This distance is estimated
and the estimates are used for refocusing of registered data to achieve the all-in-focus result,
e.g., Ref.2.

In this paper, we follow the ideas of the first approach and focus on the design of a lensless
optical system where the diffractive optical element (DOE), in particular, a planar multilevel
phase mask (MPM), is used instead of a refractive lens. A flow of recent publications demon-
strates that DOEs could be quite efficient for various imaging applications. However, especially
in broadband optical light systems, using DOE is a challenging task causing serious color aber-
ration problems because DOEs usually have a strong material dispersion.

This paper is aimed at the end-to-end joint design of DOE and the imaging software for
lensless systems concerning two tightly connected problems: extended DoF and achromatic im-
aging. The paper is organized as follows. In Sethe mathematical models forimage formation
and inverse imaging are presented. The main result is formulated as an optimal OTF for inverse
imaging with extended DoF. The proof of this result is given inAppendix Simulation tests
demonstrating the achieved DoF and achromatic imaging and comparison with a few counter-
parts are discussed in Se&c.
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1.1 Related Work

Many recent publications are focused on enhancing the capability of cameras concerning DoF
and chromatic aberrations by the use of DOEs. For these purposes, DOEs parameterized
by Zernike polynomials are demonstrated with end-to-end optimization in super-resolution
imaging® As the end-to-end optimization of optical systems is usually time-consuming, it is
feasible to decrease the computational time significantly with graphical processing units instead
of CPU*®

A thin scattering diffuser introduced for single-shot imaging in Refovides extended DoF
in both microscopic and single-lens imaging systems. In addition, using diffusiorf coakd
random phase plate diffus&t$demonstrate a good imaging performance.

A multilevel diffractive lens as a replacement for a spherical refractive lens is studied
for imaging in Refsl1 to 16. Moreover, in Refl7, the coded mask is presented along with
a convolutional neural network-based optimization for extending DoF. Also, the-Jeaatiér
phase mask for imaging is presented in R8f.An optimized binary phase mask for a hybrid
optical digital imaging system is utilized to improve DoF in Ré&to 21

Going further, combining two Fresnel lenses with cubic components is proposed to increase
DoF and robustness of imaging to additive noise due to fabrication errors in Fresneflenses.
A designing of lens and MPM together as a hybrid optics system for high-quality broadband
imaging is studied in Re23. The optical power sharing between the lens and MPM is optimized
in this paper. Broadband and multiwavelength lensless diffractive imaging optical system is
optimized for imaging in Ref24.

A set of mask patterns implemented on a programmable device as well as a fast computa-
tional image reconstruction algorithm are proposed for a lensless setup that results in imaging
efficient for large depth variatiod8 A hyperspectral DOE imaging system with a end-to-end
optimized hyperspectral-depth estimation is demonstrated ir2&ef.

1.2 Contribution

In this paper, we present a development of the approach proposed RMREfie main con-
tribution concerns the inverse imaging algorithm with the transfer function derived as the Wiener
filtering of defocused OTFs. Jointly with broadband PSFs, it results in an essential extension of
DoF and essentially improved achromatic imaging. The paper is targeted on the lensless imaging
with end-to-end optimization of both the diffractive optical MPM and the inverse imaging
algorithm. Good accuracy and good visual imaging performance are confirmed by extensive
simulation experiments.

2 Image Formation and Inverse Imaging

2.1 Image Formation Models

In Fourier wave optics, image formation is modeled as convolution of the $gdRS#& and

true object-image. The optical setup is shown in Bigobject, aperture, and sensor are
two-dimensional (2D) flat with coordinatds B &; yk anddu; vB respectivelyd, is a distance
between the object and the apertakeis a distance from the aperture to the sendpor ( d,);

fo is a focal distance of the optics. Let us assume that there are both lens and MPM in the
aperture, then a generalized pupil functionof the system shown in Fid. is of the form?’

P 3G YP V4P A3 yPexp - &2p y?’P pjMPM . &;yb : 1)

4P d

Here,f is alens focal distance for the wavelengtR ,dx; ybis the aperture of the optics, and
MPM . &; ypis the phase delay enabled by MPM for the wavelengtiovided that g is the

wavelength design-parameter for MPM. In this equation, the hhéﬁéleb d—lzbaz b y?bappears
due to propagation of the coherent wavefront from the object to the aperture (disjazice
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Fig. 1 Wave optics based PSF modeling. A light wave with a given wavelength propagates from
an object plane to an aperture (Fresnel propagation, distanced,) and further to a sensor plane
(distance d,). Optical elements are simple lens or MPM in the aperture.

from the aperture to the sensor plane (distaia):aand‘é’}% &2 b y?bis a quadratic phase delay
due to the lens. For the lensless system,

P &; yb V4P A yPexp dip di 52 y?p pjMPM . 3G yP ; @)
1 2
and for the lens system without MPMIPM . &;yP 0 in Eq. (1).
The PSF of the coherent monochromatic optical system is defined according to the equa-
tion:?’

u \%

PSFOhau; vb YaF p g
2 2

®3)

whereF p is the Fourier transform & . The normalized PSF for the corresponding incoherent
system is calculated as
zZ
PSF&u;vP ¥4 PSFoau;vbf  jPSF"; vbfdu dv: 4)
s

Optical transfer function (OTF) is the Fourier transforniP8Fdu; v
Y4

OTF&y;fyP¥%  PSFa&u;vhexp8j2 & yup fyvbdudv: (5)
S

In spectral broadband multicolor imaging, the intensity registeredidand channel is an
integration of the monochromatic intensity over the wavelength rangth the weightsT .0 b
defined by the sensitivity transmissive functions of color filter array (CFA) and spectral response
of the sensor. With normalizing these sensitivities oie., T.0 bl Y41, we obtain RGB
channels PSFs:

z
PSRE&yp Y2 PSFayPI.oH ; ¢ d&;g;bb (6)

where the monochromatRSF is averaged over with the weightsT .0 b

We wish to emphasize a difference between monochrom&tiax; ybwith fixed and
broadband RGBPSK.dk;yB ¢  &;g; bk Contrary to conventional approaches for PSF-based
RGB imaging, which use Eq4) with three wavelengths (often, 450, 550, and 650 nm),
we perform dense spectral sampling of 31 spectral channels from 400 to 700 nm in 10 nm
intervals2* This is essential, in particular, for accurate image formation modeling.
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2.2 Inverse Imaging for Defocused Observations

Let us introduce PSFs for defocus scenarios with not&&m &; yPandPSF. d; yR where

is a defocus distance @, such thatl; ¥2d%p  with df equal to the focal distance between
the aperture and the object. Introduce dsef defocus values D defining area of the desir-
able improved DoF. It is worth noting that the corresponding OTFs are used with notation
OTF. & x;f yPandOTF,. & x;f vk The definition ofOTF,. & y;f yPcorresponds to Eq5).

Let 13. &u;vP and 12du; vP be the intensities of the wavefronts at the sensor (registered
focused/misfocused images) and the intensity of the object (true image), respectively. Then,
I2. u;vbare obtained by convolving the true object-imagés; vPwith PSF PSR &u; vH
of the system:

zZ Z
IS du;vp ¥ PSK. &uSxvSyR2a; yhixdy; )
S S
and in the Fourier domain this equation takes the form:

Ig’ acx,fyb ]/4OTFC’ax,fyb|gax,fyt? (8)

wherel?. & x;fyPandI2& x; f yPare the Fourier transform ¢f. &u; vPand12du; vband*-”

stays for elementwise multiplication of the corresponding Fourier transforms.
For image reconstruction from the blurred ddta D, we wish to use the filter with a

single transfer functiohl., which is same for all.
Let us formulate the design éf. as an optimization problem in the Fourier domain

X 3 .
A, Yamin KIZKS H - 134 ©)
©k D

wherek stays for different images from a given library andare weights depending on the
misfocus parameter For simplicity of notation, the arguments of the Fourier trans@gmf P
are omitted in this and in the following equations.

Note thatl % andligk correspond to the sets of the true and observed blurred images with
items marked by the indekfor different images and by for color channels. Moreover, the
normk - k3 is Euclidean defined for the complex-valued variables in the Fourier domain. Thus,
we wish to findH, such that the corresponding estimatés {1 i;k) would be close to FT of the
corresponding true image&®. The weights  define the relative value of the differentalues.

Due to the definition of Eq9), M is a Fourier domain Wiener filter for the defocused (blurred)
observationg .

STATEMENT 1: Fourier domain Wiener filter
Provided the observation E@){ the solution of the problem E)(has a form

P
-OTF,
Beva P2 % 10
o JJOTR, 2 (10)

assuming tha%D kjlg?ka‘x;foj? > 0 for all fy, fy. Here, (*) stay for complex conjugate
variables.

The proof of Eqg. 10) is given in theAppendix It is emphasized that this solution does not
depend on test imageg§*.

The regularized form of this Wiener filter as it used in our calculations is

P
- OTF..
B, vaP—2 & 11
o AP GTR, 2p reg 4D
D

where the regularization parameterag> 0.
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The reconstructed images are calculated as

(3o yp vaF S A, - 154g: (12)
Let the weight be exponential YaexpS -j jb where > 0is a parameter.
For %0
P
A e 09T . (13)
pJOTF.. j2p reg
for
OTF.,
@ o0 (14)

Yy ————
© " JOTF.0i% b reg

In the case of Eq1Q), H. is the mixed OTF composed of PSFs corresponding to the multiple
defocuses from the area of the desirable DaFtaken with equal weights. The latter case
Eq. (14) means that for inverse (deblurring) imaging we use the broadband OTF corresponding
to the focal point with ¥ 0 only. It coincides with the inverse imaging used in Ref.

We compare the performance of the proposed mixed OTFs IBj.versus two counter-
parts: (1) with?, defined as in Eq.14), what corresponds to the focused broadband inverse
imaging; (2) inverse imaging with the monochromatic PSFs defined in agnd &) with
taking values corresponding RGB channels. This latter type of inverse imaging is common for
many publications.

In order to make a difference between the estimates with transfer functiond Fagmd
(14), we will term them asSbroadband Wiener filteBBWF) and“broadband focused filter
(BBFF), respectively.

The introduction of the mixed OTFs as in Efj0)is one of the main results of this paper.

We show that the mixed Wiener OTFs allow significantly improve DoF and diminish color aber-

rations. Note, that this mixdd, depend on the weights , the parameter for the exponential
weights, and the regularization parameter reg. Optimization of these two variables is crucial for
this kind of imaging.

Besides, we compare the performance of the designed MPM versus the optical system with a
simple lens both equipped by inverse imaging with BBWF and BBFF transfer funttjons

We use peak signal-to-noise ratio (PSNR) as the criterion for evaluation of imaging accuracy.
Itis used in two versions: chromaBPSNR, ¢ &; g; bb where PSNR is calculated for each of
the color channels separately, and‘fweal’ PSNR without index, where the accuracy is cal-
culated for all three color channels jointly.

These calculations are produced for differentD to evaluate the accuracy of imaging for
varying defocus.

Let be a full set of parameters to be optimized, then we calcBlaNR ; P Thus,
optimization on appeared as a multiobjective problem whitHoss-functions®SNFRS ; b

" Y, max IBSNRS ; R:::;PSNR ; \b; (15)
where we calculate PSNRs as mean values over the set of irkagés,
PSNR ; b Yamean BSNRIZX; 12¥p: (16)

Multiobjective optimization problems are often solved using scalarization techniques which
means that the loss functions are aggregated (or reformulated as constraints), and then a con-
strained single-objective problem is solv&d.

In here, we produce this multiobjective optimization comparing the cl8&8d ; b
t ¥ 1;:::;N for various trying to maximize each d?SNRS ; ;b
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We assume that this maximization is successful fifr PSNRS"; P> PSNRyesnh Where
PSNRyesh is @ prescribed value guaranteeing high-quality imaging. In our calculations,
PSNRyeshis equal to 25 dB.

The achieved length of DoF is defined as a length abvered by successfBISNRS"; b
It is clear that a solution of the problem is not unique in this formulation.

The optimization of the total PSNR is a topic of S22, where we demonstrate the improve-
ment achieved for DoF.

The optimization of the spectf@SNR is a topic of Sec3.3. We are targeted on color aber-
ration problem and demonstrate the improvements achieved in color imaging,forimage
components. The optimization is produced for the spectral regularization pararegters
c &;g; bk A bit surprisingly, this optimization gives to found optimed. quite close values.

3 Results

3.1 Simulation Experiments and Parameters of Optical Systems

The design of inverse imaging with a flat compact MPM is the aim of this paper. General features
of the system modeling (excluding PSF discussed inS8cre shown in Fig2. As a counter-

part, we consider a camera with a simple single refractive lens, which is convenient for modeling
due to a small number of parameters characterizing its optics.

The optical systems with lens and MPM have the same configuration and same geometrical
and optical parameters: a diameter of apemrés equal to 6 mm; a distance between the
aperture and the sensor planaljs/z 10 mm a distance between the object and the aperture
is varyingd; D ¥ 1.5 1000 m; the focal distance of the lens is equaf t&2 10 mm then
the in-focus point il %21 m.

The Bayer color sens@096x 4096 with pixels1.55 m has spectral response functions
defined according to Sony IMX172 Bayer CFA. For RGB monochromatic imaging defined
by PSFs shown in Eg4), the wavelengths take value$470; 525; 640nm. For RGB broad-
band imaging, PSFs are defined by E).with %400 to 700 nm This wavelength interval
is discretized on 31 bands of the width 10 nm.

For demosaicing, we use the residual interpolation algorithm proposed as an alternative to the
conventional color difference interpolation.

Our goal is to compare the three types of OTFs (PSFs) used for inverse imaging: (1) the
proposed BBWF [Eq.1Q)]; (2) the BBFF [Eq. {4)] focused ond, ¥ d? (defocus parameter

¥, 0); (3) monochromatic focused filter (MFF) as it is defined by Bpad focused as above
for d; ¥ d9. The observations in all cases are obtained according t8)Emr(esponding to the
broadband PSFs.

The design of MPM is produced following the technique developed inZReThe design
wavelength is fixed aty ¥4 525 nm the absolute phase calculated as the sum of the quadratic
phase corresponding to the focal lendth)(plus the cubic summand of magnitualg this
absolute phase is wrapped to the intervafRf- 18 ; B whereFR is a Fresnel number; after

Fig. 2 The framework of image formation modeling including the optical element (MPM), sensor,
algorithms for mosaicing/demosaicing, and calculation of loss functions; some optimization
parameters and exploited RGB data set are shown.
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Fig. 3 A profile of the designed MPM: (a) view from the top and (b) the cross-section of the central
part of MPM. This MPM is different from the standard Fresnel lens due to the cubic component
in the surface and the Fresnel number of FR ¥4 16.

that, the wrapped phase is discretizetN{ge ¥2 30 levels. The parameters of this desigg,
FR, andN . jointly with  and reg are used for end-to-end optimization of PSNRs.

As discussed above, we use maximization of PSNRs and the introduced Wiener filtering
(BBWEF) to achieve improved DoF. It is demonstrated in what follows that this design automati-
cally enables improved achromatic imaging. As the number of parameters to be optimized is not
large, we use the optimization on grid for good initialization of estimates which are optimized by
the MATLAB fast codefminsearch An example of MPM obtained in this way witly ¥4 29,

FR % 16, andNge ¥4 30.3is shown in Fig.3.

3.2 Extended DoF

To be targeted on improvement in DoF in this section, we show the results obtained by opti-
mization of the'total’ PSNR, calculated without separation of the color image channels. As it
is shown in Fig.2, the main optimization parameters are: for simple lens systemd reg)

and lensless system with MPMs( FR, Niove, , @and reg). The final results, PSNR curves

as a function ofl;, are shown in Fig4.

Recall that, is a distance from the object to the aperture plane. The design focal distance is
d; %21 m. The reported PSNRs for eaghare averaged over 24 Kodak RGB images. The best
results are achieved by the inverse imaging using the BBWF Wit for lensless setup (blue
solid curve with“circles). The performance is about 28 dB with more or less uniform PSNR
values for all defocus distances in the desirable intervalD.

The orange curve withsquaresshows the performance with the BBFF again for the lensless
case. This algorithm shows the best performance for the focaldadiatl m, which is about
2 dB better than that for BBWF at this point. However, for most atheyoints, BBWF out-
performs BBFF demonstrating much more accurate results.

Three other curves in Fid.are given for the simple lens system with different PSFs (OTFs)
used for deblurring. This counterpart system demonstrates much lower accuracy performance as
compared with the performance of the lensless system with MPM. The worse results are shown
for the inverse imaging with monochromatic PSFs (MFF, red curve with stars). The peak of this
curve (for the focus point) only is going above the crucial 25 dB. The fast degradation of the
performance for the defocused images is clear as soon as digfobasomes larger.

Itis interesting to analyze also the influence of the proposed inverse imaging with the Wiener
filter (BBWF) for the accuracy achieved by the simple lens system. The best result is demon-
strated using % 0: the yellow curve with'crosse$. The PSNR values are about 25 dB for
nearly the whole interval of defocus. Using the focused broadband filter (BBFF) focused on
d; ¥a1 m shows an essential improvement of the performance for the area around this focal
point only with a quite narrow DoF. The worst result is demonstrated by the lens system using
monochromatic focused PSF (MFF) for inverse imaging. Overall, we may conclude that both the
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Fig. 4 PSNR curves of the optimized lens and lensless setups as a function of distance from the
scene to the sensor plane (d4). The three types of PSFs (OTFs) used for inverse imaging: (1) The
proposed BBWF ( % 0); (2) the broadband PSF focused (BBFF, ¥ ), the corresponding defo-
cus parameter of PSF is  %0; and (3) monochromatic focused PSF [MFF, Eq. @)] focused on
d, ¥ d9 for the simple lens system. The optimized lensless setups (BBWF and BBFF) perform in
the best way with PSNR values above the crucial level 25 dB (acceptable quality line). The im-
aging with the lens shows good results in the close vicinity of the focal point with BBFF, % ,and
for a large range of d; with BBWF, %.0. Overall, the best performance is demonstrated by the
lensless system with Wiener filtering (BBWF), top blue curve with circles.

broadband OTFs and the Wiener filtering essentially are able to improve the performance of the
lens system.

The “parrot images in Fig.5 illustrate a visual performance of the compared systems
and algorithms. The first two rows 1 and 2 of the figure show the results for the lens system.
Furthermore, rows 3 and 4 are for the lensless setup with MPM. The columns are given for
differentd,. If we compare the images in rows, the best result is always for the middle in-focus
column. However, if we produce this comparison row-by-row using all three images of rows
simultaneously, we may note that overall the best result is given by the algorithm based on
Wiener filtering of OTFs (BBWF), the row 4, what is in the complete agreement witht Fig.
and the above discussion concerning this figure.

The longitudinal cross-sectionsPEF£X; y; d, Pwith respect to the distande are used for
demonstration, in particular, extended DoF effects (e.g., Rafel24). Note, that these focus-
ing PSFs define deblurring and blurred images. In this paper, we analyze extended DoF and
achromatic effects being based ‘@*SF after deblurring.

Let us introduce this approach and the new PSFs. The deblurred image in Fourier domain

according to Eq.13) is defined ad2* % . - 1% %4 @, - OTF, b- 1Z¥. Then, the deblurred
imagef‘c’jk('}(; ybcan be written as the convolution of the true imkf&x; ybwith the PSF cal-
culated as

PSF-AD. &;yb Yareals S'¥2. - OTF,. b: (17)

To make a difference with PSFs used for focusing, let us call the function defined by this equa-
tion as PSF-after-deblurring (PSF-AD). Itis clear that the reconstructed image is a convolution of
this PSF-AD with the true image. This convolution and this PSF-AD are much more informative
to represent the degradation of the reconstructed image as compared with what can be obtained
using the conventional focusing PSF for these purposes.

Figure 6 shows the longitudinal cross-sections of PSF-ADs for the green bandwidth for
four different cases. Figuréga) and 6(b) show the cross-sections for the lens system with
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Fig. 5 Visual performance of the optimized lens and lensless optical setups with two different
deblurring algorithms for comparison. The proposed BBWF [Eq. (3)] and Broadband PSF
focused on d, ¥ad9 [BBFF, Eq. (14)] are exploited for both setups. The columns are given for
different distances d;. The first two rows are for the system with the lens and the second pair
of the rows for the lensless system. Comparing the results visually and by PSNRs, we may con-
clude that the best result is given by the lens system for the focal distanced, ¥ 1. However, for
defocus situations, the performance of the lensless system is advanced. Overall, the comparison
corresponds to the conclusion following from the analysis of PSNRs in Fig.4, the best perfor-
mance is achieved by the proposed MPM system with the Wiener inverse filtering (BBWF): the
last row of the table.

monochromatic (MFF) and broadband (BBWF) inverse imaging, respectively. The PSF-AD for
the monochromatic case is peakwise and very narrow, which means that DoF for this lens is very
narrow. Using the broadband inverse imaging results in a much smoother cross-section, which
says that DoF will be essentially wider. Figu€s) and 6(d) show the cross-sections for the
lensless system with MPM and broadband inverse imaging. The image (c) corresponds to the
focused inverse imaging (BBFF) as it is proposed in R&fand the image (d) is done for
inverse imaging with Wiener filtering (BBWF). In the last case, we have a nearly flat cross-
section, which says that the image quality is invariant with respect to vatyingexplains

the best quality of the lensless reconstructions with this type of inverse imaging.

The advantage of the new proposed algorithm is clear. These conclusions on comparison of
the inverse imaging methods are in complete agreement with ones given in the discussion on
comparison of PSNRs curves in F#.

Some notes on how the cross-sections in this section and in what follows are calculated.
Conventionally, the cross-section BSFX; ybis a function ofx provided a fixedy, usually
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Fig. 6 Longitudinal cross-sections of PSFADs for the green components. Images (a) and (b) are
for monochromatic (MFF) and broadband (BMWF) inverse imaging in the simple lens system,
respectively. Images (c) and (d) are for imaging with broadband focused (BBFF) and broad
Wiener filtering (BBWF) in lensless setup.

y ¥4 0. In this paper, the cross-section is definethag '2SF-ADQ.. &; yb. Thus, the fixed value
of y is replaced by maximization on

Let us comment on this definition of the cross-section. Conventionally, considering PSF as a
function of three variableX; yband , a longitudinal cross-section is calculated as a 2D function
obtained from PSF foy %0 (or x ¥ 0) and varying . This definition of the cross-section is
perfectly provided that PSF is symmetric with a peak valdg ¥ 0; y ¥4 0k In our design of
MPM, the cubic component in the absolute phase makes PSF asymmetric and shifted from
(x %0, y ¥4 0). PSF-AD calculated from the PSFs is also asymmetric and shifted. In our def-
inition of the longitudinal cross-section, this unknown shift is compensated and proper peak
values of PSF-AD are found by maximizationyof

3.3 Achromatic Imaging

It is shown in the previous section that the introduced algorithm with BBWF enables extended
DoF because its PSF-ADs are insensitive with respect to variations in the defocus distiince
leads to a natural hypothesis that achromatic imaging could be enabled by this algorithm. In this
section, we illustrate and confirm this hypothesis. We show that broadband PSFs and the intro-
duced Wiener filtering of OTFs are efficient instruments to diminish chromatic aberrations and to
improve imaging in this way. To demonstrate these effects, we go from calculation of the total
PSNR, where the RGB channels are mixed together to calculation of the separate channel color
PSNR, c a;g; bk In Fig. 7, we showPSNR as a function ofl; calculated for the lensless
MPM camera. The colors of the curves indicate the corresponding RGB channels, and these
PSNRs show the accuracy for the corresponding color components of the images. The legend
specifies what algorithm is used for each curve. For the comparison, we show here also the
“total’ PSNRs, black curves in Fig.as they appear in Figl. We compare the performance
of the two broadband inverse imaging algorithms: (1) BBWF of OTFs (B). ( ¥ 0) and
(2) broadband focused (BBFF) fiy ¥4 1[Eq. (14), Y ]. Both algorithms demonstrate good
performance with a clear advantage of the Wiener filtering similar to discussed fér Hig
curves forPSNR mainly follow the behavior of thétotal’ PSNR (black solid lines).

Thus, in Fig.7 we have two groups of curves for specR8INR, ¢ Y4r; g; b. The first group
is obtained using inverse imaging BBWF OTFs. These curves do not have sharp peaks, quite
smooth as functions af;, and demonstrate more or less similar high accuracy for the varying
level of defocus as defined loly. The best result is achieved for the green channel, the other red
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Fig. 7 Spectral performance of the optimized lensless MPM system as a function ofd ;. For com-
parison, the performance of two different inverse imaging approaches are presented: (1) broad-
band inverse imaging with proposed Wiener filtering of OTFs (BBWF, % 0), and (2) broadband
focused (BBFF) ford, 21 ( % ). Allcurves are located above the acceptable quality line 25 dB.
Moreover, the overall advantage of the Wiener filtering broadband image reconstruction is clear.

and blue channels show smaller PSNRs with values close to each othediforTalé second

group of the curves has a strong peak at the focal geitit 1 m naturally corresponding to the

used inverse imaging with the broadband OTF (BBFF) focuseld &hl m. The best accuracy

is demonstrated again for the green channel. Comparing these two groups of the image recon-
struction algorithms, we note that overall the best performance is demonstrated by the algorithm
with Wiener filtered OTF (BBWF) with the only advantage of the algorithm with focused OTF
(BBFF) for narrow area around the focal palat/a 1. The PSNR curves for both methods are
located above the acceptable quality line 25 dB.

Going further, we consider the cross-sections of PSF-AD for three RGB channels to make a
clear source of this good spectral performance of the algorithm. 118,Rige show the cross-
sections of PSF-AD for RGB channels and three diffadef®.5, 1, and 1000 m). These curves
are best consolidated for the proposed inverse imaging with BBWF, which supports the con-
clusion that in this case, the quality of imaging is more or less same for all color channels and
distances.

In Fig. 9, we provide the longitudinal cross-sections for RGB channels of PSF-AD. These
cross-sections are quite similar to each other for the inverse imaging using the proposed Wiener
filtering of defocused OTF (BBWF) and plus to it, they have a nearly uniform distribution with
respect tal;. These are the results shown in the second row oBFlg.the first row, we show

Fig. 8 Cross-sections of the PSF-ADs for three RGB channels andd,; % %.5;1; 1000 m. The
curves are shown for the simple lens system: (a) monochromatic (MFF), (b) broadband focused
(BBFF), (c) BBWF; and for the lensless system with (d) broadband focused (BBFF) and (e) BBWF
inverse imaging. In the case (e), the curves are tightly consolidated with each other. It says that
PSF-ADs are insensitive to variations in both the color and in the distanced;.
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Fig. 9 Longitudinal cross-sections of PSF-ADs for RGB channels of the: (a}{(c) broadband
focused (BBFF), and (d)(f) proposed Wiener filtering deblurring (BBWF) in lensless system
with optimized MPM as functions of different scene-to-sensor distances. In the first row, the RGB
PSF-ADs are not flat for differentd . But with the proposed inverse imaging (BBWF, second row),
PSF-ADs are smoothed which are nearly ideal for achromatic imaging.

the corresponding results for the inverse imaging with BBFF. We may note that the advantage of
the proposed algorithm with Wiener filtering of OTFs is obvious.

Special tests have been produced to evaluate a degradation of color imaging due to spectral
sampling by Bayer CFA in sensor and interpolation in demosaicing procédilrese effects
are completely eliminated if there are three separate color sensors (red, green, and blue) and RGB
inverse imaging is separate for each channel. To compare the results obtained in this setup with
those obtained with demosaicing, we evaluated the imaging degradation in PSNR values as 1 to
2 dB depending on image.

4 Conclusion

An approach is developed to inverse RGB imaging with extended DoF and diminished color
aberrations. The OTF for inverse imaging is derived as the Wiener filter of broadband defocused
OTFs. We show that the accuracy of imaging essentially depends on the regularization parameter
of OTF and weights in the criterion used for the Wiener filter derivation. We study the perfor-
mance of the proposed imaging for two optical setups with lens and withoutlEmsless with

MPM. The later system with MPM demonstrates the best performance. The design systems are
subjects of end-to-end optimization concerning the parameters of the MPM design as well as the
parameters of the criterion used for derivation of the Wiener filter. As a further work, we plan to
develop algorithms for adaptive evaluation of optimal regularization parameters for BBWF
imaging.

5 Appendix A: Proof of Statement 1
The optimal transfer function for inverse imaging is a solution to the problen®Eq. (

X k& K2
A Vs min KIZKSHe - 154K2: (18)
'k D

In tBis minimization on the complex-valueld, the necessary minimum condition is as follows
= ko KIZ*SH¢ 13 %0, what leads to the equation
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IS H, - 154P-15¢ w40 (19)
k; D

Referring to Eq. §), insert in this equatioh$ & x; fyb YOTF, & x;fyP- 1Z%& x;fyR
then we obtain
X . X .
SOTF, $H,-jOTR, ?p- jIZ2:0; (20)
D k

P .
The solution Eq.X0) follows from this equation provided that kjl‘c”kj2 > 0.
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