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ABSTRACT Contemporary research has revealed a limitation in the Uplink (UL) Buffer Status Report
(BSR) scheduling procedure — its reliance on outdated information. In addition, a significant limitation
in current BSR implementations lies in their inflexibility. The 3rd Generation Partnership Project (3GPP)
specifications constrain BSR periodicities to certain quantized values based on Quality of Service (QoS)
requirements for various applications. For instance, applications demanding low latency may require very
small BSR periodicities, resulting in substantial overhead due to frequent BSR reports. This may result
in the wastage of network resources in case of a low BSR periodicity setting. Alternatively, a high BSR
periodicity setting may lead packets to wait more at the user buffer and thus result in higher packet
latencies. To address these limitations, we propose a framework that predicts time intervals between
packet arrivals and subsequently adjusts the BSR periodicity according to the predicted traffic arrivals. The
simulation results demonstrate that the proposed Machine Learning (ML)-aided BSR reporting provides
flexibility in BSR periodicity adapted to the intensity of traffic arrival and converges to optimal periodicity
depending on the mean traffic arrival rate.

INDEX TERMS Buffer status report, uplink scheduling, cellular networks, machine learning, uplink traffic

prediction, wireless communications, machine learning for communications.

. INTRODUCTION AND BACKGROUND
A. RESEARCH MOTIVATION
UGE amounts of traffic data are generated owing to
the ongoing advancements in cellular communications,
which allow an increasing number of mobile devices to
access the Internet [1], [2]. Traffic scenarios, including
webpages, Internet-based applications, Uplink (UL) videos,
and file transfers, account for a large share of traffic data.
Moreover, while each cellular technology delivers notably
higher throughput than the previous one, 5G promises a
significant reduction in latency and support for Ultra Reliable
Low Latency Communications (URLLC), ensuring more
efficient data transfer scheduling. Thus, it is essential to
study and improve the UL scheduling procedure and its main
component — Buffer Status Report (BSR) [3].
BSR is a Medium Access Control (MAC)-layer feedback
that allows the User Equipment (UE) to inform the Next

Generation NodeB (gNB) that it has some data to transmit
with the goal of obtaining a grant and sending the data.
The 3rd Generation Partnership Project (3GPP) defines three
types of BSRs: regular BSR, periodic BSR, and padding
BSR [3]. Regular BSR is sent when new data arrives in the
UL buffer, and the new data has a higher priority than the
one already waiting in the buffer; or when retransmission
timer for BSR is expired and UE has some data to transmit.
Periodic BSR is sent with a predefined periodicity (defined
by the network), which controls how frequently the UE
sends the BSR report (e.g., ‘sfl’, ‘sf5’, ‘sf10’, etc.). The
‘sf” term in the BSR periodicity values, defined in the
3GPP specifications, denotes the subframe. For instance,
‘sf1” means a BSR periodicity of 1 ms. Padding BSR is sent
when the number of padding bits in a data message is larger
than the size of the BSR, so that the padding bit space can
be used to send the BSR.
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While each BSR type has its own transmission mechanism,
the three types of BSRs can coexist within the cellular
systems [4]. Recently, several research works have pointed
out a notable limitation in the periodic BSR mechanism
— its inability to account for data that arrives between
the transmission of the BSR and the delivery of UL data.
As a result, the newly arrived data must wait for the
next UL transmission cycle instead of being transmitted
immediately. This leads to an increased latency. To address
this issue, several authors from both the academia and
industry communities have explored statistical and Machine
Learning (ML)-based approaches to predict future traffic
arrivals, i.e., the number of packets expected to arrive at
the UE during some time interval, to adjust BSR value
accordingly.

For example, in [5], authors predict the data arrival rate
determined as data volume indicated in current BSR divided
by the difference between the serial number of the subframe
of current and previous BSRs. While the authors provide the
set of results regarding ML algorithms’ accuracy, network-
side metrics, such as latency or resource usage, are not
investigated. Differently, in [6], a linear predictive model
estimates the buffer occupancy at UE, which happens more
frequently than BSR. This approach demonstrates enhance-
ments in terms of latency and radio capacity utilization
across a range of traffic patterns. However, a more general
traffic source model rather than a constant bitrate over time
should be incorporated into the UL schedulers for practical
deployments.

Moreover, while there is a well-established field for
analyzing aggregated network traffic, there is a notable
research gap in understanding and assessing traffic at the
individual users. To this end, in [7], [8], authors utilize
ML algorithms to predict future packet arrivals and burst
occurrences. Their works demonstrate that incorporating
burst traffic arrival estimation into the decision-making
module leads to a notable reduction in experienced latency,
preventing delays for sensitive traffic. Similarly, in [10],
the ML models are leveraged for dynamic Discontinuous
Reception (DRX) parameter adaptation to user traffic.
Namely, authors predict upcoming traffic (in terms of packet
number), which guides the dynamic adjustment of DRX
settings for energy- and cost-efficient performance. Although
it effectively addresses a gap in cellular traffic prediction
analysis, the study exhibits two limitations. Firstly, authors
primarily emphasize traffic load prediction, a common
focus in existing literature, neglecting the crucial aspect of
predicting packet arrival times for informed DRX decisions.
Secondly, the implementation design lacks depth, leaving
uncertainties regarding how the network should handle
UE-side data and what entity is responsible for predictions.

Another limitation in current periodic BSR implementa-
tions [3] neglected by the research community lies in their
inflexibility. 3GPP specifications constrain BSR periodicities
to certain quantized values based on Quality of Service
(QoS) requirements for various applications with different
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FIGURE 1. lllustration of (a) conventional 3GPP solution in comparison with
(b) proposed solution.

QoS needs. The problem is that the packet interarrival
period varies with time for certain applications (e.g., cloud
gaming service). To ensure adequate quality of experience to
the users, the QoS parameters (including BSR periodicity)
during session initialization may be set ineffectively. For
example, the BSR periodicity may be set to a very low
value to limit the maximum tolerable latency of packets.
This may result in wastage of network resources (in case
of low BSR periodicity setting, i.e., more frequent BSR
reports) and/or higher packet latencies (in case of high
BSR periodicity setting, i.e., less frequent BSR reports).
Moreover, such fixed BSR periodicity is not advantageous
with the traffic that often requires dynamic and immediate
resource allocation to meet its stringent reliability and
latency demands (i.e., URLLC). The quantized values might
not be sufficient to satisfy the application’s requirements,
especially when one periodicity is selected. In this work,
we strive to fill this gap by proposing an adaptive BSR
scheduling framework that predicts time intervals between
packet arrivals and subsequently adjusts BSR periodicities
defined in specifications based on the predicted traffic arrival
patterns, thereby effectively managing network dynamics.

B. CONTRIBUTIONS AND OUTLINE

As outlined earlier and summarized in Table 1, existing liter-
ature predominantly focuses on forecasting traffic load, yet it
is equally crucial to anticipate the arrival time of the traffic.
To the best of our knowledge, we are the first to predict
the interval (in slots or milliseconds) between consecutive
packet arrivals, leveraged for adaptive BSR scheduling. The
ultimate goal is to provide a flexible scheduling framework
and achieve satisfactory latency performance while reducing
resource usage.

The novelty of the proposed solution is illustrated in
Fig. 1. In the traditional method defined by 3GPP [3]
(Fig. 1(a)), the BSR periodicity is fixed based on QoS
requirements of the application, typically during the Packet
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TABLE 1. State-of-the-art traffic prediction.
Work| Problem Prediction UE/gNB  side | Models Dataset Limitations
learning
Literature
[5] BSR does not include newly | Data arrival rate prediction | gNB side LSTM, X Network-side  performance,
arrived data during the in- | calculated as data volume Random such as latency or resource
terval between its sending | indicated in ¢-th BSR di- Forest, usage, was not investigated
and the UL data transmission, | vided by the difference be- XGBoost (only ML accuracy)
causing a delay for this data | tween the serial number of
until the next round of UL | the subframe of ¢-th and ¢t —
transmission 1-th BSRs
[6] gNB works on systematically | Predictive estimation of the | gNB side Linear X Proposed buffer size estima-
outdated information about | buffer size that is more fre- model (no tion algorithm models traf-
the buffer size, which gener- | quently updated than the ML) fic source as being of con-
ates delay spikes BSR stant bitrate over a time period
(should be improved with a
more general traffic model)
[7], | Lack of research on the anal- | Traffic load prediction and | UE side data/ | LSTM, 9] Implementation design is not
[8] ysis of cellular traffic, espe- | classification not specified | ARIMA, specified (how the network
cially user-level traffic. Aim is where ML is | Random should manage UE side data
to control the level of avail- implemented Forest prediction)
able network resources
Energy- and cost-efficient re- | Prediction of future traffic | UE side data/ | LSTM, [9] Implementation design is not
[10] | source provisioning (number of packets), and | not specified | ARIMA, specified. How can traffic pre-
based on this prediction, the | where ML is | Random diction assist DRX? It is cru-
best DRX is set dynamically | implemented Forest cial to anticipate when packets
will arrive rather than focusing
solely on their size
Our Proposal
Our | (i) Conventional BSR mecha- | Predicting the time when the | Two options for | LSTM, [9] and
work | nism works on outdated infor- | next packet arrives to the UE | gNB side (algo- | SVR, synthetic
mation. (ii) BSR periodicity is | buffer rithms 1, 2) and | XGBoost, dataset
not flexible and cannot be ad- one for UE side | Random
justed according to the traffic, prediction (algo- | Forest
leading either to a waste of rithm 3)
resources or increased latency

Data Unit (PDU) session establishment. However, due to
the variations in packet arrivals over time, several BSR
transmissions may be ineffective. This problem can be
resolved by adapting the BSR periodicity as illustrated
in Fig. 1(b). Here, the ML-based prediction algorithm at
the gNB automatically triggers changes in BSR periodicity
depending on the pattern of UL packet arrivals.

The contributions of this paper are as follows:

« We show that the packet interarrival times, representing
the traffic arrival rate, can be accurately predicted and
used for adaptive (yet periodic) BSR scheduling.

o« We use ML-based method to dynamically adjust the
BSR periodicity appropriately depending on the current
variations in traffic interarrival times.

o We detail the implementation design of the proposal.
Specifically, we provide three ways of handling the UE
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data for BSR periodicity prediction and, thereby, its
adjustment to the UE traffic pattern by the gNB.

It is important to emphasize that the objective is not to
design the optimal ML model for predicting traffic arrival
time, but rather to explore how ML can be utilized to enhance
the BSR mechanism in general. We have selected conven-
tional ML models as an initial approach to demonstrate the
benefits of incorporating prediction into the conventional
BSR mechanism. Naturally, more robust and advanced ML
models can be considered as extensions of this work. For
example, in [11], the discovery of sparsity and self-similarity
in network traffic is leveraged to develop compact algorithms
with high accuracy and low computational complexity and
address the problem of frequent model re-training, while
in [12], online-learning-based optimal predictive scheduling
is proposed to deal with the unpredictability of data arrivals.
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FIGURE 2. Visualization of periodic BSR signaling messages on 2 arrived packets.

Moreover, a universal zero-shot forecaster (Moirai) model
from [13] eliminates the necessity for training, as it has
already been pre-trained on numerous time-series datasets.

The remainder of this paper is organized as follows.
In Section II, we outline the problem of BSR scheduling
we attempt to resolve. Section III presents the proposed
adaptive ML-aided BSR framework with three options for
handling UE-sided data. In Section IV, we discuss the most
common ML models used for traffic and packet arrival
prediction, followed by the numerical results and outcomes
derived from the framework’s implementation provided in
Section V. Conclusions and future work are discussed in the
last Section VI

Il. PROBLEM FORMULATION
The current BSR implementation lacks flexibility, particu-
larly concerning periodic reporting, and heavily depends on
outdated information. In this section, we describe in detail
the limitations we attempt to address in the BSR mechanism.

BSR procedure serves to inform gNB about data volume
present at the UE‘s MAC entity and ready to be sent in UL. To
initiate BSR transmission, the UE must estimate the amount
of data it intends to transmit. This estimation relies on the
data present in Radio Link Control (RLC) and Packet Data
Convergence Protocol (PDCP) layers. Then, BSR is triggered
by a periodic BSR timer (see Fig. 2), which controls how
frequently the UE sends a periodic BSR [14]. The valid BSR
periodicities the network can operate with according to 3GPP
specifications are sfl, sf5, sf10, sf16, sf20, sf32, sf40, sf64,
sf80, sf128, sf160, sf320, sf640, sf1280, sf2560, infinity.

In Fig. 2, we selected the periodicity of 5 ms. The periodic
timer is a configurable parameter set by the network (gNB).
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It defines the interval at which the UEs check their buffer
status and trigger a BSR report. Upon receiving the BSR,
the gNB uses this information to efficiently allocate UL
resources. It considers the buffer status reported by multiple
UEs to dynamically schedule transmissions, ensuring that
resources are allocated to UEs with pending data to be
sent. The problem appears when the new packet arrives
right after BSR report was sent. In this case, the newly
arrived packet has to wait for the next periodic BSR timer to
start the scheduling procedure, which introduces the delay.
Furthermore, the periodic BSR report might be used when
there are no packets available at the UE (see + = 10 ms in
Fig. 2). This leads to resource wastage in UL.

Therefore, as can be seen in Fig. 2, the same BSR period-
icity might not be suitable for all packets (and UEs), causing
delays or waste of resources. For example, for applications or
data streams with varying bit-rate characteristics that exhibit
varying packet arrival rates, setting the BSR periodicity
to a fixed value could be sub-optimal. On the one hand,
small periodicity settings (such as 1, 5, and 10 ms) may
cause unnecessarily large overheads during times of low
packet arrival rates. On the other hand, large BSR periodicity
settings may lead to high latencies.

In brief, the current BSR implementation exhibits two
notable limitations: (i) its reliance on outdated information
and (ii) the lack of flexibility in periodic BSR. To combat
these challenges, we propose an adaptive ML-enhanced
approach for determining BSR periodicity based on traffic
intensity prediction. By setting an appropriate periodic timer,
the network can find a balance between obtaining updated
buffer status information and minimizing unnecessary sig-
naling overhead. This allows for efficient resource utilization
and adaptive scheduling to address varying traffic patterns
and network dynamics in 5G New Radio (NR) networks.

lll. ADAPTIVE BSR FRAMEWORK

In this section, we describe our proposed framework, its
implementation, and three ways how to handle UE side data
for BSR periodicity prediction.

A. FRAMEWORK DESCRIPTION

To solve the problem described in Section II, we propose
an ML-based prediction method to dynamically adjust the
BSR periodicity based on the historical interarrival times of
the previous packets. The solution proposed in this work
predicts the time between two consecutive packet arrivals at
UE to adjust the BSR periodicity accordingly. The goal is
to optimize the BSR periodicity and minimize overhead in
terms of the number of BSR reports while ensuring timely
and accurate BSR updates, as well as close to optimal end-
to-end latency.

Since historical interarrival times of the previous packets
are initially available at the UE side only and BSR periodicity
is configured by the gNB, we provide three alternatives on
how either UE or gNB can manage this information for
adaptive BSR periodicity selection.
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1) OPTION 1. GNB INFERS TRAINING DATA

To obtain packet interarrival time data, the network (gNB)
constantly monitors packet delays (which includes queuing
at UE, scheduling, and transmission times). Monitoring of
UL packet delays is supported at the gNB as per 3GPP
specifications (TS 38.314, [15, Sec. IV B1.II and 4.2.1.9]).
Since gNB is aware of both the time of packet reception at
the gNB side and packet delay, gNB may calculate previous
packet arrival time (at UE), which is usually not available
at the gNB side, as follows:

)]

where farival,gNg 18 the time of the packet arrival at gNB,
fatency 18 the packet delay, and fuival,UE is the packet arrival
time at the UE calculated by the gNB. We note that (1) is
used by the gNB to infer training data.

Hence, now the gNB can create a dataset used for training
the model that consists of interarrival times of incoming data
packets at UE:

tarrival,UE = tarrival,gNB - tlatencys

2)

where x; is the sample in the dataset representing the number
of slots between the previous furival UE(i — 1) and current
tarrival UE () packet arrivals at UE.

The gNB then uses the created dataset to train and/or
retrain the prediction model. Using the trained model, gNB
predicts the future traffic interarrival times translated into
appropriate BSR periodicity for each UE. For this, we use
the following mapping function:

Xi = tarrival,UE(i) - tarrival,UE(i - 1),

Next BSR = argmin (In — $il).

necollection

3)

which finds the closest value n to a given number y; (pre-
dicted BSR periodicity) within a collection that represents
the valid BSR periodicities.

Furthermore, the gNB periodically performs Radio
Resource Control (RRC) reconfiguration to adjust the BSR
periodicity of the UE based on BSR periodicity predictions.
The pseudo-code for this method is provided in Algorithm 1.

2) OPTION 2. UE SHARES TRAINING DATA WITH GNB

Since the historical interarrival times of the previous packets
at UE (usually available on the UE side) are used as the
training dataset for the proposed method, UE needs to send to
gNB the information about packet arrival periodicity. For this
purpose, UE collects packet arrivals, corresponding frames,
and slots, subsequently turning them into interarrival times
of the incoming data packets (in slots or in milliseconds) by
using (2). For the sake of convenience, we work with slots.

Before sharing that training dataset with the gNB, the
dataset size should be reduced. For this purpose, the collected
packet interarrival times need to be first mapped into valid
BSR periodicity as per (3). Then, the BSR periodicity value
is transformed into a 4-bit binary representation that denotes
its index among the 16 indices of the values defined by
3GPP (e.g., index O corresponds to the first allowed BSR
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Algorithm 1: BSR Periodicity Selection, Option 1

1 gNB infers packet arrival time at UE as per (1)
2 gNB calculates packets interarrival time at UE as

per (2)
3 if current time > next BSR time then
4 if current time > training slots and model does not
exist then

5 gNB processes and prepares data

6 gNB trains and saves model

7 else

8 if model exists then

9 gNB processes and prepares data

10 gNB loads saved model

1 gNB does prediction of packet interarrival
time

12 gNB converts packet interarrival time from
slots to ms

13 gNB does mapping of packet interarrival
time into valid BSR periodicity as per (3)

14 gNB performs RRC reconfiguration

5 return next BSR periodicity
16 end

periodicity value of 1 ms). For that, each 2 indices can use
a single byte (8bits). Such dataset is transmitted to gNB
by UE using 3GPP collaboration level y [16]. Then, the
gNB can decode the 4 bit BSR indices into BSR periodicities
used as input for training the ML model. Using the trained
model, gNB predicts the appropriate BSR periodicity for
each UE. An illustrative representation of the proposed
method wherein the UE shares the dataset with the gNB is
shown in Algorithm 2.

3) OPTION 3. UE PREDICTS SUITABLE BSR PERIODICITY

Alternatively, UE might be responsible for the prediction
of the next BSR periodicity. In this case, UE prepares
the dataset (packet interarrival times) as indicated in
Algorithm 3. Then, training and prediction of BSR period-
icity are done at the UE side. Therefore, UE needs to pass
predicted BSR periodicity to gNB. To this end, we propose
a modified BSR structure since UE should pass the next 2
BSR periodicity indices (1 byte) to gNB within the BSR
message.

As illustrated in Fig. 3, short BSR and short truncated
BSR consist of 8bits, where 3bits are used for Logical
Channel Group (LCG) ID and 5 bits for buffer status report.
We propose to add 8 more bits (the smallest value that can
be stored in memory) so that the next two BSR periodicity
indices can be transmitted to gNB. The structure of a long
BSR and a long truncated BSR is as follows. The first
Byte represents the LCG ID, and the other part represents
the buffer status reports. The long BSR and long truncated
BSR use 8bits to allow 28 = 256 BSR indices, which
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Algorithm 2: BSR Periodicity Selection, Option 2

1 UE calculates packets interarrival time at UE as per (2)

2 UE converts packet interarrival time from slots to ms

3 UE does mapping of interarrival time into valid BSR
periodicity as per (3)

4 UE transforms BSR periodicities into 16 indices of
BSR periodicities

5 UE shares data with gNB using 3GPP collaboration

level y
6 if current time > next BSR time then
7 if current time > training slots and model does not
exist then
8 gNB processes and prepares data
9 gNB trains and saves model
10 else
11 if model exists then
12 gNB processes and prepares data
13 gNB loads saved model
14 gNB does the prediction of next BSR
periodicty
15 gNB performs RRC reconfiguration

16 return next BSR periodicty
17 end

Algorithm 3: BSR Periodicity Selection, Option 3

1 UE calculates packets interarrival time at UE as per (2)
2 if current time > next BSR time then

3 if current time > training slots and model does not
exist then

UE processes and prepares data

UE trains and saves model

if model exists then

UE processes and prepares data

UE loads saved model

10 UE does prediction of packet interarrival
time

1 UE converts packet interarrival time from
slots to ms

12 UE does mapping of packet interarrival
time into valid BSR periodicity as per (3)
13 UE passes the next 2 BSR indices within
BSR message

14 gNB performs RRC reconfiguration

4
5
6 else
7
8
9

15 return next BSR periodicity
16 end

can accommodate a larger buffer status of 81338368 Bytes.
Similarly, in this case, 8 bits must be added for the next two
BSR periodicity indices.
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short BSR:

3 bits 5 bits 4 bits 4 bits
LCG ID Buffer Status Next BSR #1 Next BSR #2
long BSR: 8 bits

LCG#7 LCG#6 LCG#4 ... LCG #0
Buffer Status #1
Buffer Status #2
Buffer Status #n
Next BSR #1 Next BSR #2

FIGURE 3. UE-side prediction: BSR structure change suggestion.

We highlight that this option is beyond current 3GPP
specifications. The rationale for altering the BSR structure
in Option 3 stems from the availability of packet arrival
information on the UE side, eliminating the need for
UE to share data for predicting the next BSR periodicity
with gNB (Option 2) or infer it (Option 1). In this case,
predictions are done at the UE side and passed to the
gNB during the BSR message. Hence, Option 3 represents
the first effort to modify the existing protocol to enhance
latency. However, protocol modifications may entail practical
considerations. For example, new modifications must align
with current 3GPP standards to ensure interoperability with
legacy systems, which might be challenging. Moreover,
any protocol modification requires approval via the 3GPP
standardization process, which can be time-consuming and
involve gaining consensus among various stakeholders.

Note that the three alternatives constitute the same
framework with the difference in how to handle UE side
data (packet arrival times) for adjusting BSR periodicity to
the UE’s traffic pattern.

B. METRICS OF INTEREST

To evaluate the performance of ML-aided adaptive BSR
solution, we use such metrics as control resource usage and
end-to-end latency calculated from UE MAC to gNB RLC.
In this way, we are able to consider the queuing time as
well as the transmission time of each packet. The number
of BSRs sent by the UE is used as the metric to evaluate the
control resource usage. The preferred solution is expected
to reduce the latency without incurring network resource
wastage.

IV. ML FOR PACKET ARRIVAL PREDICTION

Packet arrival prediction, and traffic prediction in general, is
a crucial application of ML in telecommunications. Cellular
traffic prediction involves forecasting mobile network usage,
understanding data traffic patterns, and optimizing network
resources. In this section, we discuss the most common
ML models used for traffic prediction [8], [17] and provide
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insights on their performance for time series forecasting of
packet arrival times.

A. XGBOOST
The Extreme Gradient Boosting (XGBoost) model is a
powerful ML algorithm that belongs to the class of ensemble
learning methods. Ensemble learning involves training and
combining individual models (known as base learners) to
provide a single prediction [25]. XGBoost anticipates that
the base learners will be uniformly suboptimal at predicting
the remainder, such that when all predictions are aggregated,
inaccurate predictions counterbalance each other, while more
accurate predictions accumulate to form the final, improved
predictions with high accuracy.

The basic equation for the prediction made by XGBoost
for a regression task is:

K
Si=p0x) =) filxi), )
k=1
where J; is the predicted output for the i-th instance, ¢ (x;)
represents the prediction function and x; is the input data, K
is the number of trees in the ensemble, fi(x;) is the output of
the k-th tree for the i-th instance. Note that XGBoost works
by training a number of decision trees, K, and each tree k is
trained on a subset of the data. The predictions from each
tree are combined to form the final prediction.
The training objective can be represented as

n K
D Ly 5i) + Y Q. (5)
i=1 k=1

where L(y;, y;) represents the loss function (Mean Squared
Error (MSE) in the case of regression) that calculates the
difference between the predicted value y; and the actual target
value y; for each sample, 2 (fy) represents the regularization
term that penalizes complex models to prevent overfitting.
XGBoost supports both L1 and L2 regularization:

1
Qfi) = BT+ 32D _w}, ©)
j=1
where T is the number of leaves in the tree, w; are the leaf
weights (predicted values), g is the complexity cost per leaf,
and A is the L2 regularization coefficient. The L1 term ST
encourages simpler trees with fewer leaves, while the L2
term %)» Yj= lwa penalizes extreme leaf weights.
Generally, the advantages of this method include the
ability to detect non-linear data patterns, flexibility, as well as
parallelization of tasks, which reduces training time. Among
the disadvantages, one can name overfitting and sensitivity
to outliers.

B. RANDOM FOREST

Random Forest is a bagging technique that contains a number
of independent decision trees on various subsets of the given
dataset and takes the average to improve the predictive
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accuracy of that dataset. Instead of relying on one decision
tree, the Random Forest takes the prediction from each tree
and predicts the final output based on the majority votes of
predictions [26].

The prediction made by a Random Forest for a regression
task is represented as an aggregation/averaging of predictions
from individual trees:

l K
yFE;nm, )

where J; is the predicted output for the i-th instance, K is the
number of trees in the forest, T (x;) represents the prediction
of the k-th tree for the i-th instance.

Random Forest typically exhibits lower susceptibility to
overfitting than other algorithms and maintains effectiveness
even when a substantial portion of data is missing. However,
the model demonstrates reduced efficiency handling time
series data (compared to Support Vector Regression (SVR)
and Long Short-Term Memory (LSTM)), and it may change
considerably by a small variation in the data.

C. LSTM

The functioning of an LSTM network involves several
formulations. We will start with the LSTM memory cell,
which includes forget, input, and output gates [27]:

ﬁ:U(fox;—l-Uth,_l-i-bf), (8)
i =0 (Wi X x +U; x ly—1 + b)), )
0r =0 (W, x x; + Uy X hy_1 + by), (10)

where h; is the hidden state/output at time #, x; is the input
at time t, Wy, W;, W, Uy, U;, U, are weight matrices for
respective gates, by, b;, b, are bias vectors for respective
gates, o is the sigmoid activation function, X is the matrix
multiplication, and + is the element-wise addition.

The equations for the cell state, candidate cell state, and
the final output are:

C; = tanh(W, X x; + Uy X hy_1 + be), (11)
Ci=f0C_1+i0C, (12)
ht = O¢ ©) tanh(C,), (13)

where C; is the cell state at time ¢, W,, U, are weight matrices
for respective gates, b, is bias vector for respective gate, tanh
is the hyperbolic tangent function, and © is element-wise
multiplication. These equations govern how an LSTM cell
processes input and updates its internal state through various
gates to selectively remember or forget information. The
gates’ outputs are controlled by learned parameters (weights
and biases) that are adjusted during the training to optimize
the network’s performance for specific tasks.

LSTM is recognized for its efficiency in processing long
sequence data and performing time series forecasting while
mitigating vanishing gradient problems. Its structure is more
sophisticated (a type of recurrent neural network) compared
to other algorithms. However, LSTM is characterized by high
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computational complexity and extended training periods,
which may present challenges in scenarios requiring real-
time predictions.

D. SVR

The primary objective of SVR is to maximize the number
of data points within the e-tube (margin). This parameter
determines the width of the tube surrounding the estimated
function, also known as the hyperplane. Points falling within
this tube are considered accurate predictions and are not
penalized by the algorithm. Support vectors are the points
that lie outside the tube, not just those on the margin.
However, to prevent overfitting, some errors in the model
must be accepted. This can be achieved by incorporating
slack variables. The significance of these slack variables can
be controlled by adjusting the regularization parameter C.
Training SVR involves solving:

| N
min §||W||2 + CZ(fi + éi*)v
i=1
i — (W, p(x)) — b < € + &,
st 3 =it (W, d(x))+b <e+E,
%_iv %,'* > 0,

where w is the learned weight vector, x; is the i-th training
instance, ¢(x;) is the mapping function induced by the
kernel, y; is the training label, &; is the slack variable
that denotes the deviation from the point to the positive
edge of the hyperplane, and £* is the slack variable that
denotes the deviation from the point to the negative edge of
the hyperplane. C is a constraint that controls the penalty
imposed on observations outside the bounds to prevent
overfitting [28].

To enable the model to make nonlinear predictions, each
dot product (w, ¢(x;)) is replaced with a kernel function,
effectively mapping the data into a higher-dimensional
feature space. We utilize the Squared Exponential Kernel,
also known as the Radial Basis Function (RBF) kernel, which
is universal:

(14)

(15)

ks (x. ) = exp(—y Iy = ¥I12), (16)

where y is the kernel coefficient, y > 0, and x and x’ are
two inputs.

SVR can deal with the nonlinearities of cellular traffic,
is suitable for time series predictions, and is not biased by
outliers (compared to XGBoost). Regarding disadvantages, it
might underperform if data is not clearly separated and might
not be suitable for large datasets since it takes comparatively
more time to train.

In Table 2, we provide the summary of the discussed
predictors, along with examples of their performance from
the literature. In brief, each estimator has its advantages
and drawbacks depending on the data we feed into it. In
Section V, we provide the performance analysis of described
models for packet arrival time prediction on two datasets.
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E. SVR WITH RANDOM FOURIER FEATURES (SVR-RFF)
SVR performance can be further improved by Random
Fourier Features (RFF). RFF utilize a randomized lower-
dimensional feature mapping, enabling better scalability of
data [29]. These constructions involve approximating the
feature map denoted as:

. x - CK, (17)
where R represents the space of R-dimensional complex
numbers. Consequently, this leads to the definition of the
approximate feature map:

i(x, x') ~ <<i>(x), <I>(x/)>(cR.

For the implementation, we use RBFSampler — a feature
extractor employing an RBF kernel. It reshapes the input
data into a new feature space with a specified dimension
(Mcomponents), achieved by either injecting random values
into those features or through Monte Carlo approximation.
Subsequently, these new feature vectors are utilized to train
ML algorithms. The parameter y of RBFSampler governs
the width of the RBF kernel. A higher y value produces
a kernel that is more sensitive to small variations among
points, whereas a lower y value yields a kernel that is more
sensitive to larger differences between points.

(18)

F. DATA AUGMENTATION

Data augmentation (originally proposed for Convolutional
Neural Networks (CNNs) [30]) means increasing the variable
space in such a way that a model has a higher chance of
making accurate predictions/classifications. We employ the
concept of the Sliding Window, a robust method used to
process sequential data involving the systematic analysis of
fixed-sized subsequences one at a time [31], [32]. Thus, in
the preprocessed dataset X, with one feature, we have
window size columns, where each row is shifted by one value,
and Yuqin contains one column with (window size+1)-th
value to be predicted (see Fig. 4 for visualization). By
carefully selecting an appropriate window size, ML engineers
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TABLE 2. Comparison of considered ML models. v/ means that the model is used in the study, X means that it was not used.

SVR XGBoost

Random Forest

LSTM

Advantages

e more efficient when there is a clear | o designed to improve training

margin separation between classes times through parallelization
e efficient on non-linear problems e can detect and learn from non-
e not biased by outliers linear data patterns
o cfficient for time series o flexible

e scalable and fast

e less prone to overfitting than
other algorithms

e can be used for dimensionality
reduction

o effective even if large portion of

data is missing

e can better handle long sequence
data

e avoids vanishing gradient problem
o efficient for time series

e not biased by outliers

Disadvantages

o not suitable for large datasets since | e sensitive to outliers

it takes comparatively more time to | e may overfit depending on hyper-
train parameters
e prone to noise e difficulty in interpretation
e underperforms if data is not well

separated

e may change considerably by a
small variation in the data

e computations may go far more
complex compared to other algo-
rithms

e not that good with time series

e high computational complexity
e large number of parameters
e difficulty in interpretation

e long training times

[18]: traffic prediction

in real wireless network

v/ much faster training, among best | X v worst performance X
performers

[19]: predictive modeling of high-speed links
v best accuracy X X X

[20]: traffic flow prediction in vehicular networks

v comparable performance depend- | X

ing on dataset

X

v/ comparable performance depend-

ing on dataset

[21]: LTE traffic flow estimation

v slightly lower performance ‘ X ‘ v best performance ‘ v second best performance
[5]: buffer status report prediction
X ‘ v second best performance ‘ v best performance ‘ v/ worst performance

[71, [8], [10]: cellular traffic prediction and classification

X ‘ X ‘ v comparable performance ‘ v comparable performance
[22]: cellular traffic prediction
X X X v existing LSTM model should be
improved
[23]: cellular traffic prediction
v third best performance X X v best performance
[24]: cellular traffic prediction
X X X v better performance against autore-

gressive integrated moving average
(ARIMA)

aim to balance between granularity and generalization,
allowing the model to benefit from a diverse yet focused
representation of the data. This facilitates robust learning,
enabling the model to generalize to unseen data while
effectively capturing the inherent complexity of the dataset.

V. SIMULATION RESULTS

In this section, we provide numerical results for the eval-
uation of different ML models’ performance based on a
publicly available dataset. We then present the results of the
proposed adaptive ML-based BSR scheduling (incorporated
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into 5G MATLAB toolbox) versus traditional periodic BSR
with fixed periodicities in terms of latency and resource
usage.

A. PACKET ARRIVAL TIME PREDICTION USING REAL
TRAFFIC

In contrast to the prevailing trend in literature, which
primarily focuses on predicting the size of incoming packets
(traffic load), as demonstrated in [8], [10], [33], [34] and in
Section I, our approach is centered on forecasting the arrival
time of these packets. More specifically, our focus lies in
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predicting the time, measured in milliseconds/slots, when the
next packet will arrive. Hence, to validate the feasibility of
these predictions, we utilize a realistic dataset [9] published
alongside [8], where surfing, video calling, voice calling,
and video streaming applications are considered. This dataset
captures traffic from multiple Android devices employing
Virtual Private Network (VPN) tunneling. It encompasses
the following features: (1) timestamps for packet arrival
and departure, (2,3) source and destination IP addresses,
(4) communication protocols like UDP, TCP, SSL, and (5)
encrypted payload for transmissions in UL and downlink
(DL) directions.

As part of the data preprocessing stage, we create a
crucial feature central to our predictions: the time difference
between packet arrivals measured in milliseconds (since the
dataset initially contains milliseconds) and use only UL
traffic. Once this feature is added, we divide our dataset
into training and testing subsets, allocating 80% for training
and 20% for testing. We utilize the following ML models:
SVR, SVR-RFF, XGBoost, Random Forest, and LSTM
with the following parameters. SVR is configured with
squared exponential kernel, regularization parameter C =
100, y = 0.0001, and € = 0.0001. RFF part is configured
with ¥ =1 and ncomponents = 100. XGBoost and Random
Forest models use K = 50 estimators and a maximum depth
of 5 of each estimator. LSTM structure consists of an initial
normalization layer, followed by an LSTM layer with 64
units, a ReLU activation function, and dropout rates of 0.2
for both dropout and recurrent dropout. After that, there are
two dense layers with 128 and 64 units, respectively, both
using ReLU activation functions and a final dense layer with
1 unit. Batch size of 1 and 15 epochs are used for training.
The hyperparameters of all models were tuned by selecting
them empirically.

In Fig. 5, we present the accuracy of selected ML
models in terms of Mean Absolute Error (MAE), 75th and
95th percentiles. Cumulative Distribution Function (CDF)
of errors is depicted in Fig. 6, where the median and 95th
percentile are indicated. These four metrics are calculated as:

1Y .
MAE = > |vi =i, (19)
i=1

th ordered sample, (20)

3(N+1
75 percentile = value of (%)

19N + 1)

95 tile = value of
percentile = value o ( 20

>th ordered sample, (21)

N+1
Median = value of <T+>th ordered sample, 22)

where N represents the total number of observations, y;
denotes the actual value of the i-th observation, and y; is the
predicted value of the i-th observation.

As shown in Fig. 5, LSTM model provides the lowest
error, which means that a more complex deep learning
model is suitable for this type of data corresponding to
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FIGURE 6. Real traffic dataset: cumulative distribution function of errors, window
size = 500 samples.

realistic traffic. SVR regressor also demonstrates compara-
ble performance to LSTM, and SVR-RFF enhances SVR
performance even more. One may notice that the variation in
window size leads to a significant change in the performance
of the considered ML models. This can be explained by
the fact that the impact of changing the window size value
depends on the specific algorithm (some algorithms are more
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sensitive to window size) and the data itself. Regarding
the optimal window size value, as a general trend, MAE
decreases as the window size increases (for Random Forest
and XGBoost, the optimal window size is 500, while for the
rest of the models, MAE keeps decreasing with an increase in
window size). However, for the 95th percentile, most of the
models achieve optimal results with a window size of 500.
Therefore, the subsequent analysis is focused on the results
for a window size of 500.

The MAE of LSTM and SVR-RFF, in this case, is
34.12 ms and 32.67 ms, respectively, which can be explained
by the presence of extremely high values of the time
difference between packet arrivals in the dataset. We use
time difference in milliseconds, and, in some cases, the
difference between packet arrivals can be a couple of seconds
(which are clear outliers). When the model does not provide
the exact prediction, this high value deteriorates MAE.
For this reason, we present the 75th and 95th percentiles,
which are 2.99 ms and 3.05 ms, respectively, for the LSTM
model. It means that 95% of errors are lower than 3.05 ms,
providing high accuracy. In the case of SVR-RFF, the 75th
and 95th percentiles are 1.80 ms and 3.77 ms. These results
demonstrate that LSTM and SVR-RFF models accurately
predict in the presence of outliers compared to Random
Forest and XGBoost.

To delve deeper into our findings, we introduce Fig. 6,
showcasing the CDF of errors. The legend highlights the
median error, a particularly robust metric, especially in
scenarios influenced by outliers, and 95th percentile. One
may observe that LSTM provides an accurate prediction of
the time when the next packet will arrive with a median
error of 2.92 ms. Moreover, LSTM shows that for 98%
of predictions, the error is less than 3.36 ms. Regarding
SVR-RFF, the median error is even smaller (1.92 ms), while
the 98th percentile is slightly larger (5.04 ms), which can
be seen from the zoomed part of the plot. Nevertheless,
the results confirm the feasibility of predicting the time
differences between consecutive packet arrivals in cellular
networks.

B. FTP TRAFFIC WITH EXPONENTIAL READING TIME
AND POISSON INTER-ARRIVAL TIME MEAN OF 5 MS

In this and the upcoming subsections, we evaluate our
proposed adaptive ML-based BSR scheduling in terms of
latency and resource usage. This evaluation is performed
using MATLAB 5G Toolbox, where we generate synthetic
datasets for the considered ML model. We assume an
FTP model with a reading time that follows an exponential
distribution with a mean of 5ms/20ms, and an inter-arrival
time that follows a Poisson distribution with the same
mean of 5Sms/20ms. FTP model file size is 0.5 Mbytes [35].
We implement online ML, where we predict the time
difference between packet arrivals in terms of the number
of slots and map it into the next BSR periodicity in
milliseconds. We list the main simulation parameters in
Table 3.
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TABLE 3. Simulation parameters.

Parameter Value
System parameters

Number of UEs 4
Simulation time 10
UE position (100 0 1.5); (250 0 1.5); (700 0 1.5); (750

0 1.5)
UL bandwidth 100 MHz
Number of RBs 237
SCS 30kHz
UL carrier frequency 2515 MHz
Channel model CDL-C
UE/gNB TX power 23dBm / 29dBm
¢NB RX gain 10dBi

Scheduler strategy proportional fair

PUSCH preparation time 200 microseconds

HARQ processes 16
Duplex mode FDD
Size of sub-band 16

gNB position (00 10)

Traffic FTP: file size=0.5 MBytes, exponentially
distributed reading time with mean of
5ms/20ms, Poisson distribution of inter-

arrival time with mean of Sms/20ms

ML parameters

Training dataset split ~ 70% (670 frames)
=~ 30% (300 frames)
Window size 30

SVR

Test dataset split

kernel = squared exponential, Regular-
ization parameter C' = 100, kernel coef-
ficient v = 0.1, epsilon in epsilon-SVR
model € = 0.1

SVR-RFF SVR with approximation of RBF ker-
nel feature map using RFF, v = 1,
Tcomponents = 100

LSTM LSTM(64, activation="relu’,
dropout=0.2, recurrent dropout=0.2);
Dense(128, activation="relu’);
Dense(64, activation="relu’); Dense(1);
loss="MAE’, optimizer="adam’,

epochs=15, batch size=1

Random Forest K = 50 estimators, max depth =5

XGBoost K = 50 estimators, max depth = 5

Dataset feature slot difference between 2 arrivals

As a first step, we identify the ML model, among the
ones discussed in Section IV, that works better for the FTP
traffic. The comparison results are presented in Table 4. It is
important to note that we tuned SVR y = 0.1 and € = 0.1
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TABLE 4. FTP traffic prediction accuracy.

Algorithm MAE Median
Accuracy in number of slots (2 slots=1 ms)
LSTM 8.51 6.15
XGBoost 8.24 6.16
Random Forest 7.58 5.99
SVR 7.38 5.21
SVR-RFF 7.53 5.11
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FIGURE 7. FTP traffic (exponential reading time with mean of 5 ms, and Poisson
inter-arrival time with mean of 5 ms): latency vs. number of BSRs, 70%/30% train/test
split.

parameters compared to Section V-A. The reason is that strict
y and € in the case of FTP traffic lead to the model learning
the data rather than learning its pattern. In general, predicting
FTP traffic poses a greater challenge due to its inherent
randomness. Therefore, it is more difficult for all considered
ML models to identify the data pattern. However, SVR-
RFF model achieves better performance for our FTP traffic
synthetic dataset in terms of median error. We select the
median as a metric that defines the optimal ML model since
the distribution of errors is not symmetrical. Compared to
SVR, SVR-RFF notably improves the accuracy and, hence,
better suits our task.

In addition to improved accuracy, which demonstrates
the model’s efficiency for time-series forecasting, SVR-
RFF is not influenced by outliers and exhibits lower
computational complexity, for example, when compared to
LSTM. Consequently, we focus our subsequent analysis
on SVR-RFF for BSR periodicity prediction. Note that, in
practice, the model can be pre-trained on a high number of
samples and then used for predictions, or transfer learning
techniques can be leveraged as an alternative [36].

Fig. 7 reports the evaluation results of our proposed
adaptive ML-based BSR solution in terms of latency and
resource usage for generated FTP traffic. In detail, our goal
is to visualize the relationship between two metrics: latency
on the x-axis and the number of sent BSRs on the y-axis.
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split.

Preferably, both variables should be minimized. As can be
seen, adaptive BSR periodicity by means of ML (i.e., SVR-
RFF) provides flexibility in scheduling. For instance, we
can see that the difference between traditional fixed BSR
periodicity of 5 ms and 10 ms in terms of latency and
resource performance is notable (3.10 ms and 50% of BSRs).
The proposed adaptive BSR, SVR-RFF, can guarantee a
latency performance close to fixed 5 ms BSR (baseline
scheme for traffic arrival with mean of 5 ms) while reducing
the resource utilization by 12.34%. Moreover, the scheme
makes its decisions based on past traffic arrivals, which
makes it adaptive to the traffic and able to save resources in
case of a low traffic arrival rate. This all shows the potential
of the proposed approach to be implemented within 5G
feedback optimization mechanisms.

C. FTP TRAFFIC WITH EXPONENTIAL READING TIME
AND POISSON INTER-ARRIVAL TIME MEAN OF 20 MS
In Fig. 8, we provide FTP model traffic results using
exponential reading time and Poisson inter-arrival time with
a mean of 20 ms, i.e., we introduce even more randomness in
the traffic arrivals. In this scenario, the fixed BSR approach
with a 20 ms periodicity serves as the baseline. The results
are consistent with Fig. 7 with a mean arrival rate of
5 ms. These results suggest that leveraging ML allows for
adaptable resource allocation, facilitating a more suitable
configuration for different interarrival times: when the mean
arrival rate is 5 ms, SVR-RFF converges towards a 5 ms fixed
BSR; with a mean arrival rate of 20 ms, SVR-RFF converges
to a 20 ms fixed BSR periodicity. Moreover, existing
3GPP BSR implementation faces significant performance
differences between 20 ms and 32 ms BSR periodicities,
while the proposed method aims to dynamically adjust BSR
periodicity to traffic patterns.

Furthermore, in Fig. 8, one may notice the presence of
outliers, for example, in the case of fixed BSR periodicity
with 32 ms (see latency of around 160 ms). This can be
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FIGURE 9. FTP traffic (exponential reading time with mean of 5 ms, and Poisson
inter-arrival time with mean of 5 ms): latency vs. number of BSRs when varying
train/test split ratio (test ratio is indicated in the legend).

explained by the fact that in MATLAB 5G Toolbox, we
enable packet failures and in the case of retransmission,
latency might increase. Recall that latency calculations
encompass the time duration from the packet’s arrival at
RLC of the UE to its successful reception by the gNB.
Consequently, standard fixed BSR periodicities of 40 ms
and 32 ms notably escalate latency, while the 5 ms fixed
BSR periodicity significantly increases resource utilization.
Differently, the SVR-RFF method showcases performance
closely aligned with the baseline approach, demonstrating
more consistent behavior that aims to achieve a trade-off
between latency and resource usage.

We also highlight that different UEs might have varying
needs when it comes to sending BSRs. Some might need
to send BSRs more frequently than others due to their
traffic patterns. The proposed system adapts to these different
requirements by using ML algorithms. The algorithm learns
from the traffic patterns and behavior of each UE. This way,
the system can understand which UEs require more frequent
BSRs and adjust the scheduling accordingly.

D. EFFECT OF TUNABLE PARAMETER — TRAIN/TEST
SPLIT

In this subsection, we analyze the effect of the train/test split
ratio on the performance of the ML-aided BSR solutions
in Fig. 9. Similarly to Fig. 7 and Fig. 8, Fig. 9 reports the
latency and the number of sent BSRs. Recall that in Fig. 7
and Fig. 8, we used a 70%/30% train/test split. Here, we
also add 80%/20%, 90%/10%, and 95%/5% ratios. The goal
is to fine-tune this parameter and check its impact on latency
and resource usage results. A larger training data size means
that there are more samples for training, which leads to
better accuracy. As shown in Fig. 9, a smaller test size leads
to improved latency (closer to 5 ms fixed BSR periodicity
implementation) and higher usage of resources compared to
the other considered test ratios.
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For example, in the case of “SVR-RFF 5%”, the improve-
ment achieved by the proposed algorithm is a reduction
in resource usage by 3.05%, accompanied by a marginal
increase in latency of only 2.09% (equivalent to 0.12 ms).
Similarly, in the case of “SVR-RFF 30%”, performance indi-
cates a noteworthy reduction in the number of sent BSRs by
12.34%, accompanied by a slight increase in latency of just
9.6% (equivalent to 0.55 ms). The obtained results suggest
that the train/test split parameter in our proposed solution
can be adjusted according to the application requirements.
In case of an application with stringent latency requirements,
a smaller test size can be employed.

VI. CONCLUSION AND FUTURE WORK

We proposed a framework that predicts the time between
consecutive packet arrivals and adjusts the BSR periodicity
accordingly. This approach adapts the BSR periodicity
defined in 3GPP specifications (i.e., sfl, sf5, sf10, etc.) to
the traffic arrival pattern of each user by means of ML
models. Our ultimate objective is to establish a flexible
scheduling framework that optimizes latency performance
while conserving resources. The results demonstrate that,
first, it is feasible to accurately predict the time interval
between consecutive packet arrivals. Second, adaptive ML-
based BSR reporting can significantly reduce the BSR
reporting overhead for a small sacrifice in latency.

Furthermore, the proposed adaptive BSR scheduling
framework can be implemented within 5G NR MAC layer
scheduling at the gNB or the UE side. In the former case,
gNB can infer the UE traffic arrival times from the end-
to-end latency and reception time of the packets at gNB,
or UE can share the training dataset. In the latter case, the
proposed framework can be incorporated at the UE side,
which requires a slight modification of the BSR message
structure.

Among the avenues for future work, the following aspects
can be studied:

« Improvement of ML algorithms’ robustness to avoid the
need for re-training ML models each time when the
traffic (i.e., data) changes.

o Determination of the optimal set of BSR periodicity
values required to optimize the system performance
under different conditions.

o Estimation of the computational and signaling over-
heads needed to incorporate ML methods in the
framework.

We note that in the current work, the computational
overhead associated with model training can be mitigated
by deploying a pre-trained model. Regarding the signaling
overhead, in the proposed Option 1, where the gNB infers
UE-side data, no additional exchange of information is
required. Conversely, when UE shares the training data
(Option 2) or makes a prediction and then passes the next
BSR indices within the modified BSR structure (Option 3),
then there is a signaling overhead that is larger as compared
to the traditional fixed BSR periodicity method. Therefore,
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it is possible to evaluate our framework’s improvement in
terms of both saved resources and latency vs. computational
and signaling overheads.
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