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Assessing the Performance of Biopolymers as Substrates
for Flexible Printed Supercapacitors Containing Liquid

Electrolytes

lida Kangashaka,* Timo Punkari, Aapo Kattainen, Chirag Mevada, Jari Keskinen,

Matti Mantysalo, and Essi Sarlin

The environmental benefits of using supercapacitors to power the Internet of

Things can be improved by replacing the fossil-based substrate materials that they
are traditionally manufactured from with sustainable biobased options. However,
biobased materials tend to have poor barrier properties, which is an issue for

supercapacitors that contain a liquid electrolyte. The aim of this study is to assess
how well some common biobased polymers, such as polylactic acid (PLA), poly
(3-hydroxybutyrate) (PHB), or poly(3-hydroxybutyrate-co-3-hydroxyvalerate) (PHBV)
would perform as substrates in printed supercapacitors, especially when it comes
to their barrier properties. It is found that none of the unmodified biopolymers
fulfill the requirements for the supercapacitors very well. The processability of the
materials is good and the printability of the biopolymers is even better than the
printability of the polyethylene terephthalate laminated with aluminum (PET+-Al)
used as a reference material. However, the barrier properties of the biopolymers
do not reach the properties required of a supercapacitor operating in a vehicle.
For this reason, it is clear that in order to manufacture a sustainable substrate
suitable for a supercapacitor, the biobased polymers must be first modified in

require wiring into outlets or routinely
either recharging or changing batteries.!"
For devices which must remain unteth-
ered, self-charging power systems are an
attractive option for power supply.””

They are a combination of energy harvest-
ers and energy-storage units. The system
harvests ambient energy, such as radiant,
mechanical, thermal, or biochemical energy,
from the environment and stores it in an
energy-storage unit, such as a battery, a
supercapacitor (SC), or a pseudocapacitor.”)

Among these, SCs stand out due to
their moderate energy density, high power
density, superior operational safety, and
long lifetimes. Unlike batteries, which offer
high energy density but require significant
recharging time, SCs provide flexibility,
smaller size, transparency, and ease of inte-
gration, making them ideal for a wide range

order to improve their barrier properties.

1. Introduction

For a while now there has been a shift in the field of electronics
toward the connection of everyday objects through the Internet of
Things."! However, in some cases it can be difficult to provide
power for these devices in the traditional methods, as this would
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of flexible, portable, and wearable electronic

devices. SCs can operate at extremely high

charging and discharging rates, with life-
times exceeding 1 million cycles.” The absence of rigid packaging
in SCs, combined with their high rate and long cycle life, is crucial
for various applications. The most common type of SC is a
sandwich-structured SC, which consists of electrolyte sandwiched
between two electrodes, which are separated by a separator to pre-
vent contact and, in case of nonconductive substrates, coated with
current collectors (Figure 1).

When it comes to fabricating SCs, traditional manufacturing
methods, such as solution casting, electrospinning, spin coating,
sputtering, electrochemical deposition, and chemical vapor depo-
sition, face challenges like process complexity, extended produc-
tion times, high costs, and low material utilization rates. These
conventional techniques also struggle with miniaturization and
customization, which are essential for the growing demand for
wearable and flexible energy devices. In recent years, printing tech-
nologies like screen printing, inkjet printing, and direct ink writ-
ing have emerged as promising methods for fabricating SCs.
These technologies offer rapid prototyping, customizability, mate-
rial diversity, process flexibility, and precise geometry control.l

Additionally, there is a high demand for low-cost, nontoxic,
eco-friendly, and biodegradable SCs, driven by the expected
increase in e-waste to 74.7 million tons by 2030. To address these
challenges, the development of fully biodegradable and printed
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Figure 1. Schematic of the cross section of a sandwich-structured SC.B®

SCs is essential.” This approach makes them ideal for powering
eco-friendly and disposable devices. It is essential to ensure that
all components of SCs are biobased and environmentally sustain-
able while employing cost-effective printing technologies as an
alternative to conventional manufacturing methods. The com-
mercial SCs still use metal current collectors, but replacing these
with biodegradable options is possible. For printed electronics,
various biobased substrates combined with printing of high-
conductive carbon ink (sheet resistance < 10€/0) can replace
the use of metal current collectors, promoting sustainability in
flexible printed SCs. Common polymeric substrates used in
printed SCs include polyethylene terephthalate (PET), polyimide,
polyethylene naphthalate, and polydimethylsiloxane, with PET
being the most common of these.'! However, all of these poly-
mers are fossil-based and nonbiodegradable. A more sustainable
option would be to choose biobased polymers as the substrates
instead, but, to the best knowledge of the authors, biobased poly-
mers have not yet been studied as substrate materials of SCs
containing liquid electrolytes. Potential biobased substrate
materials include polymers such as polylactic acid (PLA),
poly(3-hydroxybutyrate) (PHB), or poly(3-hydroxybutyrate-co-
3-hydroxyvalerate) (PHBV). They are all produced through bacte-
rial fermentation from sources such as sugar and starch.*® PLA
degrades primarily through hydrolysis, which happens quite
slowly compared to other biodegradable polymers, after months
of contact with moisture,® whereas PHB and PHBV degrade in
conditions where they are in contact with micro-organisms.”?
The chemical structures of PLA, PHB, PHBV, and PET are
shown in Figure 2.

The most important property of the substrate of a sandwich-
structured SC is its barrier against the electrolyte. A certain min-
imum amount of the electrolyte must remain within the SC for it
to function, so the substrate should prevent it from evaporating
to lengthen the device’s lifetime. PET is the most common fossil-
based polymeric substrate for SCs due to its good barrier prop-
erties against moisture and relatively low cost.! The barrier
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Figure 2. Molecular structures of A) PLA, B) PHB, C) PHBV, and D) PET.
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properties of PET are often further improved by laminating it
with a layer of aluminum. PLA is the most commonly used bio-
polymer, but compared to conventional fossil-based polymers it
has inferior barrier properties and is quite brittle.l) PHB and
PHBV have good barrier properties against moisture and gases
and have physical and mechanical properties close to conven-
tional fossil-based polymers due to their high crystallinities,
though PHBV tends to be more rigid and brittle than PHB.”*!

Despite their differences, PLA, PHB, and PHBYV are used in
very similar applications. Due to their biocompatibility and bio-
resorbability, they are used in biomedical applications, such as
screws, plates, surgical sutures, scaffolds for tissue engineering,
and controlled drug delivery systems.>*% Their biodegradabil-
ity also makes them an option for agricultural applications, such
as mulch films.*') However, it has been shown that the addi-
tion of PHB or PHBV in soil could negatively affect soil and plant
health.'"'2 PLA, PHB, and PHBV have all also been presented
as options for disposable food packaging applications.!®*'"!
Additionally, all three are suitable materials for fiber production
for textile applications.[**°!

The aim of this study was to evaluate how well PLA, PHB, and
PHBYV fulfill the requirements for substrate materials of printed
sandwich-structured SCs with liquid electrolyte used to power
various applications compared to aluminum laminated PET
(PET+Al) by assessing their behavior during the processing
and printing of the SC, as well as their suitability for the applica-
tion during the lifetime of the SC. The intention is to find a bio-
based substrate with properties as good as PET+Al, even without
the aluminum layer, which is why only the reference material has
the aluminum coating. The materials’ processing characteristics
are studied through their thermal properties, mechanical proper-
ties, and necking. Printability is estimated by way of surface energy
and the adhesion between the printed ink and SC substrates to
assess the compatibility of the substrate and ink layers in varying
temperature conditions. The polymers’ suitability as the substrates
of a SC and the longevity of the SC’s lifetime are assessed through
their absorption and barrier properties.

2. Results and Discussion

2.1. Processability

2.1.1. Thermal Properties

The extrusion conditions of a polymer film are largely dependent
on the material’s thermal properties, as the polymer should melt
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or soften without degradation during processing. For semicrys-
talline polymers, the processing temperature window is between
the melting temperature (T,,,) and the thermal degradation tem-
perature (Ty4) of the material. For amorphous polymers, the win-
dow is between the glass transition temperature (T,) and T, as
T, is where the polymer begins to flow. However, the viscosity of
the polymer right above the Ty is too high for extrusion, and in
reality, the processing window of an amorphous polymer is nar-
rower. The thermal properties of the selected polymers were
determined through differential scanning calorimetry (DSC),
dynamic mechanical analysis (DMA), and thermogravimetric
analysis (TGA) and are shown in Table 1. Out of PET, PHB,
and PHBYV, which are all semicrystalline polymers, PET has
the largest processing window. The T, and T, measured here
for PET are aligned well with literature values.'” PHB and
PHBV both melt and degrade at much lower temperatures com-
pared to PET. When it comes to their thermal properties, PHB
and PHBV are very similar, with the T,, Ty, and Ty of PHBV
being only slightly below those of PHB. The smaller processing
windows of PHB and PHBV mean that processing temperatures
must be chosen more carefully compared to PET. On the other
hand, PHB and PHBV can be processed at much lower temper-
atures, which saves energy. The T,,’s of PHB and PHBV deter-
mined here were very well aligned with the values found in
literature for ENMAT Y3000 and ENMAT Y1000."*" This
was also the case for the values of T found in the literature ['+1%17]
However, the T, values found in the literature for PHB
(5-8 °C'*'%Y) and PHBV (—3-2 °C***7)) were very different from
the values determined here, likely due to the fact that literature
values were determined with DSC whereas the values here were
determined with DMA. The T, and T, values found in the litera-
ture for ENMAT Y3000 and ENMAT Y1000 also aligned well with
the literature values found for PHB and PHBV in general.®'®!
Based on the T, and Tj, the processing window of the amorphous
PLA is quite large, but as mentioned, amorphous polymers do not
become processable immediately above T,. The recommended
melt processing temperature of the PLA in this study according
to its technical data sheet is 210 °C,"*) which is approximately half-
way between the measured T and Tg of PLA. The values of T, and
T4 determined for PLA here match well with ones found in litera-
ture for Ingeo 4060D,”***" and the T, also matches well with gen-
eral results for PLA® DSC was also used to determine the
crystallinities of the polymers, apart from the amorphous PLA.
The crystallinities of PHB and PHBYV are significantly higher than

www.advenergysustres.com

that of PET. This is likely due to the higher flexibility of the PHB
and PHBYV chains compared to PET. A polymer’s ability to form
crystals is affected by its ability to fold itself into the crystal struc-
ture, and bulky groups on the polymer backbone or side groups
hinder this ability. The phenylene group in PET is very bulky and
would inhibit crystallinity significantly.

2.1.2. Necking

Necking is the reduction in width of the extruded film as it exits
the die. The necking of the biopolymers extruded in the labora-
tory was measured and is shown in Table 1. Necking is quite
significant for all of the biopolymers studied here. For PHBV,
necking was approximately half of the film’s width, and for
PLA and PHB it was even higher, 60.1%. Necking can affect
the choice of roll size in roll-to-roll processing, as the films
are narrower than expected and so narrower rolls can be used.

2.1.3. Mechanical Properties

Tensile properties are important to know for good web handling
during roll-to-roll processing. The results of tensile testing are
shown in Figure 3 (Table S1, Supporting Information). The rule
of thumb for web tension is 10-25% of the film’s strength in the
machine direction, where the upper limit aims to protect the web
from breaking, and the lower limit ensures that the tension is
high enough to keep the web flat.*?! For the substrates studied
here, the maximum stress of the material was often also the
breaking stress, and so the strength and stress at break are essen-
tially the same. PHB and PHBYV, which have near identical ten-
sile properties compared to each other, are the polymers with the
lowest strength. This would make the PHB and PHBYV films the
hardest to tension correctly, as the range of suitable tension val-
ues is the smallest. PLA’s strength is approximately twice as high
as those of PHB and PHBV. The strengths of PLA, PHB, and
PHBV measured here align well with the values found in
literature for Ingeo 4060D, ENMAT Y3000, and ENMAT
Y1000,115717:23-251 45 well as for PLA, PHB, and PHBV in gen-
eral [*®'® The lower strength of PHB and PHBV could be caused
Dby their higher crystallinities making them more brittle. PET+Al
is the strongest of the films and the one with the widest range of
possible web tension values. However, during the tensile test the
brittle aluminum layer of PET-+Al split into small “islands” along
the surface of the PET as it continued to stretch. For this reason,

Table 1. Glass transition temperatures (T), melting temperatures (Tr,), and thermal degradation temperatures (Tq) of PLA, PHB, PHBV, and PET-+AI.
Processing windows of the polymers based on the thermal properties, enthalpies of melting (AH,,,), crystallinities, and necking values for the biopolymers
extruded in the laboratory. Representative DSC and TGA curves given in Figure S1 and S2, Supporting Information.

Polymer T, [°C] Tm [°C] Ty [°C] Processing window [°C] AHn, g7 Crystallinity [%)] Necking [%)]
PLA 56+0.2 NA 339+0.9 282" NA NA 60.1+1.5
PHB 507 173 +0.4 283 4+0.1 110 100+ 0.4 68 60.1+1.8
PHBV 489 170+ 0.0 281+2.6 111 89+4.7 61 50.4+238
PET+AI 71+03 251+0.3 410£0.9 159 29+0.6 21 NA

9Only one sample was measured, so no standard deviation is included. ®For PLA, the processing window is between T, and Ty, whereas for the other polymers the window is

between T, and Tg.
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Figure 3. Tensile properties of PLA, PHB, PHBV, and PET+AIl. Representative stress—strain curves given in Figure S3, Supporting Information.

the tensile properties are much more dependent on the PET
layer, while still being slightly supported by the aluminum layer.
This is presumably why the strength given for PET in literature
(53 MPa)™™* is much lower than the value determined here, since
the aluminum layer helps support the PET layer and increase the
strength. The films’ tensile properties also affect how tightly the
film can be wound onto a roll at the end of the processing line.
Stretchable films with low modulus are much easier to wind
tightly, whereas stiffer materials are more difficult to wind cor-
rectly, which can lead to defects, such as wrinkling.[*?! All of the
substrates have quite high moduli, PHBV being the material
with the lowest stiffness. PET+Al has the highest modulus, mak-
ing it the stiffest material, likely due to the supporting effect of
the aluminum layer. The tensile modulus for PLA matches quite
well with literature values (2129-3100 MPa*>**)), but both PHB
and PHBV have moduli below the literature values (3510,
3671-4000 MPa,!'*'") respectively). The strain at break values
determined here for PLA, PHB, and PHBV match quite well with
the values found in literature for Ingeo 4060D, ENMAT Y3000,
and ENMAT Y1000,">7**) a5 well as for PLA, PHB, and PHBV
in general.*®'® The strain found in the literature for PET
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(300%)!"*! is higher than the value found here, likely due
to the way the aluminum layer breaks during stretching,
since the stress presumably focuses on the parts of the film
between the “islands” where the PET is not supported by the alu-
minum. Additionally, the mechanical properties discussed here
only determine the roll-to-roll processability of the plain film
before the electrical elements are printed. The printed and dried
ink layers are quite brittle, so their mechanical strength will be
the deciding factor when deciding the correct winding tightness
for the printed films.

Flexural properties (Figure 4, Table S1, Supporting Informa-
tion) are also important when it comes to processing. Especially
during roll-to-roll processing, where films experience bending
stress as they are wound onto rolls. It is common for the flexural
strength of a material to be higher than the tensile strength of
the same material*®*! That is the case here for both PBH
and PHBV. However, for PLA and PET+Al tensile strength
is higher. For PET+Al, this is likely because aluminum films
are flexible but not stretchable, so the supporting effect would
be more significant in tension. For PLA it is possible that the
film has some defects on the surface. Since during bending
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Figure 4. Flexural properties of PLA, PHB, PHBV, and PET+Al. Representative stress—strain curves given in Figure S4, Supporting Information.
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the tensile and compressive stresses are at their highest on the
surfaces, if the surface is weakened by defects, flexural strength
might be lower than tensile strength. The flexural strength values
for PLA and PHB are slightly lower than literature values for
Ingeo 4060D and ENMAT Y3000 (100.15%* and 65.8 MPa,!*”!
respectively), whereas PHBV’s value is slightly lower than that
of ENMAT Y1000 in literature (26.79 MPa*®). The flexural mod-
uli are also higher than the tensile moduli. As before, PHBV has
the lowest modulus and is the most flexible, and PET+Al has the
highest modulus. Based on just the modulus, PET+AIl film
seems like an incredibly stiff material. However, the thickness
of the film also plays a role in flexibility, and since PET-Al
was the thinnest of the films, it is also very flexible when handled.
PLA and PHB'’s flexural modulus values match quite well with
values found from the literature, but PHBV’s modulus is slightly
lower (2868,7,%* 3542, and 1540 MPa,”?®! respectively).

The mechanical properties also affect the substrate’s durability
during its lifetime, though it was not specifically tested here. This
is especially notable for PET+AI due to its fragile aluminum
layer. If the film experiences cyclic bending during its lifetime,
it is possible for the aluminum layer to fracture or even delami-
nate from the PET.

Overall, the processability of the biopolymers is significantly
limited compared to PET. PHB and PHBV have much narrower
temperature ranges, where they are extrudable, than PET. And in
roll-to-roll processing, the biopolymers have a much smaller
ranges of possible web tension values than PET. Additionally,
the considerable necking of the biopolymer films might set con-
straints on how wide the produced films can be.

2.2. Printability

2.2.1. Surface Energy

The surface energies of the substrate and the ink determine how
well the printed ink spreads onto the surface. If the surface
energy of the substrate is higher than that of the ink, the ink
droplet wets the surface better. Good wetting is important for
the formation of continuous ink layers. The surface energies
of the inks used in inkjet printing are in the range of
25-50 mN m ™~ 1.1** The surface energies of the films, which were
calculated from the contact angles measured with a drop shape
analyzer (Table S2, Supporting Information), are shown in
Figure 5. Compared to the total surface energy of the reference
material PET+AI (29 mN m™"), PHBV and especially PHB have
much lower total surface energies, 25 mNm ™' and 21 mN m™",
respectively. These values are at the lower end of the inks’ surface
energy range, which might cause problems with finding an ink
formulation that can wet the substrate surface well without any
surface treatments to the substrate. PLA’s total surface energy
(34mNm™) is higher than that of PET+Al, which indicates
finding a suitable ink will be easier. In addition to the total sur-
face energy, the ratio of the dispersive and polar components also
affects the wetting of the ink and its adhesion with the substrate.
The more similar the ratio of dispersive and polar components of
the substrate is to that of the ink, the more interactions there will
be between them, which improves wetting and adhesion. The
percentage of the polar component out of the total surface energy
was calculated for the sake of comparing the substrates. The
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Figure 5. Total, dispersive, and polar surface energies of PLA, PHB, PHBY,
and PET+AIl based on the Owens—Wendt—Rabel-Kaelble method.

polar component makes up 67%, 5%, 61%, and 36% of the total
surface energy for PLA, PHB, PHBV, and PET+Al, respectively.
The best biobased substrate alternative for an ink that would
work for the reference material PET+Al would be PHBV, whose
relative polar component is the closest to that of PET+AIL
However, PHBV’s surface energy is dominated by the polar com-
ponent, whereas for PET+Al the dispersive component is domi-
nant. The only biopolymer where the dispersive component is
also dominant is PHB.

2.2.2. Adhesion

Proper adhesion between the substrate and the current collector
is very important for the functioning of the SC, to prevent the
printed layer from peeling off prematurely. The ASTM 3359-
17 tape test assesses the adhesion based on how much of the
ink is left after peeling off the tape and gives the sample a clas-
sification from 0B to 5B, with 5B indicating a test where no ink is
removed. Only 5B is considered sufficient adhesion, as any
amount of ink coming loose during the SC’s lifetime would com-
promise its ability to function correctly. The adhesion classifica-
tions for the substrates are given in Table 2. The biopolymers
performed very well, as the adhesion between the substrate
and the ink was perfect for PHB and PHBV and near perfect
for PLA. The reference material PET+Al had the worst average
adhesion, and it also varied quite significantly, which was not the
case for any of the biopolymers.

Based on these results it can be seen that the printability of the
biobased substrates varies. PLA’s total surface energy is more
likely to encourage proper wetting of the ink, but its ratio of

Table 2. Adhesion classifications of PLA, PHB, PHBV, and PET-+AIl based
on ASTM 3359-17 tape tests.

Polymer Sample 1 Sample 2 Sample 3
PLA 5B 4B 5B
PHB 5B 5B 5B
PHBV 5B 5B 5B
PET+AI 2B 5B 4B
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dispersive to polar component is less likely to match with any ink
that would be suitable for printing onto the reference material
PET+Al and its adhesion with a carbon ink is not adequate.
On the other hand, PHB and PHBYV have perfect adhesion with
the carbon ink and the ratio of dispersive to polar component of
their surface energies is better matched with any ink that would
have good wetting and adhesion with PET+Al, but their total sur-
face energies are so low that it might cause problems with ink
wetting.

2.3. Suitability as the Substrate of a SC

2.3.1. Absorption

The amount of electrolyte in the SC is very small, and so even a
small amount of it absorbing from the electrode into the sub-
strate could affect the device’s ability to function correctly. For
this reason, the absorption of the water-based electrolyte and
its components in the substrates was studied and is shown in
Figure 6 (Table S3, Supporting Information). The water-based
electrolyte is composed of water and sodium chloride (NaCl).
In order to prevent the water-based electrolyte from freezing
when the SC is operated at below 0 °C conditions, an antifreeze
agent such as glycerol can be added to the electrolyte.*”
Therefore, the absorption of water, glycerol, salt water, and a mix-
ture resembling the electrolyte were studied. When comparing
the absorption results in Figure 6 to the structures of the poly-
mers in Figure 2, the absorption of water appears to be
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dependent on the ratio between polar and nonpolar segments
in the polymer structures. The size of the nonpolar segment
increases in order from PLA through PHB and PHBV to PET.
The amount of water absorbed decreases in the same order, with
PLA having absorbed the most water and PET+Al the least. PLA
absorbs slightly less glycerol than it did water, likely due to glyc-
erol’s nonpolar carbon backbone, which makes it slightly less
compatible with PLA. PHB and PHBV, however, absorb signifi-
cantly less glycerol. This might be explained by the larger size of
the glycerol molecule, as PHBV and especially PHB have high
crystallinities (Table 1), and so the larger molecule would have
a harder time diffusing into the tightly packed polymers. This
phenomenon does not affect PLA, as it is amorphous. PET is also
crystalline, but its crystallinity is significantly lower than that of
PHB and PHBV, meaning the absorption lowering effect would
also be smaller. Instead, the absorption of glycerol in PET+Al is
higher than the absorption of water, which might be caused by
the glycerol’s nonpolar backbone improving its compatibility
with PET. When comparing the amount of salt water absorbed
by PLA and PHB to how much they absorbed water, it can be
seen that the salt decreases the polymers’ ability to absorb water
very similarly, by 0.17 and 0.15 percentage units, respectively.
Salt is a hygroscopic material, so it might be that some of the
water molecules became bound to the sodium and chloride ions
and were no longer available for absorption. However, in the case
of PHBYV, the presence of salt seems to have no effect on the
absorption of water into the polymer. It was not possible to obtain
reasonable absorption results for PET+AIL, as the salt began
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Figure 6. Absorption of A) water, B) glycerol, C) salt water, or D) a mixture of water, NaCl, and glycerol resembling the water-based electrolyte used in SCs

in PLA, PHB, PHBV, and PET+AI.
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penetrating the film at the interface between the PET and alumi-
num layers after about a week. This caused the absorption curve
to increase linearly instead of plateauing. This happened even
when the sample edges were protected with a layer of epoxy.
One would expect the amount of electrolyte absorbed by a poly-
mer to be somewhere between the amounts of glycerol and salt
water absorbed by the same polymer. This is the case for PHB
and PHBYV, as well as for PET+Al when compared to glycerol and
water, as no salt water absorption results were obtained for
PET-+Al, as mentioned. However, this is not the case for PLA,
whose absorption of the electrolyte is much lower than the
absorption of glycerol or salt water.

2.3.2. Barrier Properties

In order for a SC to function correctly, it must contain a certain
minimum amount of electrolyte. No matter how good the barrier
properties of the substrate are, some amount of the electrolyte is
going to diffuse through it and evaporate during the SC’s life-
time. The substrates studied here are intended for SCs with
either water-based or Reline-based electrolyte, so the maximum
amounts of electrolyte that can evaporate before the device stops
working were estimated for evaluating substrates (calculations in
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Supporting Information). These were 36.7 g for the water-based
electrolyte and 22.2 g for the Reline-based electrolyte. The speed
at which the substrate allows the electrolyte to evaporate is
affected by the permeability of the substrate material as well
as the thickness of the film.

The comparison in this study between the aluminum coated
PET and the uncoated biopolymers is unfair in favor of PET+AI
due to the additional aluminum layer, especially in the case of
barrier properties. However, the choice of reference material
was intentional, as PET+Al is the industry standard for sub-
strates. As the aim of the study is to try to find a biobased sub-
strate material to replace PET4Al and reduce the amount of the
non-biobased aluminum used, the biopolymers are compared
with PET+Al instead of uncoated PET.

The polymers’ abilities to prevent electrolyte evaporation were
assessed by studying their permeabilities under different condi-
tions. At room temperature (23 °C), it can be seen that the WVP
of PET+Al is the lowest due to the excellent barrier properties of
the aluminum layer (Figure 7A). Additionally, the WVPs of PHB
and PHBYV are significantly lower than that of PLA, which is to be
expected, as according to the previous literature PHB and PHBV
have very good barrier properties due to their high crystallinities.
Since the PLA studied here was amorphous, it was expected that
its WVP would be high. For this reason, the WVP was also
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Figure 7. Barrier properties of PLA, PHB, PHBV, and PET+Al A) against water vapor at room temperature, B) against water vapor at an elevated tem-
perature, C) against water vapor at room temperature for samples that have been soaked in a mixture resembling the water-based electrolyte used in SCs,

and D) against Reline at an elevated temperature.
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determined for another, crystalline, PLA (crystallinity of 14.8%,
estimated with DSC) to see how crystallinity would improve
PLA’s barrier properties. However, the crystallinity did not sig-
nificantly improve the WVP, as the WVPs of amorphous and
crystalline PLAs were 4.8 x 10% and 4.2 x 10> mgmmm ™2 day ™},
respectively. Permeabilities can be determined in many different
conditions, so in order to compare the results more effectively
with values found in literature, new values for WVP were calcu-
lated taking into account the partial pressure of water vapor
(Table S4, Supporting Information). The values in this study
are quite closely aligned with the values found in literature,
though they are consistently slightly higher.

As mentioned, the operating temperatures of SCs can vary
greatly, and since a material’s permeability increases with tem-
perature, the polymers’ barrier properties against water were
also studied at elevated temperatures (85°C), as shown in
Figure 7B. These conditions were too hot for PLA, which soft-
ened enough to break within the first 24 h. The order of the
WVP values remains the same as at room temperature, where
PET+AI had the lowest and PHBYV the highest WVP. However,
the increase in temperature has caused the WVPs to increase by
approximately two orders of magnitude, as the free volume
between the polymer chains increases with temperature, mak-
ing permeation easier.

In order to prevent the water-based electrolyte from freezing
when the SC is operated at below 0 °C conditions, an antifreeze
agent such as glycerol can be added to the electrolyte. However,
once it has absorbed into the substrate, glycerol can also act as a
plasticizer in the polymer, which will decrease their barrier prop-
erties. As long as there is glycerol left in the electrolyte, an equi-
librium of glycerol will be formed between the substrate and
electrolyte, where new glycerol will be absorbed into the polymer
to replace any that has evaporated out of the SC. The effect of
glycerol on the barrier properties of the substrates was studied
by soaking the samples in the same water-based electrolyte-like
mixture used in the absorption tests and then measuring their
WVPs (Figure 7C). The polymers behaved quite unexpectedly.
The WVPs of PHB and PET+Al soaked in electrolyte increased,
as expected, by 13% and 16%, respectively, compared to the
WVPs of the films that had not been soaked in electrolyte
(Figure 7A). However, the permeabilities of PLA and PHBV
decreased by 11% and 22%, respectively. This was especially
peculiar since soaking the samples in electrolyte caused the crys-
tallinities of both PHB and PHBV to decrease by 4.8 percentage
units from 68.2% and 61.0%, respectively. Crystallinity tradition-
ally improves a film’s barrier properties. Since their crystallinities
decreased by the same amount, it would be anticipated that their
permeabilities would also increase similarly. However, only
PHB’s permeability increased, so the changes in crystallinity
do not explain the differences in how permeability changes.

To assess the substrates’ ability to contain the Reline for the
device’s lifetime, their barriers against Reline were determined
(Figure 7D). The test was done according to the gravimetric
method as a wet cup test with Reline in the cups. The original
intention was to test RP at room temperature and at an elevated
temperature (80 °C). As the tests were done as wet cup tests, the
expectation was for the mass to decrease as the Reline evapo-
rated. However, at room temperature the RP was so low that
the masses of the cups changed minimally, and when they
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did, the mass tended to increase. During the room temperature
test, the average conditions were 20.3 £ 0.4 °C/44.8 + 6.4%RH.
It is possible that the slight increase was caused by the moisture
in the humid air being absorbed into the Reline, increasing its
weight more than it decreased due to its evaporation. Thus, only
the test at an elevated temperature gave reliable results. As with
the WVP test at an elevated temperature, the conditions were too
hot for PLA, and the films broke during the first 24 h. PET+Al
continues to have superior barrier properties compared to the
biopolymers, and out of the biopolymers, PHB still has the lower
permeability. However, the RP of PHB is only about half of that
of PHBV at an elevated temperature, whereas the WVPs of PHB
and PHBV at an elevated temperature are very close to each
other. Additionally, the RP values are about two orders of mag-
nitude lower than the WVP values at high temperature, likely due
to the Reline molecules being larger than the water molecules,
making permeation more difficult.

As mentioned, the other aspect that influences electrolyte
evaporation are the thicknesses of the films, which are not fixed
values and can be adjusted during film processing. In order for a
SC made of the substrate materials studied here to have a life-
time of a certain length, the substrate will need to have a certain
minimum thickness in order to keep the electrolyte evaporation
below the estimated maximum amount which will lead to the
deterioration of the device, introduced earlier. These required
substrate thicknesses are presented in Figure 8 for each of the
polymers in different conditions and for a selection of different
lifetimes (calculations in Supplemental Information). The appro-
priate thickness of the films is mainly governed by the roll-to-roll
processability of the films, as they need to be flexible enough to
be able to wind onto a roll. Most of the films have required thick-
nesses that are in no way sensible for roll-to-roll processing or SC
production. An exception to this is the PET+Al film, which has a
thin enough minimum thickness at all considered lifetimes
when kept at room temperature (Figure 8A,C). Additionally,
PET+AL film’s thickness is also thin enough when calculated
based on the WVP and RP at an elevated temperature for a
SCs with lifetimes of 1 month, 6 months, or 1 year (Figure 8B,D).
Outside of this, the required thicknesses of PET+Al films are
unreasonable at elevated temperatures. PHB and PHBV also
have reasonable thicknesses at room temperature for devices
with a lifetime of 1 month (Figure 8A,C). However, their thick-
nesses at room temperature for all other lifetimes and at elevated
temperatures (Figure 8B,D) are too thick. At room temperature
PLA’s thicknesses are unreasonable for all lifetimes and at ele-
vated temperatures it fell apart completely, as mentioned.

It is important to note, however, that Figure 8 gives predic-
tions of required substrate thicknesses in situations, where the
conditions remain constant. Since in reality the temperature con-
ditions during operation will be in constant flux, the thickness
requirements given here are more guidelines than exact values.

Additionally, it has to be pointed out that when it is mentioned
here that the thickness of the PET+AL film must be increased to
improve the permeability, no statements can be made about how
the thicknesses of the PET and aluminum layers should be
changed. This is due to the fact that the PET4Al film was pro-
vided as film, and therefore the individual PET film and alumi-
num foil are not available for testing to see what their
contributions to the permeability of the whole film are.
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Figure 8. The required minimum substrate thicknesses of the SCs, if the lifetime is 1 month, 6 months, 1 year, 5 years, or 10 years, calculated with A) WVP
at room temperature, B) WVP at elevated temperature, C) WVP at room temperature for samples soaked in electrolyte, and D) RP at elevated temperature.

Based on these results it can be seen that the biobased sub-
strates do not fulfil the requirements for the lifetime of a SC
nearly as well as the reference material PET+Al does.
PET+AI had the lowest permeability under all studied condi-
tions. Out of the biopolymers, PHB had the best barrier proper-
ties. Additionally, all films had a better barrier against Reline
than against water, leading to thinner required substrate thick-
nesses for SCs made with Reline-based electrolyte.

It bears mentioning that the lifetimes of the SCs determined
in this article are essentially the shelf lives of the devices. This
means that the lifetime is based completely on the evaporation of
the electrolyte, which is determined by the properties of the sub-
strate. The lifetime consideration is not based on cyclic testing of
the SC and therefore does not take into account the changes in
the electrical properties of the SC over time.

3. Conclusion

The purpose of this study was to see how well biobased polymers
would fulfil the requirements for SC substrates. Finding a bio-
based substrate for SCs would allow their development to move
further toward sustainability.
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All three of the studied biopolymers had sufficient processabil-
ity. Their differences were shown more when it came to their
printability. PLA’s surface energy was slightly higher than that
of PHB or PHBV, meaning it would more likely induce good
wetting of the printing ink. However, its adhesion with the
ink was lacking, whereas PHB and PHBYV had perfect adhesion.
To assess the substrates’ behavior during the SC’s lifetime,
absorption tests were done, and it was found that all biopolymers
absorbed less of the water-based electrolyte than the reference
material PET+AI did. But the most important property of the
substrate materials was their barriers against the electrolyte.
The WVPs of the biopolymers were all too high to allow practical
film thicknesses, especially at higher temperatures. The plasticiz-
ing effect of glycerol in the electrolyte caused the permeabilities
of PHB and PET+AI to increase, but for PLA and PHBV the
effect was the opposite. The RPs of the polymers were much bet-
ter at elevated temperatures compared to the WVPs, but they
were none the less too high.

None of the tested biopolymers performed well enough to be
used in devices with longer lifetimes. However, out of these
materials PHB is the most promising due to its relatively good
barrier properties. To continue the development of a sustainable
biobased SC substrate material, the substrate films ought to be
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improved. This can be done by modifying the polymers to lower
their permeabilities and by increasing the thicknesses of the
films. WVP and RP can be reduced by mixing a filler into the
polymer, which increases the tortuosity of the path a permeant
molecule has to take while permeating through the material. The
film thicknesses must be optimized in a way where they are thick
enough to give good barrier properties but not too thick to inter-
fere with roll-to-roll processing.

4. Experimental Section

Materials and Film Processing: Materials: Four different types of poly-
mers were studied as possible substrate options, PLA, PHB, PHBV,
and PET+Al PET+Al was purchased as film from Pyroll Pakkaukset
Oy, Finland. The PLA pellets (Ingeo Biopolymer 4060D from
NatureWorks LLC, United States) were purchased from Resinex Group,
Finland, and the PHB and PHBV in powder form (ENMAT Y3000 and
ENMAT Y1000, respectively, from Tianan Biologic Materials, China) were
supplied by Helian Polymers BV, The Netherlands. The crystalline PLA
films were provided by Centexbel, Belgium. The commercial graphite
ink LOCTITE EDAG PF 407C E&C was from Henkel, Germany. NaCl, glyc-
erol, and calcium chloride were purchased from VWR Chemicals. Water
used in Mocon Aquatran Model 1 was purified with Millipore Milli-Q
Direct 8; water used for other purposes was purified with Miele Aqua
Purificator G 7895.

The Reline electrolyte was synthesized by combining choline chloride
and urea in a molar ratio of 1:2. The mixture was then heated to 80 °C
under constant stirring (VMS C7 Advanced, VWR) until a transparent and
uniform liquid was obtained. After allowing it to cool to room tempera-
ture, the resulting liquid was employed as the electrolyte for the SC.B'*2

Materials and Film Processing: Film Production: To produce the biopoly-
mer films, PHB and PHBV powders were first extruded into filaments
using a Brabender DSE 25 twin screw extruder. The temperature setting
of the extruder parts (barrel cylinders 1, 2, 3, 4, 5, 6 and 7, and adapter/die)
was the same for PHB and PHBYV, 160°C/160°C/170°C/170°C/170°C/
170°C/170°C/170 °C; the speed of the side feeder was 120 min~". The fil-
aments were cut into pellets using a Brabender pelletizer. Finally, PLA, PHB,
and PHBV pellets were all extruded into films using an Extrudex ED-N
30 single screw extruder. During extrusion, the screw speed was 15 rpm.
The temperature settings for the extruder parts (barrel cylinders 1, 2,
and 3, adapter, and die) were 200°C/210°C/210°C/210°C/200°C for
PLA with a melt temperature of 200°C, and 180°C/180°C/180°C/
180°C/175 °C for PHB and PHBV with melt temperatures of 175 °C.

Processability: Differential Scanning Calorimetry: DSC tests were done
using Netzsch DSC 214 Polyma according to 1ISO 11357. Three parallel
samples were tested for each material in a N, atmosphere with two heat-
ing scans per sample. The results were determined from the data of the
second heating, except for the heat of fusion and crystallinity, which were
determined from the first heating. The samples had been conditioned at
23 °C/50%RH for 48 h. The PET+Al samples were heated from 0 to 350 °C
at T0 Kmin~", PLA was heated from 0 to 270°C at 10 K min~', and PHB
and PHBV were heated from 0 °C to 200 °C at 5 K min~". The enthalpies of
melting of a 100% crystalline polymer were 140)g™"' for PET?! and
146) g~ for PHB® and PHBV.* The type of crystalline PLA was not
known, so its crystallinity was estimated by using 93.1) g as the enthalpy
of melting of a 100% crystalline PLA.B*!

Processability: Dynamic Mechanical Analysis: DMA was done to deter-
mine the glass transition temperatures for PHB and PHBV since they
could not be determined from the DSC curves. The tests were done using
PerkinElmer Pyris Diamond DMA in tension mode with one sample per
material. The dimensions of the samples were 20 x 4 mm. The temper-
ature was increased from 25 to 100 °C at 3 °C min~' and the frequency
was 1 Hz.

Processability: Thermogravimetric Analysis: TGA was done using Netzsch
TG 209 F3 Tarsus according to ISO 11358. Three parallel samples per
material were conditioned at 23 °C/50%RH for 48 h and tested in a N,
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atmosphere. The samples were heated from 35 to 600, 470, 360, or
400°C for PET+AI, PLA, PHB, or PHBV, respectively, at a heating rate
of T0Kmin~".

Processability: Necking: Necking of the extruded films was determined by
measuring the width of the finished films and then subtracting that width
from the width of the extruder die, which was 15 cm. The width of the film
was calculated as an average of width measurements done once per meter
of film. The results were presented as percentages of the original width.

Processability: Tensile Properties: Tensile properties of the films were
determined using Testometric M500 according to ISO 527. The samples
had dimensions of 25 x 150 mm with a 50 mm gauge length and were
conditioned at 23°C/50%RH for 24 h. The tests were only done in
machine direction, since the films were not wide enough to make
150 mm long samples in the cross direction. The average thicknesses
of the films were measured with Mitutoyo Digimatic caliper, and were
0.07, 0.26, 0.43, and 0.06 mm, for PLA, PHB, PHBV, and PET+Al, respec-
tively. Testing was done using a 250 kgf load cell and at a test speed of
25 mm min~". Six samples were tested for each material, and the tensile
properties were determined from the samples of successful tests, which
included four samples for PHB, five samples for PHBV, and six samples for
PET+AI and PLA. Strength, strain at strength, stress at break, and strain at
break were determined from the results according to 1SO 527-1. The very
beginning of the stress—strain curve has a slight curvature to it, so the
tensile modulus was determined as the slope of the middle of the linear
section using the least squares method, as this would give a more accurate
understanding of the modulus.

Processability: Flexural Properties: Flexural properties were measured
with Instron 5967 universal testing system according to I1SO 178. 5 sam-
ples with dimensions of 25 x 70 mm were cut and conditioned at 23 °C/
50%RH for 24 h. Flexural tests were also only done in the machine direc-
tion. PET+Al samples were tested so that the aluminum side experienced
the tensile stress, as the brittle aluminum is more sensitive to tension than
PET is. The film thicknesses (Mitutoyo Digimatic caliper) were 0.09, 0.25,
0.42, and 0.06 mm for PLA, PHB, PHBV, and PET+Al, respectively. The
test was done as a three-point bending test with a 500N load cell.
Support span was 12 mm, support diameter was 4 mm, and loading edge
diameter was 6 mm. Strength was determined according to I1SO 178.
Flexural modulus was determined from the slope of the linear section
at the beginning of the curve.

Printability: Surface Energies: Contact angles were measured using the
Kriiss DSA100S drop shape analyzer according to 1ISO 19403-2. The test
was done according to the sessile drop method with 12 drops of 6 uL per
sample with two liquids, water and ethylene glycol. As the extruded PHB
and PHBV films had slightly uneven surfaces, they were first pressed flat by
sandwiching them between two glass plates and placing them in an oven
(Termaks) at 190 °C until they melted, after which the smooth films were
peeled off the plates. All samples were conditioned at 23 °C/50%RH for
24 h. The surface energies were calculated based on the contact angles
according to ISO 19403-2 using the Owens—Wendt—Rabel-Kaelble
method.

Printability: Ink Adhesion: Tape tests were done according to ASTM
D3359-17. Films were coated with a commercial graphite ink using a coat-
ing device (MTV Messtechnik CX 4 motorized film applicator) and a doctor
blade. After coating the ink was dried in an oven (VWR VENTI-Line VL 56
Prime) at 95 °C for 1 h. The samples were conditioned at 23 °C/50%RH for
14 days before testing. The tape used was Elcometer 99 and was pressed
onto the test area using a rubber roller.

Suitability as the Substrate of a SC: Absorption: Absorption of four dif-
ferent liquids by the films was determined according to ISO 62. The films
were cut into square samples with dimensions of 6 cm x 6 cm. The aver-
age thicknesses (measured with Mitutoyo IP54 digital micrometer) of the
samples were 0.113+£0.043, 0.279+£0.030, 0.429+£0.030, and
0.062 + 0.001 cm for PLA, PHB, PHBV, and PET+Al, respectively. The
samples were first dried in an oven (Termaks) at 50 °C for 72 h. The liquids
were water, glycerol, salt water (1 m NaCl), and a mixture resembling the
water-based electrolyte made of water (55 v-%), glycerol (45 v-%), and
NaCl (1 m). Three parallel samples of a film were immersed in 900 mL
of each liquid. The samples were weighed 24, 48, 96, 19, and 384 h after
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the beginning of the test. The excess liquid was first wiped off the surfaces
of samples before weighing them with Precisa EP 220A and re-immersing
in the liquid. The final absorbed amount of liquid was calculated as an
average of the plateau region, which consisted of the last three data points
of the test (96, 192, and 384 h).

Suitability as the Substrate of a SC: Barrier Properties: The sizes of the
permeability samples were 50 cm? for PET+Al, and 5 cm? for PLA,
PHB and PHBYV, as the biopolymer films were too narrow to cut bigger
samples. The smaller samples were made by sandwiching a piece of
the film between two aluminum masks with 5 cm? holes in the middle.
In WVP tests, at room temperature the crystalline PLA was tested with
50cm? samples. The thicknesses of the films were measured with a
Mitutoyo IP54 digital micrometer. The conditions the tests were done
in were chosen so that the concentration of water or Reline vapor in
the air would be as high as possible to try to emulate the situation when
the substrate is placed next to liquid electrolyte, hence the high relative
humidities.

Suitability as the Substrate of a SC: Barrier Properties—Coulometric
Method: The WVPs at room temperature and WVPs of samples soaked
in electrolyte were measured with the coulometric method according to
ISO 15106-3 using Mocon Aquatran Model 1 water vapor transmission
rate test system. Both tests were done at 23 °C/100%RH. The samples
were conditioned for 12h in the instrument before the tests. For
the room temperature test, the PHBV sample was conditioned at
23 °C/70%RH for 7 days before inserting in the instrument, as the film
was quite thick and without this step the water vapor transmission rate
took too long to plateau. For the test on electrolyte-soaked samples, the
samples were immersed in a mixture resembling the water-based elec-
trolyte made of water (55 v-%), glycerol (45 v-%), and NaCl (1 M).
Immersing the aluminum layer of the PET+AI film into the electrolyte
had previously been found to cause corrosion, so the film was only
soaked from the PET side. This was done by clamping the film between
a flat aluminum base and an aluminum ring with a diameter of about
11 cm. The film was placed with the PET side toward the ring and the
electrolyte was poured into the “cup” created by the ring and base. The
films were soaked until saturated, after which they were wiped clean and
inserted in the water vapor transmission rate test system. The WVP
measured with the coulometric method were determined as averages
of the data points in the second half of the plateau region of the
time-transmission rate curve.

Suitability as the Substrate of a SC: Barrier Properties—Gravimetric
Method: The WVPs and RPs at an elevated temperature were measured
with the gravimetric method according to 1ISO 2528. The WVP test at
an elevated temperature was done in a climate cabinet (Espec PR-2))
at 85°C/98%RH, which is the cabinet’s highest operating temperature
and humidity. The climate cabinet does not allow solvents, so the RP tests
were done in an oven (Termaks) with ventilation to the outside to remove
any solvent vapors. The conditions during the RP test were monitored with
an Easylog EL-USB-2+ data logger and the average conditions were found
to be 80.1 & 1.0°C/4.2 4 0.8%RH. The temperature for the Reline test was
chosen based on the maximum operating temperature of the data logger,
which was 80 °C. The high temperature tests were done as dry cup tests
and the desiccant in the cups was calcium chloride. The tests with Reline
were done as wet cup tests with 10 mL of Reline in the cups. Due to
PET+Al's low expected WVP, two blank assemblies were used for
PET+AIl in the high temperature test. The RP was expected to be quite
low for all materials, so in the Reline test blank assemblies were used
for all materials. The cups were weighed every 24 h for 10 days. The bal-
ance used for weighing during gravimetric tests was Precisa EP 220A. The
WVP and RP measured with the gravimetric method were determined
according to ISO 2528.
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